
Paper Plastic Pouches
• Pre-printed indicators for EO Gas & Steam
• Triple sealed paper/plastic film:  provides excellent sterility protection 
• Full range of sizes and material grades available
• For use in Steam, EO Gas, Formaldehyde or Dry Heat cycles

Tyvek Pouches                                                                 
• Highly resistant anti-microbial barrier for long sterile shelf life
• Full range of sizes and thicknesses available for light use or maximum durability
• For use in EO Gas, Vaporized Gas Plasma and other low temperature sterilization cycles

All chemical indicators are available in customizable configurations including: 
adhesive-backed versions of strips, specialty cycles according to local regulations 
and requirements in your market & as Private Brand products. 

All sterilization packaging products are available in multiple sizes and material 
grades. We are able to manufacture to fit specifications or as Private Brand products.

Hi-Dri® Dry Heat Indicator 
• Monitors the critical parameters of sterilization: time and temperature  
• Distinct color change will not revert
• For use in every package in every load

Cat. No.: 261018* Qty: 250 Strips

UV Indicator Strip                                                                   
• Monitor efficacy of germicidal lamps and UV disinfectors
• Monitors difficult locations that expensive UV meters cannot
• Help limit over-exposure to sunlight, especially useful for monitoring children’s exposure
• Distinct color change will not revert and is easily visually detected  in direct sunlight.

Cat No: 264106  Qty: 250 Strips

Biological Indicators
• Self contained vials and spore strips
• Single and Combined process indicators available according to European
or US recommendations for use in Medical or Life Science applications
- Geobacillus stearothermophilus & Bacillus atrophaeus
- Steam, EO, Dry, Chemical Vapor, VH2O2

Paper Sterilization Bags
Self-Sealing Gusseted Bags
Dual Sealing Flat Bags: Self Sealing & Heat Sealing

• All paper bags are the most economical packaging material for sterilization
• Surfaces have extra-smooth, machine-glazed paper finish to eliminate lint
• All-paper bag will not become dry or brittle, allowing each item to be stored

for maximum recommended period of time
• Each bag has a printed chemical indicator that changes color when processed

Washer Disinfector Indicator 
• Provides a more comprehensive challenge to washer-disinfector indicator 

cycles than currently available methods
• Responds to all of the critical variables of the washer-disinfector cycle: time,

temperature, detergent presence and agitation
• Unlike most washer-disinfector indicators, Propper’s does not introduce blood, 

soil or proteins to the wash cycle
Cat No: 264106  Qty: 250 Strips

Biohazard Bags 
•  Puncture resistant polypropylene can withstand sterilization temperatures as high as 141°C
•  Available in red or orange with preprinted steam indicator
•  50 micron plastic with reinforced corners for maximum strength

CHANGE 
TO

RED Indicator

ISO 11140, Class 4

180°C - 60 min

5mW/cm2 - 30min

ISO 11138
AAMI ST-59
USP

ISO 11607
EN 868

ISO 11607
EN 868

European contact: Proplink Medical (Europe), Ltd.
Telford, TF2 9HW, UK • tel: +44(0) 1952 610962

info@proplinkmedical.co.uk*Intended for use outside USA

Plasma-Chex™ Vaporized H2O2 Strips 
• Monitors all critical cycle parameters of vaporized

gas plasma cycles
• Distinct color change will not fade, revert or change

in humidity / steam. 
• For use in STERRAD®, V-Pro® and others

Cat. No.: 267018*  Qty: 250 Strips

Onix™ Helix Bowie & Dick Test 
• Detects sterilizer malfunctions according to the Bowie – Dick protocol
• Sensitive indicator ink result assists in diagnosis of type of malfunction
• Multi-use device reduces waste, labor and cost involved in Bowie-Dick testing

Cat. No.: 266203*    
Qty: 1 Onix™ Bowie - Dick Helix  with 200 Strips

Onix™  Helix PCD
• Simulates the environment of complex lumen containing instruments
• Pass result ensures adequate steriliant penetration into difficult

to sterilize instruments
• Stable indicator ink result will not revert after processing
• Multi-use device reduces waste, labor and cost associated with load monitoring

Qty: 1 Helix PCD with 200 Strips*

Once-A-Day Ecos™ Bowie-Dick Pack  
• Reveals sterilizer malfunctions, residual air & non-condensible gases
• Detects low temperature/pressure conditions, wet & superheated steam
• Guarantees distinct color change that will not revert
• Lead & heavy metal free for safety and waste management
• Small pack size for economy shipping and storage

Cat No: 266115*  Qty: 24EA / CS

Plasma-Chex™  Tape
• Monitors all critical cycle parameters of vaporized gas plasma cycles  
• Distinct color change will not fade or revert
• For use in STERRAD®, V-Pro®, Amsco Canon LCS, etc.

Cat. No.: 268010*  Qty: 36 Rolls

Emu-Chex® Class 6 Heavy Metal Free Steam Indicators
• Monitors all critical cycle parameters for steam sterilization
• Distinct color change will not revert
• Lead & heavy metal free for safety and waste management
• Laminated for durability 

Specialty Cycles: customizable to cycles in use in your market. 

manufacturing
I N T E R N A T I O N A L  P R O D U C T S

Propper Manufacturing Co., Inc  •  Long Island City, New York, 11101, U.S.A.   •   (718) 392-6650 • www.proppermfg.com

CHANGE 
TO

yellow VH2O2 INDICATOR

Once-A-Day® II Bowie-Dick Wrapped Pack 
• Reveals sterilizer malfunctions, residual air & non-condensible gasses
• Detects low temperature/pressure conditions wet & superheated steam
• Guarantees distinct color change that will not revert

Cat. No.: 266105*  Qty: 20EA / CS 

ISO 11140-4,
ISO 11140-1, Class 2

134°-137°C up to 3.5 min

ISO 11140-1, Class 2 
ISO 11140-4 

134-137°C up to 3.5 min

ISO 11140-1, Class 2
ISO 11140-4

134°-137°C up to 3.5 min

EN 867-5
269109 Table Top: 126°C - 137°C

269169 Large Chamber
132°C - 4min, 134°C - 3.5min,
135°C - 3min & 134°C - 18min
Strips perform as Class 6

ISO 11140-1, Class 6

Cat no.: 266119 • 134°C - 3.5min
Cat no.: 266116 • 121°C - 20min
Cat no.: 266117 • 132°C - 4min
Cat no.: 266118 • 135°C - 3min
Cat no.: 266120 • 134°C - 7min
                           & 121°C - 15min
Cat no.: 265118 • 134°C – 18min 

ISO 11140-1, Class 1
for Vaporized Gas Plasma

134°C - 3.5 min
BOWIE & DICK TEST Cat. No. 266203
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