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DECON-ASSURE 
Biodecontamination Program

The DECON-ASSURE Biodecontamination Program has been developed to assist you in maintaining 
acceptable environmental conditions while addressing the requirements of regulatory agencies. “Testing and 
Addressing” contamination in a documented system is the goal of the DECON-ASSURE 
Biodecontamination Program. The following is a brief summary.

Criteria # 1: Test And Address Contamination
Through your environmental monitoring program, you can develop a list of environmental isolates that have been 
noticed in your operations. Once developed, the key is to successfully integrate and document a plan for assuring 
the demise of these organisms.

Criteria # 2: Antimicrobial Effectiveness Studies
Determining what chemical agents will destroy a known level of your environmental isolates is the next step. Prior 
to conducting either a Time Contact Kill Study (Tube Dilution), a Time Contact Kill Study (On User Surfaces), or an 
AOAC Protocol Study, you will need to review the available disinfecting agents and determine which is initially 
appropriate for your operation. Upon choosing 1 or 2 disinfecting agents and a sporicide, you can continue with our 
antimicrobial effectiveness studies. Antimicrobial effectiveness studies must be based on realistic bioburdens that 
may be observed in your controlled areas. It is normal to test an enumeration greater than or equal to 1.0 x 104 cfu’s. 
This testing will provide the justification for using our chemical agents. 
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Criteria # 3: Choosing A Disinfection System

Varying applications require various solutions to be in place. VAI® has established three systems that will net 
success. The choice to use a phenolic, quaternary ammonium, or hydrogen peroxide delineates the rotation 
parameters. The choice of one disinfectant and a sporicide is completely appropriate, however, some may decide to 
rotate similar disinfectants while also utilizing a sporicide.

Rotation systems are designed to address known or possibly existent contamination with proven efficacious 
disinfectants. The basis for the rotation of disinfecting or sporicidal agents is to address an organism that may not 
be destroyed by a particular disinfectant with another that has proven efficacy performance against the organism. 
For example, a phenol, while being effective against other contamination, may not kill a B. subtilis in a 5-10 minute 
contact time. Therefore, the rotation to a more efficacious product, such as a sporicide, may be warranted to destroy 
this organism. Even though organisms do not develop an immunity or resistance to a chemical agent over time, 
scientific evidence of such occurrences have never been documented as factual in the cleanroom. Thus, the basis 
for rotation is to address the organism that is not destroyed by, nor ever was destroyed by one chemical agent, with 
another that has proven efficacy and performance against such organism.

Destroying contamination in a cleanroom operation requires addressing the known vegetative cells and the spores. 
In the present design of a rotation system, there are two types: 1) A single disinfectant rotated with a sporicide, 
and 2) A two disinfectant system (rotated monthly) plus a sporicide. Either system requires, at minimum, a monthly 
sporicidal application. This may be increased or decreased in time frames and determined by the environmental 
conditions. 

The use of DECON-CLEAN® is considered an optional step in controlling existent residues and should be done at 
least once a quarter (suggested monthly). Furthermore, to assure that all cleaning is effective, DECON-AHOL® WFI or 
STER-AHOL® WFI should be used on process equipment as a final wipe down.

Criteria # 4: Conducting An “In-Situation” Field Study
Once a disinfection system has been chosen and antimicrobial effectiveness testing has been completed, 
conducting an “in situation” field study is important to prove the effectiveness of the combination of our cleaning 
Standard Operating Procedures (SOP’s) and our antimicrobial effectiveness testing. Simply, environmental 
monitoring (both air and surface) is conducted in a dirtied room. Upon completion of the monitoring, the room 
is cleaned and disinfected per the current operating procedures. Upon completion and drying of all surfaces, the 
room is monitored again. Satisfactory results need to be obtained in 3 different and separate in-situation field 
studies prior to acceptance of the disinfection system.

Criteria # 5: Updating Your Profile
As time progresses, it is possible that organisms not previously tested may be noticed in operations. Antimicrobial 
effectiveness testing should be performed on these contaminants to continue to prove and document the 
disinfection system as validated to current operations. Changes over time may also occur in production scenarios, 
processes, and personnel. Reviewing SOP’s for cleaning and disinfection should be done routinely to address 
current situations. 

DECON-ASSURE 
Biodecontamination Program (Continued)
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DECON-ASSURE 
Biodecontamination Program (Continued)

After disinfection all critical surfaces should be rinsed with hot WFI or an IPA wipe down should be performed.

DECON-ASSURE Rotation Systems:

Month 1: Rotating One Disinfectant and a Sporicide

Day(s)	 Phenolic	 Quaternary Ammonium	 Hydrogen Peroxide
 
Day 1-13	 DECON-CYCLE®	 DECON-QUAT®  100 or 200C	 STERI-PEROX® 3% or 6%

Day 14 	 DECON-CLEAN® followed by	 DECON-CLEAN® followed by	 DECON-CLEAN® followed by
(if warranted	 HYPO-CHLOR® 0.52%	 HYPO-CHLOR® 0.52% or	 HYPO-CHLOR® 0.52% or
by EM data)	 or STERI-PEROX® 3% or 6%, or	 STERI-PEROX®, or 	 STERI-PEROX®, or
	 DECON-SPORE® 200 Plus.	 DECON-SPORE 200 Plus®.	 DECON-SPORE 200 Plus®.

Day 15-29	 DECON-CYCLE®	 DECON-QUAT 100 or 200C®	 STERI-PEROX® 3% or 6%

Day 30	 DECON-CLEAN® followed by	 DECON-CLEAN® followed by	 DECON-CLEAN® followed by
	 HYPO-CHLOR® 0.52% or	 HYPO-CHLOR® 0.52% or	 HYPO-CHLOR® 0.52% or
	 STERI-PEROX®, or	 STERI-PEROX®, or	 STERI-PEROX®, or
	 DECON-SPORE® 200 Plus.	 DECON-SPORE® 200 Plus.	 DECON-SPORE® 200 Plus.

Month 2: Rotating Two Disinfectants and a Sporicide

Day(s)	 Phenolic	 Quaternary Ammonium	 Hydrogen Peroxide
 
Day 1-13	 DECON-PHENE®	 DECON-QUAT® 100 or 200C	 STERI-PEROX® 3% or 6%

Day 14 	 DECON-CLEAN® followed by	 DECON-CLEAN® followed by	 DECON-CLEAN® followed by
(if warranted	 HYPO-CHLOR® 0.52% or	 HYPO-CHLOR® 0.52% or	 HYPO-CHLOR® 0.52% or by 
EM data)	 STERI-PEROX® 3% or 6%, or 	 STERI-PEROX® 3% or 6%, or	 STERI-PEROX® 3% or 6%, or
	 DECON-SPORE 200 Plus®.	 DECON-SPORE 200 Plus®.	 DECON-SPORE 200®.

Day 15-29	 DECON-CYCLE® 	 STERI-PEROX® 6%	 DECON-QUAT® 100 or 200C

Day 30	 DECON-CLEAN® followed by 	 DECON-CLEAN® followed by	 DECON-CLEAN® followed by
	 HYPO-CHLOR® 0.52% or  	 HYPO-CHLOR® 0.52% or	 HYPO-CHLOR® 0.52% or
	 STERI-PEROX® 3% or 6%, or 	 STERI-PEROX® 3% or 6%, or 	 STERI-PEROX® 3% or 6%, or
	 DECON-SPORE® 200 Plus.	 DECON-SPORE® 200 Plus.	 DECON-SPORE® 200 Plus.
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Hard surface disinfectant and sanitizer.
Disinfects and sanitizes cleanrooms and controlled areas including those used in healthcare 
institutions, biopharmaceutical, pharmaceutical, medical device, and diagnostic manufacturing 
facilities.

Quality and Manufacturing*
•   Filled in ISO 5 (Grade A/B, former Class 100)
•   Manufactured with USP Water for Injection (WFI)
•   Filtered at 0.2 microns
•   Gamma irradiated 10-6 SAL
•   Sterility tested according to current USP compendium
•   Assayed according to current USP compendium
•   Completely traceable from start to finish
•   Completely validated for sterility and shelf life

Features and Benefits*
•   Packaged Quadruple Bagged using the ABCD Cleanroom Introduction System™
•   Delivered with lot specific Certificate of Irradiation, Certificate of Analysis, LAL Testing Analysis, 
     and Certificate of Sterility
•   Ready-to-use
•   DECON-AHOL WFI Formula is an EPA Registered sanitizer and disinfectant

Product Uses*
•   Applications that require a sterile alcohol solution made with USP Water for Injection
•   On hard, non-porous, and inanimate surfaces
•   Aseptic filling and gowning rooms
•   General manufacturing areas
•   Machinery, tools, tables, counters, laminar flow benches, floors, walls, and carts
•   Shelves made of hard, non-porous materials such as glass, plastic, vinyl, chrome, and stainless steel  
•   It is compatible with most hard surface materials
•   Process lines
•   Gloves

DECWFI-SP-70

DECWFI-TR-04

DECON-AHOL® WFI FORMULA
70% USP Isopropyl Alcohol and 30% Water for Injection

Other Technical Data Available Upon Request
Product Technical Data Report • Validation Report • Specific Test Reports (Consult VAI) • MSDS/SDS

Order Number	 Description	 Qty/Cs
DECWFI-SP-70	 DECON-AHOL WFI Formula, 11 oz Aerosol Mist, Sterile	 24
DECWFI-ST-70	 DECON-AHOL WFI Formula, 11 oz Aerosol Stream, Sterile	 24
DECWFI-SP-70-B	 DECON-AHOL WFI Formula, 11 oz Aerosol Inverta Spray, Sterile	 24
DECWFI-TR-04	 DECON-AHOL WFI Formula, 16 oz Attached Trigger, Sterile	 12
DECWFI-TR-05	 DECON-AHOL WFI Formula, 32 oz Attached Trigger, Sterile	 12
DECWFI-SQ-16Z	 DECON-AHOL WFI Formula, 16 oz Squeeze Individual, Sterile	 12
DECWFI-SQ-03	 DECON-AHOL WFI Formula, 16 oz Squeeze Bulk, Sterile	 12
DECWFI-B-70	 DECON-AHOL WFI Formula, 1 Gallon, Sterile 	 4
DECWFI-B-70-NS	 DECON-AHOL WFI Formula, 1 Gallon, Non-Sterile	 4
DECWFI-B-5G-70	 DECON-AHOL WFI Formula, 5 Gallon, Sterile	 1
DECB-55G-70	 DECON-AHOL WFI Formula, 55 Gallon, Non-Sterile	 1
DECWFI-BOT-01	 DECON-AHOL WFI Formula, 32 oz bottle for ASEPTI-CLEANSE, Non-Sterile	 12
DECWFI-BOT-02	 DECON-AHOL WFI Formula, 32 oz bottle for ASEPTI-CLEANSE, Sterile	 12
DECTR-01	 DECON-AHOL WFI Formula, 16 oz Attached Trigger, Non-Sterile	 12
DECTR-07	 DECON-AHOL WFI Formula, 32 oz Attached Trigger, Non-Sterile	 12
DECTR-08	 DECON-AHOL WFI Formula, 16 oz Attached Trigger, Sterile, Parametric	 12

*All points do not apply to Non-Sterile products 
  Also available in saturated wipes. See pages 39 and 43.

DECWFI-B-70

DECWFI-SQ-16Z

http://sterile.com/product-category/disinfectants-and-sporicides/decon-ahol/decon-ahol-details/
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DECON-AHOL® PRODUCTS 
USP Isopropyl Alcohol and Water for Injection Formulated to Different Percentages

Quality and Manufacturing
•   Filled in ISO 5 (Grade A/B, former Class 100)
•   Manufactured with USP Water for Injection (WFI)
•   Filtered at 0.2 microns
•   Gamma irradiated 10-6 SAL
•   Sterility tested according to current USP compendium
•   Assayed according to current USP compendium
•   Completely traceable from start to finish
•   Completely validated for sterility and shelf life

Features and Benefits
•   Packaged Quadruple Bagged using the ABCD Cleanroom Introduction System™ 
•   Delivered with lot specific Certificate of Irradiation, Certificate of Analysis, LAL Testing Analysis, 
     and Certificate of Sterility
•   Ready-to-use

Product Uses
•   Applications that require a sterile alcohol solution made with USP Water for Injection
•   On hard, non-porous, and inanimate surfaces
•   Aseptic filling and gowning rooms
•   General manufacturing areas
•   Machinery, tools, tables, counters, laminar flow benches, floors, walls, and carts
•   Shelves made of hard, non-porous materials such as glass, plastic, vinyl, chrome and stainless 
     steel
•   It is compatible with most hard surface materials
•   Process lines
•   Gloves

Order Number		  Description					     Qty/Cs
DECWFI-B-60		  DECON-AHOL 60% WFI Formula, 1 Gallon, Sterile	  4
DECWFI-B-91		  DECON-AHOL 91% WFI Formula, 1 Gallon, Sterile        	  4
DECB-99			   DECON-AHOL 99%, 1 Gallon, Sterile			    4

DECWFI-B-60

DECWFI-B-91

DECB-99

Other Technical Data Available Upon Request
Product Technical Data Report • Validation Report • Specific Test Reports (Consult VAI) • MSDS/SDS

http://sterile.com/product-category/disinfectants-and-sporicides/decon-ahol/decon-ahol-details/
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SCMD STER-AHOL® WFI FORMULA
70% Ethanol Mixture and 30% Water for Injection 

VAI manufactures an ethanol mixture (ethyl alcohol denatured with methyl alcohol and 
isopropyl alcohol) to 70% and 30% USP Water for Injection for use as a sanitizer and 
disinfectant in classified manufacturing and testing environments.

The STER-AHOL line offers a variety of ready-to-use ethanol products available in both 
sterile and non-sterile versions, in addition to multiple containers and sizes.

STER-AHOL WFI Formula disinfects and sanitizes cleanrooms and controlled areas such as 
those in healthcare institutions, biopharmaceutical, pharmaceutical, medical device, and 
diagnostic manufacturing facilities.

Quality and Manufacturing
•	 Filled in ISO 5 (Grade A/B, former Class 100)
•	 Manufactured with USP Water for Injection (WFI)
•	 Filtered at 0.2 microns
•	 Gamma irradiated 10-6  SAL
•	 Sterility tested according to current USP compendium
•	 Assayed according to current USP compendium
•	 Completely traceable from start to finish
•	 Completely validated for sterility and shelf life

Features and Benefits
•	 Packaged Quadruple Bagged using the ABCD Cleanroom Introduction System™
•	 Delivered with lot specific Certificate of Irradiation, Certificate of Analysis, LAL Testing 

Analysis, and Certificate of Sterility
•	 Ready-to-use
•	 An EPA registered sanitizer and disinfectant

Product Uses
•	 Applications that require a sterile, denatured ethanol solution made with USP Water for 

Injection
•	 Non-food contact, hard, non-porous and inanimate surfaces
•	 Aseptic filling and gowning rooms
•	 General manufacturing areas and laboratories
•	 Machinery, tools, tables, counters, laminar flow benches, floors, walls, and carts
•	 Shelves made of hard, non-porous materials, such as glass, plastic, vinyl, chrome, and 

stainless steel
•	 It is compatible with most hard surface materials
•	 Gloves

Order Number	 Description	 Qty/Cs
DSTER-WFI-SP-70	 STER-AHOL WFI Formula, 11 oz Aerosol Mist, Sterile	 24
DSTER-WFI-ST-70	 STER-AHOL WFI Formula, 11 oz Aerosol Stream, Sterile 	 24
DSTER-WFI-TR-04	 STER-AHOL WFI Formula, 16 oz Attached Trigger, Sterile 	 12
DSTER-WFI-B-70	 STER-AHOL WFI Formula, 1 Gallon, Sterile 	 4
DSTER-WFI-70-5G	 STER-AHOL WFI Formula, 5 Gallon, Sterile	 1

DSTER-WFI-TR-04

DSTER-WFI-SP-70

DSTER-WFI-B-70

DSTER-WFI-70-5G

Other Technical Data Available Upon Request
Product Technical Data Report • Validation Report • Specific Test Reports (Consult VAI) • MSDS/SDS

http://sterile.com/product-category/disinfectants-and-sporicides/ster-ahol/ster-ahol-details/
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DECON-CYCLE®

Sterile Pharmaceutical Cleanroom Formula

DCY-03-2Z

DCY-02

DCY-04-1Z

VAI® manufactures a phosphate-free, low pH germicidal detergent that is processed to 
comply with the standards required by the pharmaceutical, biotechnology, medical device, 
and healthcare industries.  DECON-CYCLE was developed for use in cleaning rotation cycles 
where hard surface disinfectants and cleaners are recommended for maintaining a clean 
environment and controlling the hazards of cross contamination.  It is a low pH phenolic 
germicidal detergent effective in hard water up to 400ppm (calculated as CaCO3) with 
organic soil tolerance.  

Tuberculocidal - Germicidal - Pseudomonacidal - Fungicidal - Virucidal (kills HIV-1) - 
Bactericidal

Quality and Manufacturing*
•   Filled in ISO 5 (Grade A/B, former Class 100)
•   Filtered at 0.2 microns
•   Gamma irradiated 10-6 SAL
•   Sterility tested according to current USP compendium
•   Completely traceable from start to finish
•   Completely validated for sterility and shelf life

Features and Benefits*
•   Packaged Quadruple Bagged using the ABCD Cleanroom Introduction System™ 
•   Delivered with lot specific Certificate of Irradiation, Certificate of Analysis, and  
     Certificate of Sterility
•   Phosphate-free, dilutable, hospital germicidal detergent recommended for use by the 
    pharmaceutical and biotechnology industries, medical device manufacturers, hospitals,  
    and healthcare institutions that are dedicated to controlling the hazards of cross  
    contamination in their establishments
•   Multi-phenolic formula is designed to clean, disinfect, and deodorize any washable,  
    inanimate, non-porous surface in one easy step
•   When used as directed it is strong enough to kill a broad spectrum of pathogenic bacteria,  
    yet mild enough to have no harmful effect on the surface being cleaned

Product Uses*
•  Hard, inanimate surfaces in filling and gowning rooms
•  General manufacturing areas
•  Machinery tables, counter tops, laminar flow benches, floors, and walls
•  Stainless Steel, porcelain, glass, and chrome

Order Number	 Description	 Qty/Cs
DCY-01	 DECON-CYCLE, 1 Gallon, Non-Sterile	 4
DCY-02	 DECON-CYCLE, 1 Gallon, Sterile	 4
DCY-03-1Z	 DECON-CYCLE, 1 oz, Sterile	 24
DCY-03-2Z	 DECON-CYCLE CONCENTRATE, 2 oz, Sterile	 24
DCY-04-1/2Z	 DECON-CYCLE, 1 Gallon SimpleMix®, Use Dilution 1:256, Sterile	 4
DCY-05-1/2Z	 DECON-CYCLE, 1 Gallon SimpleMix, Use Dilution 1:256, Non-Sterile	 4
DCY-04-1Z	 DECON-CYCLE, 1 Gallon SimpleMix, Use Dilution 1:128, Sterile	 4
DCY-05-1Z	 DECON-CYCLE, 1 Gallon SimpleMix, Use Dilution 1:128, Non-Sterile	 4
DCY-06-16Z-01	 DECON-CYCLE, 16 oz SimpleMix, Use Dilution 1:256, Attached Trigger, Sterile	 12
DCY-06-16Z-02	 DECON-CYCLE, 16 oz SimpleMix, Use Dilution 1:128, Attached Trigger, Sterile	 12
DCY-07-16Z-01	 DECON-CYCLE, 16 oz SimpleMix, Use Dilution 1:256, Attached Trigger, Non-Sterile	 12
DCY-07-16Z-02	 DECON-CYCLE, 16 oz SimpleMix, Use Dilution 1:128, Attached Trigger, Non-Sterile	 12
DCY-10-200L-CI	 DECON-CYCLE, 200 L SimpleMix Drum, Sterile	 1

*All points do not apply to Non-Sterile products 

DCY-06-16Z-01
Other Technical Data Available Upon Request
Product Technical Data Report • Validation Report • Specific Test Reports (Consult VAI) • MSDS/SDS

http://sterile.com/product-category/disinfectants-and-sporicides/decon-cycle/decon-cycle-details/
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DP-03-4Z

DP-02

DP-06-16Z-01

DP-04-1Z

DECON-PHENE®

Sterile Pharmaceutical Cleanroom Formula
VAI® manufactures a sodium-based phosphate-free phenolic that is processed to comply with 
the standards required by the pharmaceutical, biotechnology, medical device, and healthcare 
industries.  DECON-PHENE was developed for use in cleaning rotation cycles where hard 
surface disinfectants are required to maintain a clean environment.

DECON-PHENE is a high pH phenolic germicidal detergent with organic soil tolerance that is 
used where a broad spectrum disinfectant is required in moderate amounts of organic soil.   
It is formulated for effective aseptic controlled environments (cleanroom) sanitation.

Bactericidal - Germicidal - Pseudomonacidal - Fungicidal - Virucidal

Quality and Manufacturing*
•   Filled in ISO 5 (Grade A/B, former Class 100)
•   Filtered at 0.2 microns
•   Gamma irradiated 10-6 SAL
•   Sterility tested according to current USP compendium
•   Completely traceable from start to finish
•   Completely validated for sterility and shelf life

Features and Benefits*
•   Packaged Quadruple Bagged using the ABCD Cleanroom Introduction System™
•   Delivered with lot specific Certificate of Irradiation, Certificate of Analysis, and Certificate of      
    Sterility
•   Phosphate-free, dilutable, effective germicidal detergent used where broad spectrum  
    disinfection is required in the presence of moderate amounts of organic soil
•   When used as directed it is strong enough to kill a broad spectrum of pathogenic bacteria,  
    yet mild enough to have no harmful effect on the surface being disinfected
•  Acceptable for use by the pharmaceutical and biotechnology industries, medical device 
   manufactures, hospitals, and healthcare institutions that are dedicated to controlling the  
   hazards of cross contamination in their establishments

Product Uses*
•   Walls, ceilings, floors
•   Hard, inanimate surfaces in aseptic filling and gowning rooms
•   General manufacturing areas
•   Machinery tables, counter tops, laminar flow benches, stainless steel, porcelain,  
     glass, and chrome

Order Number		  Description						      Qty/Cs
DP-01			   DECON-PHENE, 1 Gallon, Non-Sterile				    4
DP-02			   DECON-PHENE, 1 Gallon, Sterile				    4
DP-03-2Z			  DECON-PHENE Concentrate, 2 oz, Sterile			   24
DP-03-4Z			  DECON-PHENE, 4 oz, Sterile					     24
DP-04-1Z			  DECON-PHENE, 1 Gallon SimpleMix®, Sterile			   4
DP-04-2Z			  DECON-PHENE, 1 Gallon SimpleMix, Sterile			   4
DP-05-1Z			  DECON-PHENE, 1 Gallon SimpleMix, Non-Sterile			  4
DP-05-2Z			  DECON-PHENE, 1 Gallon SimpleMix, Non-Sterile			  4
DP-06-16Z-01		  DECON-PHENE, 16 oz SimpleMix, Attached Trigger, Sterile		 12
DP-06-16Z-02		  DECON-PHENE, 16 oz SimpleMix, Attached Trigger, Sterile		 12
DP-07-16Z-01		  DECON-PHENE, 16 oz SimpleMix, Attached Trigger, Non-Sterile	 12
DP-07-16Z-02		  DECON-PHENE, 16 oz, SimpleMix, Attached Trigger, Non-Sterile	 12
DP-10-200-L-CI		  DECON-PHENE, 200 L SimpleMix Drum, Sterile			   1

*All points do not apply to Non-Sterile products 

Other Technical Data Available Upon Request
Product Technical Data Report • Validation Report • Specific Test Reports (Consult VAI) • MSDS/SDS

http://sterile.com/product-category/disinfectants-and-sporicides/decon-phene/decon-phene-details/
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Other Technical Data Available Upon Request
Product Technical Data Report • Validation Report • Specific Test Reports (Consult VAI) • MSDS/SDS

DQ100-03-8Z

DQ100-02

DQ100-04-2Z

DQ100-06-16Z-01

Phosphate-Free Quaternary Ammonium Solution
DECON-QUAT® 100
VAI® manufactures a quaternary ammonium solution that is processed to comply with the 
standards as required by the pharmaceutical, biotechnology, medical device, and healthcare 
industries. DECON-QUAT 100 was developed for use in cleaning rotation cycles where hard 
surface disinfectants are required to maintain a clean environment.

 Efficacy tests have demonstrated that DECON-QUAT 100 is an effective bactericidal, virucidal  
and fungicidal in the presence of organic soil (5% blood serum). It is effective as a broad 
spectrum hospital disinfectant, fungicidal, deodorizer, virucidal, hard surface disinfectant,  
food and non-food contact sanitizer against Pseudomonas aeruginosa, Staphylococcus  
aureus, Salmonella enteric, and Aspergillis niger (among others).

Disinfectant - Bactericide - Virucidal* - Deodorizer - Sanitizer - Fungicide

Quality and Manufacturing*
•   Filled in ISO 5 (Grade A/B, former Class 100)
•   Filtered at 0.2 microns
•   Gamma irradiated 10-6 SAL
•   Sterility tested according to current USP compendium
•   Completely traceable from start to finish
•   Completely validated for sterility and shelf life

Features and Benefits*
•   Packaged quadruple bagged in the ABCD Cleanroom Introduction System™ 
•   Delivered with a lot specific Certificate of Analysis, Certificate of Irradiation, and Certificate  
    of Sterility
•   Non-food contact sanitizer
•   For use as a broad spectrum disinfectant, virucide, deodorizer, fungicide, and sanitizer 
•   One-step disinfectant for use in chemical cleaning rotation cycles

Product Uses*
•   Hard, inanimate surfaces in filling and gowning rooms 
•   General manufacturing areas 
•   Machinery tables, counter tops, laminar flow benches, floors, and walls 
•   Stainless steel, porcelain, glass, and chrome

Order Number		  Description						      Qty/Cs
DQ100-01		  DECON-QUAT 100, 1 Gallon Concentrate, Non-Sterile		  4
DQ100-02		  DECON-QUAT 100, 1 Gallon Concentrate, Sterile			   4
DQ100-03-2Z		  DECON-QUAT 100, 2 oz Concentrate, Sterile			   24
DQ100-03-8Z		  DECON-QUAT 100, 8 oz Concentrate, Sterile			   24
DQ100-04-2Z		  DECON-QUAT 100, 1 Gallon SimpleMix®, Sterile			   4
DQ100-05-2Z		  DECON-QUAT 100, 1 Gallon SimpleMix, Non-Sterile		  4
DQ100-06-16Z-01		  DECON-QUAT 100, 16 oz SimpleMix, Attached Trigger, Sterile	 12
DQ100-07-16Z-01		  DECON-QUAT 100, 16 oz SimpleMix, Attached Trigger, Non-Sterile	 12
DQ100-10-200L-2XI	 DECON-QUAT 100, 200 L SimpleMix Drum, Sterile		  1

*All points do not apply to Non-Sterile products 

http://sterile.com/product-category/disinfectants-and-sporicides/decon-quat/decon-quat-details/
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DQ200C-03-8Z

DQ200C-02

DQ200C-05-2Z

DQ200C-06-16Z-01

DECON-QUAT 200C is a fifth generation quaternary ammonium solution for use in hospital, 
medical device, and healthcare institutions. DECON-QUAT 200C is effective as a broad spectrum 
hospital disinfectant, fungicide, deodorizer, hard surface disinfectant, non-food contact sanitizer 
that is effective against a broad spectrum of bacteria and viruses. 

DECON-QUAT 200C is a complete, chemically balanced disinfectant/sanitizer that provides clear 
use solutions even in the presence of hard water. It was developed for use in cleaning rotation 
cycles where hard surface disinfectants are required to maintain a clean environment.

Disinfectant - Non-food Contact Sanitizer - Cleaner - Mildewstat - Fungicidal - Virucidal - 
Deodorizer

Quality and Manufacturing*
•   Filled in ISO 5 (Grade A/B, former Class 100)
•   Filtered at 0.2 microns
•   Gamma irradiated 10-6 SAL
•   Sterility tested according to current USP compendium
•   Completely traceable from start to finish
•   Completely validated for sterility and shelf life

Features and Benefits*
•   Packaged Quadruple Bagged using the ABCD Cleanroom Introduction System™
•   Delivered with lot specific Certificate of Irradiation, Certificate of Analysis, and Certificate of  
    Sterility
•   Phosphate-free formulation designed to provide effective cleaning, deodorizing, and 
    disinfection in areas where housekeeping is of prime importance in controlling the hazard of 
    cross contamination on treated surfaces
•   No-rinse, neutral pH disinfectant cleaner that disinfects, cleans, and deodorizes in one labor- 
    saving step and delivers non-acid disinfection performance in an economical concentrate
•   Complete chemically balanced disinfectant/sanitizer that provides clear use solutions even in 
    the presence of hard water

Product Uses
•   Hard, inanimate surfaces in filling and gowning rooms 
•   General manufacturing areas 
•   Machinery tables, counter tops, laminar flow benches, floors, and walls 
•   Stainless steel, porcelain, glass, and chrome

Order Number	 Description	 Qty/Cs
DQ200C-01	 DECON-QUAT 200C, 1 Gallon Concentrate, Non-Sterile	 4
DQ200C-02	 DECON-QUAT 200C, 1 Gallon Concentrate, Sterile	 4
DQ200C-03-2Z	 DECON-QUAT 200C, 2 oz Concentrate, Sterile	 24
DQ200C-03-8Z	 DECON-QUAT 200C, 8 oz Concentrate, Sterile	 24
DQ200C-04-2Z	 DECON-QUAT 200C, 1 Gallon SimpleMix®, Sterile	 4
DQ200C-05-2Z	 DECON-QUAT 200C, 1 Gallon SimpleMix, Non-Sterile	 4
DQ200C-06-16Z-01	 DECON-QUAT 200C, 16 oz SimpleMix, Attached Trigger, Sterile	 12
DQ200C-07-16Z-01	 DECON-QUAT 200C, 16 oz SimpleMix, Attached Trigger, Non-Sterile	 12
DQ200C-10-200L-2XI	 DECON-QUAT 200C, 200L SimpleMix Drum, Sterile	 1 

DECON-QUAT® 200C
Quaternary Ammonium Solution

*All points do not apply to Non-Sterile products 

Other Technical Data Available Upon Request
Product Technical Data Report • Validation Report • Specific Test Reports (Consult VAI) • MSDS/SDS

http://sterile.com/product-category/disinfectants-and-sporicides/decon-quat/decon-quat-details/
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SHC-16Z-0.25

SHC-16Z-0.52

SHC-02-5.25

SHC-13Z-5.25

HYPO-CHLOR® 
VAI® manufactures three sodium hypochlorite solutions that are processed to comply with 
the standards as required by pharmaceutical, biotechnology, medical device, and healthcare 
industries.  HYPO-CHLOR products were developed for use in cleaning rotation cycles for 
maintaining a clean environment.

All dilutions are hard surface, disinfectants for use in cleanroom and controlled areas.

Quality and Manufacturing*
•   Filled in ISO 5 (Grade A/B, former Class 100)
•   Filtered at 0.2 microns
•   Sterility tested according to current USP compendium
•   Completely traceable from start to finish
•   Completely validated for sterility and shelf life
•   Made with USP Water for Injection

Features and Benefits*
•   Packaged Quadruple Bagged using the ABCD Cleanroom Introduction System™

•   Aseptically filled and packaged into sterile components
•   Delivered with lot specific Certificate of Analysis and Certificate of Sterility
•   Ready-to-use
•   Available in three premixed concentrations of 5.25%, 0.52%, and 0.25%
•   16 oz containers come with sterile spray attachment

Product Uses*
•   Disinfects and sanitizes cleanrooms and controlled areas such as those in healthcare 
    institutions, biopharmaceutical, pharmaceutical, medical device, and diagnostic  
    manufacturing facilities
•   Use on:
	 -  hard, non-porous, inanimate surfaces in aseptic filling and gowning rooms,  
 	    general manufacturing areas, laboratories, and machinery
	 -  tools, tables, counters, laminar flow benches, floors, walls, and carts	
	 -  shelves made of plastic, glass, vinyl, glazed porcelain, and stainless steel

•   Compatible with most hard surface materials

Order Number		  Description					     Qty/Cs
SHC-01-5.25	               	 HYPO-CHLOR 5.25%, 1 Gallon, Non-Sterile		  4
SHC-01-0.52		  HYPO-CHLOR 0.52%, 1 Gallon, Non-Sterile 		  4
SHC-01-0.25		  HYPO-CHLOR 0.25%, 1 Gallon, Non-Sterile		  4
SHC-02-5.25		  HYPO-CHLOR 5.25%, 1 Gallon, Sterile 			   4
SHC-02-0.52		  HYPO-CHLOR 0.52%, 1 Gallon, Sterile 			   4
SHC-02-0.25		  HYPO-CHLOR 0.25%, 1 Gallon, Sterile 			   4
SHC-13Z-5.25		  HYPO-CHLOR 5.25%, 13 oz Unattached Trigger, Sterile 	 12
SHC-16Z-5.25		  HYPO-CHLOR 5.25%, 16 oz Unattached Trigger, Sterile 	 12
SHC-16Z-0.52		  HYPO-CHLOR 0.52%, 16 oz Unattached Trigger, Sterile 	 12
SHC-16Z-0.25		  HYPO-CHLOR 0.25%, 16 oz Unattached Trigger, Sterile 	 12
SHC-32Z-0.52		  HYPO-CHLOR 0.52%, 32 oz Unattached Trigger, Sterile	 12
SHC-10-200L-0.25		  HYPO-CHLOR 0.25%, 200 L Drum			   1
SHC-10-200L-0.52		  HYPO-CHLOR 0.52%  200 L Drum			   1

Sodium Hypochlorite Solution

*All points do not apply to Non-Sterile products 
  Also available in saturated wipes. See page 40.

Other Technical Data Available Upon Request
Product Technical Data Report • Validation Report • Specific Test Reports (Consult VAI) • MSDS/SDS

http://sterile.com/product-category/disinfectants-and-sporicides/hypo-chlor/hypo-chlor-details/
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SPER-16Z-6%

SPER-02-6%

SPER-16Z-3%

SPER-02-3%

STERI-PEROX® 
VAI® manufactures hydrogen peroxide solutions that are processed to comply with the 
standards required by the pharmaceutical, biotechnology, medical device, and healthcare 
industries.  STERI-PEROX was developed for use in cleaning rotation cycles to maintain a clean 
environment and reduce the regulatory concern for VOC’s.

Quality and Manufacturing*
•   Filled in ISO 5 (Grade A/B, former Class 100)
•   Filtered at 0.2 microns
•   Made with USP Water for Injection
•   Sterility tested according to current USP compendium
•   Completely traceable from start to finish
•   Completely validated for sterility and shelf life

Features and Benefits*
•   Packaged Quadruple Bagged using the ABCD Cleanroom Introduction System™ 
•   Aseptically filled and packaged into sterile components
•   Delivered with lot specific Certificate of Analysis and Certificate of Sterility
•   Ready-to-use
•   Disinfects as it cleans in one operation
•   Available in two premixed concentrations of 3% and 6%
•   16 oz containers come with sterile spray attachment

Product Uses
•	 Walls
•	 Ceilings
•	 Floors
•	 Surfaces

Order Number	 Description	 Qty/Cs
SPER-01-3%	 STERI-PEROX 3%, 1 Gallon, Non-Sterile	 4
SPER-01-6%	 STERI-PEROX 6%, 1 Gallon, Non-Sterile	 4
SPER-02-3%	 STERI-PEROX 3%, 1 Gallon, Sterile	 4
SPER-02-6%	 STERI-PEROX 6%, 1 Gallon, Sterile	 4
SPER-16Z-3%	 STERI-PEROX 3%, 16 oz Unattached Trigger, Sterile	 12
SPER-16Z-6%	 STERI-PEROX 6%, 16 oz Unattached Trigger, Sterile	 12
SPER-BOT-6%	 STERI-PEROX 6%, 32 oz bottle for ASEPTI-CLEANSE, Sterile	 12
SPER-10-200L-3%	 STERI-PEROX 3%, 200 L Drum, Sterile	 1
SPER-10-200L-6%	 STERI-PEROX 6%, 200 L Drum, Sterile	 1

Hydrogen Peroxide Solutions

*All points do not apply to Non-Sterile products 
  Also available in saturated wipes. See page 42.

Other Technical Data Available Upon Request
Product Technical Data Report • Validation Report • Specific Test Reports (Consult VAI) • MSDS/SDS

http://sterile.com/product-category/disinfectants-and-sporicides/steri-perox/steri-perox-details/
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Other Technical Data Available Upon Request
Product Technical Data Report • Validation Report • Specific Test Reports (Consult VAI) • MSDS/SDS

DECON-SPORE® 200 PLUS
VAI® manufactures a peracetic acid hydrogen peroxide solution that is processed to comply 
with the standards required by the pharmaceutical, biotechnology, medical device, and 
healthcare industries.  DECON-SPORE 200 Plus was developed for use in cleaning rotation 
cycles where hard surface disinfectants are essential to maintaining a clean environment.

Sterilant - Disinfectant - Virucide - Booster for Alkaline Detergents

Quality and Manufacturing*
•   Filled in ISO 5 (Grade A/B, former Class 100)
•   Filtered at 0.2 microns
•   Sterility tested according to current USP compendium
•   Completely traceable from start to finish
•   Completely validated for sterility and shelf life

Features and Benefits*
•   Sterilant/Sporicide
•   Designed for the sterilization of manufacturing, packaging, and filling equipment in 
     aseptic processes
•   Aseptically filled and packaged into sterile components
•   Delivered with lot specific Certificate of Analysis and Certificate of Sterility
•   Available in unidose, concentrate containers, and SimpleMix® containers

Product Uses
•   Disinfect and sterilize floors, walls, and other hard non-porous surfaces

Order Number	 Description	 Qty/Cs
DS200-01A	 DECON-SPORE 200 Plus, 1 Gallon, Non-Sterile	 4
DS200-02A	 DECON-SPORE 200 Plus, 1 Gallon, Sterile	 4
DS200-03-1ZA	 DECON-SPORE 200 Plus, 0.8 oz, Sterile (Unit Dose sporicidal w/16 oz of water)	 24
DS200-03-2ZA	 DECON-SPORE 200 Plus, 2 oz, Sterile (Unit Dose disinfectant w/4 gal of water)	 24
DS200-03-13ZA	 DECON-SPORE 200 Plus, 13 oz, Sterile (Unit Dose sporicidal w/2 gal of water)	 12
DS200-04-1/2ZA	 DECON-SPORE 200 Plus Concentrate, 1 Gallon SimpleMix®, Disinfectant Dose, Sterile	 4
DS200-04A	 DECON-SPORE 200 Plus, 1 Gallon SimpleMix, Sporicidal Dose, Sterile	 4
DS200-05-1/2ZA	 DECON-SPORE 200 Plus, 1 Gallon SimpleMix, Disinfectant Dose, Non-Sterile	 4
DS200-05A	 DECON-SPORE 200 Plus, 1 Gallon SimpleMix, Sporicidal Dose, Non-Sterile	 4
DS200-06-16Z-01	 DECON-SPORE 200 Plus, 16 oz SimpleMix, Sporicidal Dose, Attached Trigger, Sterile	 12
DS200-06-16Z-02	 DECON-SPORE 200 Plus, 16 oz SimpleMix, Disinfectant Dose, Attached Trigger, Sterile	 12
DS200-07-16Z-01	 DECON-SPORE 200 Plus, 16 oz SimpleMix, Sporicidal Dose, Attached Trigger, Non-Sterile	 12
DS200-07-16Z-02	 DECON-SPORE 200 Plus, 16 oz SimpleMix, Disinfectant Dose, Attached Trigger, Non-Sterile	 12
DS200-10-200L-SD-CI	 DECON-SPORE 200 Plus, 200 L SimpleMix Drum, Sporicidal Dose, Sterile	 1
DS200-11-200L-SD-CI	 DECON-SPORE 200 Plus, 200 L SimpleMix Drum, Disinfectant Dose, Sterile	 1

DS200-02A

DS200-04-1/2ZA

DS200-03-2ZA

DS200-03-13ZA

Peracetic Acid Hydrogen Peroxide Solution

*All points do not apply to Non-Sterile products 

http://sterile.com/product-category/disinfectants-and-sporicides/decon-spore-200-plus/decon-spore-200-plus-details/
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VAI® manufactures a residue removing cleaner that is processed to meet the standards as 
required by pharmaceutical and biotechnology companies. DECON-CLEAN was designed  
for use in locations from aseptic filling suites to controlled corridors. Available in sterile and 
non-sterile versions, multiple container sizes, and concentrate or ready-to-use packages. 
DECON-CLEAN is excellent for removing residues left behind from other disinfectants.

Quality and Manufacturing*
•   Filled in ISO 5 (Grade A/B, former Class 100)
•   Filtered
•   Gamma irradiated 10-6 SAL
•   Sterility tested according to current USP compendium
•   Completely traceable from start to finish
•   Completely validated for sterility and shelf life

Features and Benefits*
•   Packaged Quadruple Bagged using the ABCD Cleanroom Introduction System™
•   Delivered with lot specific Certificate of Irradiation, Certificate of Analysis and Certificate of 
     Sterility
•   Removes residues from sanitizers, disinfectants, and sporicides
•   Excellent cleaning characteristics

Product Uses*
•   Walls, ceilings, floors, counter tops
•   Stainless steel items, process lines, aseptic connections

Order Number		  Description						      Qty/Cs
DC-01		              	 DECON-CLEAN, 1 Gallon, Non-Sterile				    4
DC-02			   DECON-CLEAN, 1 Gallon, Sterile				    4
DC-03-4Z			  DECON-CLEAN, 4 oz, Sterile					     24
DCWFI-SP-11Z		  DECON-CLEAN, 11 oz RTU Aerosol, Sterile			   24
DC-04-1Z			  DECON-CLEAN, 1 Gallon SimpleMix®, Sterile			   4
DC-05-1Z			  DECON-CLEAN, 1 Gallon SimpleMix, Non-Sterile			  4
DC-06-16Z-01		  DECON-CLEAN, 16 oz Simple Mix, Attached Trigger, Sterile		 12
DC-07-16Z-01		  DECON-CLEAN, 16 oz Simple Mix, Attached Trigger, Non- Sterile	 12
DC-10-200L-CI		  DECON-CLEAN, 200 L Simple Mix Drum, Sterile			   1

DC-03-4Z

DC-02

DC-04-1Z

DC-06-16Z-01

Residue Removing Cleaner

*All points do not apply to Non-Sterile products 
  Also available in saturated wipes. See page 41.

Other Technical Data Available Upon Request
Product Technical Data Report • Validation Report • Specific Test Reports (Consult VAI) • MSDS/SDS

http://sterile.com/product-category/cleaners-lubricants-and-buffers/decon-clean/decon-clean-details/
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SB-02

STEEL-BRIGHT®

VAI® manufactures a stainless steel polish that is processed to comply with the standards 
required by pharmaceutical, biotechnology, medical device, and healthcare industries.   
STEEL-BRIGHT was developed for use in cleaning rotation cycles to remove residue, spots,  
and stains from stainless steel equipment.

Quality and Manufacturing
•   Filled in ISO 5 (Grade A/B, former Class 100)
•   Filtered at 0.2 microns
•   Gamma irradiated 10-6 SAL
•   Sterility tested according to current USP compendium
•   Completely traceable from start to finish
•   Completely validated for sterility and shelf life

Features and Benefits
•   Packaged Quadruple Bagged using the ABCD Cleanroom Introduction System™ 
•   Delivered with lot specific Certificate of Irradiation, Certificate of Analysis, and Certificate of 
     Sterility
•   Emulsion-based cleaner that will not rainbow or accumulate to heavy build up
•   Removes chemical residues, spotting, and staining on stainless steel surfaces without leaving 
     a powdery residue

Product Uses
•   Stainless Steel
•   Chrome
•   Brass
•   Aluminum
•   Copper

Order Number		  Description					     Qty/Cs
SB-02			   STEEL-BRIGHT, 8 oz Aerosol, Sterile			   24

Stainless Steel Polish

*Also available in saturated wipes. See page 46.

Other Technical Data Available Upon Request
Product Technical Data Report • Validation Report • Specific Test Reports (Consult VAI) • MSDS/SDS

http://sterile.com/product-category/cleaners-lubricants-and-buffers/steel-bright/steel-bright-details/
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Other Technical Data Available Upon Request
Product Technical Data Report • Validation Report • Specific Test Reports (Consult VAI) • MSDS/SDS

SSIL-02

STERI-SILICON®

VAI® manufactures a sterile silicone lubricant and releasing spray that is processed for use in 
aseptic areas.  STERI-SILICON is excellent for machinery lubrication which is an essential step for 
trouble-free equipment operation during manufacturing.

Quality and Manufacturing
•   Filled in ISO 5 (Grade A/B, former Class 100)
•   Filtered at 0.2 microns
•   Gamma irradiated 10-6 SAL
•   Sterility tested according to current USP compendium
•   Completely traceable from start to finish
•   Completely validated for sterility and shelf life

Features and Benefits
•   Packaged Quadruple Bagged using the ABCD Cleanroom Introduction System™
•   Delivered with lot specific Certificate of Irradiation, Certificate of Analysis, and Certificate of 
     Sterility
•   Colorless
•   Inert
•   Excellent thermal stability

Product Uses 
•   To speed up the process of heat sealing, packaging, and process machinery in aseptic 
    manufacturing areas

Order Number		  Description					     Qty/Cs
SSIL-02			   STERI-SILICON, 8 oz Aerosol, Sterile	  		  24

Silicone Lubricant And Releasing Spray

http://sterile.com/product-category/cleaners-lubricants-and-buffers/steri-silicon/steri-silicon-details/
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SO200-A1Z

STERI-OIL® 200
VAI® manufactures a sterile mineral oil lubricant that is processed for use in aseptic areas.  
STERI-OIL 200 is excellent for machinery lubrication which is an essential step for trouble-free 
equipment operation during manufacturing.

Quality and Manufacturing
•   Filled in ISO 5 (Grade A/B, former Class 100)
•   Filtered at 0.2 microns
•   Gamma irradiated 10-6 SAL
•   Sterility tested according to current USP compendium
•   Completely traceable from start to finish
•   Completely validated for sterility and shelf life

Features and Benefits
•   Packaged Quadruple Bagged using the ABCD Cleanroom Introduction System™
•   Delivered with lot specific Certificate of Irradiation, Certificate of Analysis, and Certificate of Sterility
•   Heavy consistency provides lubrication and prevents metal-to-metal contact
•   Able to withstand high friction without displacement
•   Able to reduce metal fatigue
•   Penetrates and lubricates mechanisms

Product Uses
•   Prevents items from sticking
•   Lubricates mechanisms
•   Used for moisture displacement

Order Number		  Description					     Qty/Cs 
SO200-A1Z		  STERI-OIL 200, 1 oz Dropper, Sterile			   250

Mineral Oil Lubricant

Other Technical Data Available Upon Request
Product Technical Data Report • Validation Report • Specific Test Reports (Consult VAI) • MSDS/SDS

Other Technical Data Available Upon Request
Product Technical Data Report • Validation Report • Specific Test Reports (Consult VAI) • MSDS/SDS

SB100-99

SB100-90

STERI-BUFFER® 90 & 99
Sterile Phosphate Buffer pH 7.2 Made With USP Water For Injection

VAI® manufactures a phosphate buffer solution that is processed to comply with the standards 
required by the pharmaceutical, biotechnology, medical device, and healthcare industries.  
STERI-BUFFER is a sterile phosphate buffered to a pH of 7.2 + 0.2.  It is used as a rinsing agent for 
laboratory testing such as bioburden testing and AET testing.

Quality and Manufacturing
•   Filled in ISO 5 (Grade A/B, former Class 100)
•   Filtered at 0.2 microns
•   Gamma irradiated 10-6 SAL
•   Sterility tested according to current USP compendium
•   Completely traceable from start to finish
•   Completely validated for sterility and shelf life

Features and Benefits
•   Packaged Quadruple Bagged using the ABCD Cleanroom Introduction System™ 
•   Delivered with lot specific Certificate of Irradiation, Certificate of Analysis, and Certificate of 
     Sterility

Product Uses
•   Buffer solution used in laboratory testing
•   Rinsing agent

Order Number		  Description						      Qty/Cs
SB100-90 		  STERI-BUFFER, Phosphate Buffer Solution, 90 mL, Sterile 		  72
SB100-99 		  STERI-BUFFER, Phosphate Bufffer Solution, 99 mL, Sterile		  72

http://sterile.com/product-category/cleaners-lubricants-and-buffers/steri-oil-200/steri-oil-200-details/
http://sterile.com/product-category/cleaners-lubricants-and-buffers/steri-buffer/steri-buffer-details/
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Other Technical Data Available Upon Request
Product Technical Data Report • Validation Report • Specific Test Reports (Consult VAI) • MSDS/SDS

DG-03-16Z

DECON-GLASS®

VAI® manufactures a glass and plexiglass cleaner that is processed to comply with the 
standards required by the pharmaceutical, biotechnology, medical device, and healthcare 
industries. DECON-GLASS was developed for use in cleaning rotation cycles to remove residue 
from glass and plexiglass surfaces.

Quality and Manufacturing
•   Filled in ISO 5 (Grade A/B, former Class 100)
•   Filtered at 0.2 microns
•   Gamma irradiated 10-6 SAL
•   Sterility tested according to current USP compendium
•   Completely traceable from start to finish
•   Completely validated for sterility and shelf life

Features and Benefits
•   Packaged Quadruple Bagged using the ABCD Cleanroom Introduction System™ 
•   Delivered with lot specific Certificate of Irradiation, Certificate of Analysis, and Certificate of 
     Sterility
•   Specifically formulated as a glass cleaner and degreaser
•   Ready-to-use residue remover for glass and plexiglass
•   Formulated with Water for Injection
•   Designed for all washable environmental surfaces
•   Removes noticeable and unnoticeable residues, smudges, noticeable oils, and dirt buildup

Product Uses
•   Glass
•   Plexiglass
•   RABS cabinets

Order Number		  Description					     Qty/Cs
DG-03-16Z		  DECON-GLASS, 16 oz, Attached Trigger, Sterile 		  12

Glass And Plexiglass Cleaner

http://sterile.com/product-category/cleaners-lubricants-and-buffers/decon-glass/decon-glass-details/
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STWA-16Z

STWA-02

STERI-WATER®

VAI® manufactures USP purified water that is designed for use in the pharmaceutical, 
biotechnology, and medical device industries. STERI-WATER is an excellent choice for chemical 
formulations, cleaning, rinsing, and many other applications.

Quality and Manufacturing
•   Filled in ISO 5 (Grade A/B, former Class 100)
•   Filtered at 0.2 microns
•   Gamma irradiated 10-6 SAL
•   Sterility tested according to current USP compendium
•   Assayed according to current USP compendium
•   Completely traceable from start to finish
•   Completely validated for sterility and shelf life

Features and Benefits
•   Packaged Quadruple Bagged using the ABCD Cleanroom Introduction System™
•   Delivered with lot specific Certificate of Irradiation, Certificate of Analysis, and Certificate of 
    Sterility
•   Ready-to-use 

Product Uses
•   Chemical formulation, cleaning, rinsing
•   Lubricating parts (for ISO 5 (Grade A/B, former Class 100) use VAI WFI Quality Water)

NOT FOR PARENTERAL ADMINISTRATION

Order Number		  Description				    Qty/Cs
STWA-01	              		  STERI-WATER, 1 Gallon, Non-Sterile		  4
STWA-02			  STERI-WATER, 1 Gallon, Sterile		  4
STWA-16Z		  STERI-WATER, 16 oz, Attached Trigger, Sterile	 12
STWA-2G			  STERI-WATER, 2 Gallons, Sterile		  2
STWA-5G			  STERI-WATER, 5 Gallons, Sterile		  1

USP Purified Water

*All points do not apply to Non-Sterile products

Other Technical Data Available Upon Request
Product Technical Data Report • Validation Report • Specific Test Reports (Consult VAI) • MSDS/SDS

http://sterile.com/product-category/water/steri-water/steri-water-details/
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Other Technical Data Available Upon Request
Product Technical Data Report • Validation Report • Specific Test Reports (Consult VAI) • MSDS/SDS

VAI-WFI-16Z

VAI-WFI-1G

VAI-WFI-SP-11Z

VAI® WFI QUALITY WATER 
VAI manufactures a bulk Water for Injection grade quality water. The WFI quality water is 
produced from a validated 6 Effect Distilled WFI water system. This product line is an excellent 
choice for the dilution of disinfectant concentrates and lubricating process line conveyors and 
moving parts.

Quality and Manufacturing
•   Filled in an ISO 5 (Grade A/B, former Class 100)
•   Filtered at 0.2 microns
•   Gamma irradiated 10-6 SAL
•   Sterility tested according to current USP compendium 
•   Assayed according to current USP compendium 
•   Completely traceable from start to finish
•   Completely validated for sterility and shelf life

Features and Benefits
•   Packaged Quadruple Bagged using the ABCD Cleanroom Introduction System™
•   Delivered with lot specific Certificate of Irradiation, Certificate of Analysis, and Certificate of 
     Sterility
•   An excellent choice for dilution of disinfectant concentrates to a use-dilution mixture 

Product Uses
•   For disinfectant preparation and dilution
•   Lubricating moving parts in aseptic operations
•   Chemical formulation, cleaning, rinsing

NOT FOR PARENTERAL ADMINISTRATION

Order Number		  Description						      Qty/Cs
VAI-WFI-16Z	              	 VAI WFI Quality Water, 16 oz, Attached Trigger, Sterile		  12
VAI-WFI-SP-11Z		  VAI WFI Quality Water, 11 oz, Aerosol, Sterile			   24
VAI-WFI-1G	    	 VAI WFI Quality Water, 1 Gallon, Sterile				   4
VAI-WFI-2G		  VAI WFI Quality Water, 2 Gallon, Sterile				   2
VAI-WFI-200L		  VAI WFI Quality Water, 200 L Drum, Single-Bagged, Sterile		  1
VAI-WFI-200L-2B	  	 VAI WFI Quality Water, 200 L Drum, Double-Bagged, Sterile	 1

Water For Injection Quality Water

http://sterile.com/product-category/water/vai-wfi-quality-water/vai-wfi-quality-water-details/
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DH-06

DH-100

DH-10

DECON-HAND®

FDA Registered Instant Hand Sanitizer

VAI® manufactures an alcohol-based hand sanitizer that is processed to comply with the 
standards required by pharmaceutical, biotechnology, medical device, and healthcare 
industries. DECON-HAND has multiple uses throughout any facility but also complies with the 
requirements for transport into classified areas.

Quality and Manufacturing*
•	 Filled in ISO 5 (Grade A/B, former Class 100)
•	 Filtered
•	 Gamma irradiated 10-6  SAL
•	 Sterility tested according to current USP compendium
•	 Completely traceable from start to finish
•	 Completely validated for sterility and shelf life

Features and Benefits*
•	 Packaged Quadruple Bagged using the ABCD Cleanroom Introduction System™ 
•	 Delivered with lot specific Certificate of Irradiation, Certificate of Analysis, and  

Certificate of Sterility
•	 Manufactured in accordance with 21 CFR Part 211 Good Manufacturing Practices for 

DRUGS and the Tentative Final Monograph for Topical Antimicrobial Drug Products for 
Over-the-Counter use

•	 Used with the DH-100 dispenser/holder system that affixes to gowning room walls
•	 Used with the ASEPTI-CLEANSE® hands free dispensing system

Product Uses
•	 An instant hand sanitizer before glove donning

Order Number	 Description	 Qty/Cs
DH-04	 DECON-HAND, 16 oz, Non-Sterile	 12
DH-06	 DECON-HAND, 16 oz, Sterile	 12
DH-09	 DECON-HAND, 32 oz, bottle for ASEPTI-CLEANSE®, Non-Sterile	 12
DH-10	 DECON-HAND, 32 oz, bottle for ASEPTI-CLEANSE, Sterile	 12
DH-100	 DECON-HAND, Wall Dispenser, For 16 oz bottle, 316 L Stainless Steel	 1
216-P	 Pump Dispenser, For 16 oz bottle, Sterile	 12

*All points do not apply to Non-Sterile products 

Other Technical Data Available Upon Request
Product Technical Data Report • Validation Report • Specific Test Reports (Consult VAI) • MSDS/SDS

http://sterile.com/product-category/disinfectants-and-sporicides/decon-hand/decon-hand-details/
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SCMD

DEC-301

DEC-301STANDSS

ASEPTI-CLEANSE®

Hands-Free Dispenser for DECON-AHOL® WFI FORMULA and DECON-HAND®

VAI® developed the ASEPTI-CLEANSE to meet the requirements of cGMP cleanroom operations.  
The dispensing system is the most advanced infrared sensor dispensing system available in the 
pharmaceutical and biotechnology industries.  It can be set to dispense approximately 1, 2, or 3 
mL of solution. It dispenses a pre-measured dose to the hand without user contact.

The ASEPTI-CLEANSE can be mounted directly to glass or walls which makes it an excellent 
choice for gowning rooms and aseptic manufacturing areas.

Simply place your hand underneath the ASEPTI-CLEANSE to deliver a pre-measured dose to 
the hand with no contact between the user and the ASEPTI-CLEANSE.

Features and Benefits
•	 Compatible with 32 oz bottles of DECON-AHOL or DECON-HAND
•	 Photo-eye operated
•	 Equipped with dual power supply – 4 D Cell batteries (can last over 1 year) and 

Connector for Aux. DC power in
•	 Mountable directly on glass or walls
•	 Water resistant
•	 Americans with Disabilities Act (ADA) compliant 
•	 UL Medical Device listed
•	 Able to be maintained without tools
•	 Compactly sized 6.75 × 4 × 11 in (L × W × H)

Order Number		  Description						      Qty/Cs
DEC-301	              		  ASEPTI-CLEANSE Dispenser 					     1
DECWFI-BOT-01	               	 DECON-AHOL WFI Formula, 32 oz bottle, Non-Sterile 		  12
DECWFI-BOT-02		  DECON-AHOL WFI Formula, 32 oz bottle, Sterile			   12
DH-09			   DECON-HAND, 32 oz bottle, Non-Sterile			   12
DH-10			   DECON-HAND, 32 oz bottle, Sterile				    12
DEC-301TRAY		  ASEPTI-CLEANSE Plastic Drip Tray				    1
DEC-301STANDSS		  ASEPTI-CLEANSE Stainless Steel Stand				   1DH-10

http://sterile.com/product-category/disinfectants-and-sporicides/dispensing-systems/dispensing-systems-details/
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•	 The patented system eliminates concerns by regulatory agencies for proper mixing 
and sterility of the solution

•	 No filtering solutions to aseptic manufacturing areas
•	 No need to assure sterile USP Water for Injection is present in the aseptic area
•	 No concern for mixing and handling concentrate phenolics, quaternary ammonium, 

peracetic acid and H202, or cleaners with sterile water in aseptic manufacturing operations
•	 The system assures the appropriate dilution is made each time in a closed sterile system
•	 Dilutions are made safely as concentrates are never handled
•	 Chemical agents and the WFI Quality Water are filtered at 0.2 microns and 

manufactured in ISO 5 - ISO 7 (Grade A/B, former Class 100 - Class 10,000)
•	 The contents of the double bagged package are sterilized through a validated gamma 

radiation cycle that assure a 10-6 Sterility Assurance Level or via aseptic fill *
•	 All product lots are sterility tested per current USP compendium
•	 Available in 3 sizes: 16 ounce trigger sprayer, 1 gallon, and 200 Liter
•	 Easy to use, just push the plunger completely down, swirl to allow the concentrate to 

mix with the water, and the solution is then ready to use (16 oz and gallon sizes only)
•	 Available in sterile and non-sterile versions of the following VAI products:  

DECON-CLEAN®, DECON-CYCLE®, DECON-PHENE®, DECON-QUAT® 100,  
DECON-QUAT® 200C, DECON-SPORE® 200 Plus

For The Exact Formulation Of Disinfectants and Sporicides*

*All points do not apply to 
Non-Sterile products 

*All points do not apply to 
Non-Sterile products 

1 GALLON STERILE
Order Number		  Description						      Qty/Cs
DP-04-1Z			  DECON-PHENE, 1 Gallon SimpleMix				    4
DCY-04-1/2Z                 	 DECON-CYCLE, 1 Gallon SimpleMix, Use Dilution 1:256		  4
DCY-04-1Z	          	 DECON-CYCLE, 1 Gallon SimpleMix, Use Dilution 1:128		  4
DQ100-04-2Z	          	 DECON-QUAT 100, 1 Gallon SimpleMix				   4
DC-04-1Z	         		  DECON-CLEAN , 1 Gallon SimpleMix				    4
DS200-04-1/2ZA	         	 DECON-SPORE 200 Plus, 1 Gallon SimpleMix, Disinfectant Dose	 4
DS200-04A	         	 DECON-SPORE 200 Plus, 1 Gallon SimpleMix, Sporicidal Dose	 4
DQ200C-04-2Z	          	 DECON-QUAT 200C, 1 Gallon Simple Mix			   4

1 GALLON NON-STERILE*
DP-05-1Z         	          	 DECON-PHENE, 1 Gallon SimpleMix				    4
DCY-05-1/2Z                 	 DECON-CYCLE, 1 Gallon SimpleMix, Use Dilution 1:256		  4
DCY-05-1Z	          	 DECON-CYCLE, 1 Gallon SimpleMix, Use Dilution 1:128		  4
DQ100-05-2Z	          	 DECON-QUAT 100, 1 Gallon SimpleMix				   4
DC-05-1Z	         		  DECON-CLEAN , 1 Gallon SimpleMix				    4
DS200-05-1/2ZA	          	 DECON-SPORE 200 Plus, 1 Gallon SimpleMix, Disinfectant Dose	 4
DS200-05A	          	 DECON-SPORE 200 Plus, 1 Gallon SimpleMix, Sporicidal Dose	 4
DQ200C-05-2Z	          	 DECON-QUAT 200C, 1 Gallon Simple Mix			   4

16 OUNCE STERILE
DP-06-16Z-01	             	 DECON-PHENE, 16 oz SimpleMix				    12
DP-06-16Z-02	             	 DECON-PHENE, 16 oz SimpleMix				    12
DCY-06-16Z-01	             	 DECON-CYCLE, 16 oz SimpleMix, Use Dilution 1:256		  12
DCY-06-16Z-02	             	 DECON-CYCLE, 16 oz SimpleMix, Use Dilution 1:128		  12
DQ100-06-16Z-01           	 DECON-QUAT 100, 16 oz SimpleMix				    12
DQ200C-06-16Z-01        	 DECON-QUAT 200C, 16 oz SimpleMix				    12
DS200-06-16Z-01	             	 DECON-SPORE 200 Plus,16 oz SimpleMix, Sporicidal Dose		  12
DS200-06-16Z-02	             	 DECON-SPORE 200 Plus,16 oz SimpleMix, Disinfectant Dose	 12
DC-06-16Z-01	             	 DECON-CLEAN, 16 oz SimpleMix				    12

16 OUNCE NON-STERILE*
DP-07-16Z-01		  DECON-PHENE, 16 oz SimpleMix				    12
DP-07-16Z-02		  DECON-PHENE, 16 oz SimpleMix				    12
DCY-07-16Z-01		  DECON-CYCLE, 16 oz SimpleMix, Use Dilution 1:256		  12
DCY-07-16Z-02		  DECON-CYCLE, 16 oz SimpleMix, Use Dilution 1:128		  12
DQ100-07-16Z-01		  DECON-QUAT 100, 16 oz SimpleMix				    12
DQ200C-07-16Z-01	 DECON-QUAT 200C, 16 oz SimpleMix				    12
DS200-07-16Z-01		  DECON-SPORE 200 Plus,16 oz SimpleMix, Sporicidal Dose	  	 12
DS200-07-16Z-02		  DECON-SPORE 200 Plus,16 oz SimpleMix, Disinfectant Dose	 12
DC-07-16Z-01		  DECON-CLEAN, 16 oz SimpleMix				    12

http://sterile.com/simplemix-ready-to-use-system/
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SCMD ® 200 L Aseptic Mixing System
For Large Scale Aseptic Manufacturing Environments

The SimpleMix 200 L Aseptic Mixing System provides the ability to mix 200 Liters of 
disinfectants and sporicides in a closed system for users whom require larger volumes 
of cleaning agents in their operations. The closed mixing system incorporates three 
integral parts:  a 200 L container of 0.2 micron filtered sterile USP WFI Quality Water 
(bottom container), a cubicontainer of 0.2 micron filtered sterile concentrate disinfectant, 
sporicide or cleaner (top container), and a hose and valve system. The 200 L container 
and the cubicontainer are connected via the sterile hosing and valve system awaiting 
activation by the end user. The entire 200 L system container, cubicontainer, and hoses 
are double bag packaged and shipped to the end user.

The method of attaining a sterile product by Veltek Associates, Inc. is dependent upon 
the concentrate disinfectant/sporicide’s stability in varying sterilization methodologies. 
Two methodologies are employed. Products are either aseptically filled in a ISO 5 
(Grade A, former Class 100) area utilizing pre-sterilized components (containers, hoses, 
and bags) or packaged in a ISO 5 (Grade A, former Class 100) area and subsequently 
terminally sterilized through a validated 10-6 SAL gamma radiation cycle. The SimpleMix 
200 L Aseptic Mixing System (WFI water and disinfectant/sporicide) are subsequently 
tested per lot for sterility via current USP protocol in either manufacturing methodology.

As received by the end user, the entire 200 L container is double bag packed and 
skidded. The end user can transfer the container via dolly, manual, or automated lifting/
transporting device to the ISO 8 (Grade D, former Class 10,000) area where one outer bag 
is removed.  The 200 L container is then transferred to the ISO 7 (Grade C, former Class 
10,000)  area where the second outer bag is removed prior to entry to the ISO 5 (Grade 
A, former Class 100). At this point, one hose is inserted into the peristaltic pump. The 
pump can technically be located in any grade as the SimpleMix 200 L is a closed system 
of mixing. The container can be mixed in lower classifications and pumped to the desired 
end use point or mixed within the higher classification areas as all inside the double bag 
has been rendered sterile.  The peristaltic pump mixes the cubicontainer containing the 
concentrate with the WFI Quality Water for approximately 15 minutes.  The solution is 
contained in a closed sterile disposable system.  By opening of the dispense valve the 
sterile solution can be distributed through the sterile closed system to point of use.  
Once the end valve is closed, the system ensures its sterile integrity for the next use.

The SimpleMix 200 L Aseptic Mixing System is another innovative solution from Veltek 
Associates, Inc. to assist large scale manufacturing operations with the difficult task of 
getting sterile disinfectants and sporicides to the aseptic area.

Order Number		  Description						                       Qty/Cs
DC-10-200L-Cl	 DECON-CLEAN®, 200 L SimpleMix Drum, Sterile	 1
DCY-10-200L-Cl	 DECON-CYCLE®, 200 L SimpleMix Drum, Sterile	 1
DQ100-10-200L-2Xl          	 DECON-QUAT® 100, 200 L SimpleMix Drum, Sterile	 1
DQ200C-10-200L-2XI       	 DECON-QUAT 200C, 200 L SimpleMix Drum, Sterile	 1
DS200-10-200L-SD-Cl      	 DECON-SPORE® 200 Plus, 200 L SimpleMix Drum, Sporicidal Dose, Sterile	 1
DS200-11-200L-SD-Cl      	 DECON-SPORE 200 Plus, 200 L SimpleMix Drum, Disinfectant Dose, Sterile	 1
DP-10-200L-Cl	 DECON-PHENE®, 200 L SimpleMix Drum, Sterile	 1
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200 L Aseptic Mixing System
For Large Scale Aseptic Manufacturing Environments

Mixing Instructions

Step 1, Remove drum from double-bag 
packaging

Step 7, Open valves in number order: 
Valve 6, and Valve 5

Step 4: Open valves in number order: 
Valve 1, Valve 2, and Valve 4

Step 2, Remove cubic container from top of 
drum and uncoil hoses

Step 8, Start pump for 15 minutes to mix 
contents

Step 5: Start pump

Step 3, Connect pump to center hose

Step 9, Stop pump. Close valve 4 and open 
valve 3 to dispense for use

Step 6, When cubic container is empty close 
valves in number order: Valve 1, and Valve 2

®
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SCMD

DEC-50

200-P

300-T-48

DISPENSERS
For Use With VAI® Products

Several options exist to simplify the dispensing of VAI products. 

The DEC-50 is a dispensing system for VAI Aerosol USP Isopropyl Alcohol formulated with 
Water for Injection. It minimizes cross-contamination from user to user during handling of the 
alcohol container. The user simply places the back of their hand on the DEC-50 Actuation Arm 
to dispense solution.  

The DEC-50-FR Foot Pedal is an optional accessory that attaches to the DEC-50 and allows the 
user to press a Foot Pedal to dispense solution. 

VAI offers pump dispensers and trigger spray dispensers, as well. These dispensers deliver 
dosed quantities of products which prevents overuse. Galloned-sized individual dispensers are 
double bagged. 

DEC-50 Back-Of-Hand Activated Dispenser
•   Designed to minimize cross-contamination in cleanroom operations
•   Constructed of 316L stainless steel
•   Wall mountable
•   Water resistant
•   Compactly sized 7 × 6 × 15 in (L × W × H)
•   Autoclavable – Easily slide the base and dispenser mechanism from the permanently  
    installed wall plate 

Pump Dispensers 
•   Available for 1 gallon and 16 oz containers
•   Dispense a specific amount 
•   Individually double bagged
•   Gamma irradiated

Trigger Spray Dispensers
•   Available for 1 gallon and 32 oz containers
•   Dispense a specific amount
•   Individually double bagged
•   Gamma irradiated 25-50 kGy
•   300-T-48 incorporates a hose that extends from the top of the 1 gallon container to the 
    trigger sprayer for hard to reach areas

Order Number	 Description	 Qty/Cs
DEC-50	 Back-of-Hand-Activated Dispenser 	 1
DEC-50-FR	 DEC-50 Foot Pedal	 1
200-P-48	 Pump Dispenser for 1 Gallon Bottle 	 48
216-P	 Pump Dispenser for 16 oz Bottles	 12
300-T-48	 Trigger Spray Dispenser for 1 Gallon Bottles	 48 
321-T-S	 Trigger Spray Dispenser for 32 oz Bottles, Irradiated	 4

http://sterile.com/product-category/disinfectants-and-sporicides/dispensing-systems/dispensing-systems-details/
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VAI® PRODUCT LABEL COLORS 
Product Name Bottle/Can Color Label Background 

Color
Bar & User  
Info Color

Text 
Color

DECON-AHOL WFI FORMULA 70% AEROSOL COOL GREY PRINTED CAN COOL GREY

DECON-AHOL WFI FORMULA 70% TRIGGER SPRAY, 1 & 5 GALLON WHITE COOL GREY

DECON-AHOL WFI FORMULA 70% SQUEEZE BOTTLE WHITE SEMI-TRANSPARENT COOL GREY

DECON-AHOL WFI FORMULA 70% ASEPTI-CLEANSE BOTTLE WHITE SEMI-TRANSPARENT COOL GREY

DECON-AHOL WFI FORMULA 60% WHITE WHITE

DECON-AHOL WFI FORMULA 91% WHITE WHITE

DECON-AHOL FORMULA 99% WHITE WHITE

STER-AHOL WFI AEROSOL WHITE PRINTED CAN WHITE

STER-AHOL WFI TRIGGER SPRAY, 1 & 5 GALLON WHITE WHITE

DECON-HAND STERILE WHITE SEMI-TRANSPARENT PRINTED BOTTLE

DECON-HAND NON-STERILE CLEAR PRINTED BOTTLE

DECON-HAND ASEPTI-CLEANSE BOTTLE WHITE SEMI-TRANSPARENT WHITE

STERI-OIL WHITE WHITE

STERI-BUFFER CLEAR WHITE

DECON-PHENE WHITE WHITE

DECON-CYCLE WHITE WHITE

DECON-CLEAN WHITE WHITE

DECON-QUAT 100 WHITE WHITE

DECON-QUAT 200C WHITE WHITE

DECON-QUAT 200V WHITE WHITE

HYPO-CHLOR 0.25% WHITE WHITE

HYPO-CHLOR 0.52% WHITE WHITE

HYPO-CHLOR 5.25% WHITE WHITE

STERI-PEROX 3% WHITE WHITE

STERI-PEROX 6% WHITE WHITE

DECON-SPORE 200 PLUS (SPORICIDE) WHITE SEMI-TRANSPARENT WHITE

DECON-SPORE 200 PLUS (DISINFECTANT) WHITE SEMI-TRANSPARENT WHITE

STEEL-BRIGHT WHITE WHITE

STERI-SILICON WHITE BLACK

DECON-GLASS WHITE WHITE

VAI WFI QUALITY WATER WHITE WHITE

STERI-WATER WHITE WHITE



Welcome to VAI® WIPES
VAI offers a complete line of wipers, using various clean substrates and packaging to meet the needs of 
our diverse types of customers. Our wipers come in multiple chemical saturations, sizes, absorbency, and 
material.

Our wipers are sterile or non-sterile and either saturated or dry. The sterile versions are sterility assured 
through gamma irradiation at a 10-6 SAL or through aseptic filling.  All materials are quality assurance tested 
and released to specifications defined by IEST and ASTM test methods.  Individual lots are sterility tested 
according to the USP compendium with lot specific Certificates of Analysis, Certificates of Sterility, and 
Certificates of Conformance available upon delivery.

Our wipers can be used in both aseptic and non-aseptic wipe downs of filling and packaging machinery, 
stainless steel, Lexan, polycarbonate, glass, and any critical surface that requires cleaning.  Our wipers 
are available in HYPO-CHLOR® Sodium Hypochlorite with Water For Injection to either 0.25%, 0.52%, or 
5.25% solutions, STERI-PEROX® Hydrogen Peroxide with Water For Injection to either 3% or 6% solution, 
DECON-CLEAN® residue remover, ALCOH-GLOVE® and ALCOH-WIPE® USP Isopropyl Alcohol with Water 
For Injection formulated at either 70% or 91%, STER-AHOL® Denatured Ethanol with Water For Injection at 
70%, Process2Wipe® USP Isopropyl Alcohol with Water For Injection at 70%, STEEL-BRIGHT® Stainless Steel 
cleaner, DAS-WIPE 100® lubricant and Stainless Steel cleaner, and finally our two dry wipers, WipeDown® 
and WipeDown® HC.

WIPEWIPE
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WIPES

1-888-4-STERILE 1-888-478-374536

37 	 WIPEDOWN®
38 	 WIPEDOWN® HC
39 	 WIPEDOWN® 1-2-3
40 	 PROCESS2WIPE® IPA70
41 	 HYPO-CHLOR® WIPE
42 	 DECON-CLEAN® WIPE
43 	 STERI-PEROX® WIPE
44 	 ALCOH-WIPE®
45 	 ALCOH-GLOVE®
46 	 DAS-WIPE® 100
47 	 STEEL-BRIGHT® WIPE
48 	 STER-AHOL® WIPE

http://sterile.com/product-category/wipers/
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WIPEDOWN®
Laundered Polyester Dry Wipe

VAI’s WipeDown® Dry Wipes are ultra-clean laundered dry wipe suitable for use in a 
cleanroom environment. They are constructed of a 100% continuous filament polyester 
designed to be exceptionally clean and absorbent. The continuous knit construction 
and pattern has been developed to ensure the greatest product integrity and cleaning 
performance while offering high resistance to abrasion and picking.  

The wipe is a polyester dry wipe that incorporates ISO 4 (formerly Class 10) compatible 
cleanliness and is available in a 12”x12” size, both sterile and non-sterile.  Sterile product is 
terminally sterilized, and each order is delivered with lot-specific Certificate of Irradiation, 
Certificate of Sterility, and Certificate of Conformance. 

Quality and Manufacturing*

•   Laundered in ISO 4 cleanroom conditions (Grade A/B, Former Class 10)
•   Gamma irradiated at 10-6 Sterility Assurance Level
•   Individually labeled with lot number and expiration date
•   Packaged 20 wipes per bag, 5 bags per bulk pack, with 6 bulk packs per case, 600 in total.
•   Lot sterility tested with a 14 day USP <71> Direct Transfer Method test
•   Cut using FocusEdge heat cutting technology
•   Completely lot traceable 

Features and Benefits*

•  Available in ABCD Cleanroom Introduction SystemTM

•   ISO 4 (Class 10) Cleanliness
•   Delivered with lot specific documentation
•   Validated for sterility and shelf life
•   12”x12” in size 
•   Minimizes fiber and particulate release
•   High absorbency 
•   100% synthetic filament constructed in a continuous knit 

Order Number		  Description						                      Qty/Cs
VEL8-12X12-S-3002	 WIPEDOWN, 20 wipes/bag, 5 bags/pack, 6 packs/case, Sterile	               600
VEL8-12X12-3001		  WIPEDOWN, 20 wipes/bag, 5 bags/pack, 6 packs/case, Non-Sterile	               600

VEL8-12X12-S-3002

*All points do not apply to Non-Sterile products 

VEL8-12X12-S-3002
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WIPES

Other Technical Data Available Upon Request
Product Technical Data Report • Validation Report • Specific Test Reports (Consult VAI) • MSDS/SDS

http://sterile.com/product-category/wipers/dry-wipers/dry-wipers-details/
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WIPEDOWN® HC
The Superior Methodology For Performing 
USP<797> Compliant Wipe Downs 

WipeDown® HC is a superior dry cleaning wipe used for surface cleanups, IPA wipe downs, 
cleaning and decontaminating of primary engineering control equipment, stainless steel 
surfaces, lexan, polycarbonate, glass and any other critical surface requiring to be cleaned.

The WipeDown HC wipe is available in 9”x9” size. Individual lots are sterility tested according 
to the USP compendium with lot specific Certificates of Sterility, Certificates of Irradiation, and 
Certificates of Conformance. WipeDown HC cleanroom wipes are extremely low in particle 
shedding and soluble extractables. Each pack is inspected and sealed in ultra clean packages 
within ISO 5 (formerly Class 100) conditions. WipeDown HC cleanroom wipes are your choice 
to meet the highest cleanroom standards.

 Quality and Manufacturing*
•   Non-woven Polycellulose blend dry wipe that incorporates ISO 5 (formerly Class 100)  
    cleanliness
•   Highest quality spunlaced blend that is especially clean and absorbent.
•   Non-shedding edges are heat sealed
•   Completely lot traceable
•   Individually labeled with lot number and expiration date
•   Gamma irradiated at 10-6 SAL 

Features and Benefits*
•   Low particulates and non-shedding features
•   9” x 9” size
•   Sterile and non-sterile version available
•   Delivered with lot specific documentation
•   Particulate, residues, and foreign matter are effectively entrapped in the engineered  
    design of the material 
•   Construction and pattern has been developed to ensure the greatest product integrity  
     and cleaning performance

Order Number	 Description	 Qty/cs
VEL13-9X9-S-3013	 WipeDown® HC Dry Wipe, 20 wipes/pack, 20 packs/case, Sterile	 400
VEL13-9X9-NS-HC-3024	 WipeDown® HC Dry Wipe, 300 wipes/pack, 5 packs/case 	 1500 
	 (packaged flat), Non-Sterile	

*All points do not apply to Non-Sterile products

Other Technical Data Available Upon Request
Product Technical Data Report • Validation Report • Specific Test Reports (Consult VAI) • MSDS/SDS

VEL13-9X9-S-3013

http://sterile.com/product-category/wipers/dry-wipers/dry-wipers-details/
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WIPEDOWN 1-2-3
Deactivates, Cleans, and Disinfects most Hazardous Drug surfaces 
For USP<800> Compliance in a Simple 3 Step Applicator Process
Each Wipedown 1-2-3 kit contains 3 unique packets of sterile saturated wipes. Proper sequence and application of 
the kit renders most hazardous drugs inactive on the surface promoting a safe work environment. Following the first 
deactivation application step, the second step safely decontaminates and removes the inactivated residual allowing 
for the final disinfectant step to complete the process.

Wipedown 1-2-3 is offered in a sterile version to satisfy USP<797> Pharmaceutical Compounding - Sterile Preparations 
requirements while addressing USP<800> Hazardous Drugs – Handling in Healthcare Settings. All products entering 
into the ISO 5 sterile compounding area must be sterile assuring the highest integrity possible. 

Each wipe is a non-shedding 9” x 12” saturated wipe made with WFI water. The HYPO-CHLOR wipe is bleach stable 
for optimal strength and performance, and the THIO-WIPE and ALCOH-WIPE are made with premium non-woven 
polyester material for maximum coverage and durability. Individual lots are sterility tested according to the USP 
compendium with lot specific Certificates of Analysis, Certificates of Sterility, Certificate of Irradiation, and Certificates 
of Conformance available upon delivery.

Each Kit Contains one each of the following sterile saturated wipes:
	 Packet #1 – HYPO-CHLOR (5.25% sodium hypochlorite) for deactivation
	 Packet #2 – THIO-WIPE (2% thiosulfate) for decontamination/cleaning
	 Packet #3 – ALCOH-WIPE (70% IPA) for disinfecting

 Quality and Manufacturing*

•   Laundered in ISO 4 cleanroom conditions (Grade A/B)
•	 Filtered at 0.2 microns
•	 Gamma Irradiated 
•	 Completely lot traceable
•	 Sterility tested according to current USP Compendium

Features and Benefits

•   Sterile product meeting USP<797> requirements
•	 Triple bagged
•	 Low particulates and non-shedding features
•	 Formulated with WFI water
•	 Validated for sterility and shelf life
•	 Ready-to-use
•	 9” x 12” wiper size
•	 Delivered with lot specific documentation
•	 ISO 4 cleanliness (Former Class 100, Grade A/B)

Order Number	 Description	 Qty/Cs
VEL13-9X12-S-3123	 Wipedown 1-2-3  3 Step Applicator Kit, 3 wipes/kit, 15 kits/case, Sterile	 45 wipes

*All points do not apply to each product 

Other Technical Data Available Upon Request
Product Technical Data Report • Product Validation Report • MSDS/SDS
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PROCESS2WIPE® IPA70
70% USP IPA And 30% Water For Injection 

Process2Wipe® IPA70 is a 70% USP IPA with Water for Injection saturated wipe. These wipes 
can be used in both aseptic and non-aseptic wipe downs of filling and packaging machinery, 
stainless steel surfaces, lexan, polycarbonate, glass, and any critical surface requiring to be 
cleaned.

The wipe is available in a standard 12”x12” size and packaged in VAI’s unique and patented 
Asepti-Fill System. After manufacture, they are saturated with a ready-to-use 70% USP IPA 
solution formulated with WFI. Sterile and Non-Sterile versions are available, with sterility 
assured through gamma irradiation and other terminally sterilizing components. Individual 
lots are sterility tested according to the USP compendium with lot specific Certificates of 
Analysis, Certificates of Sterility, Certificates of Irradiation, and Certificates of Conformance 
available upon delivery.

 Quality and Manufacturing*

•   Laundered in ISO 4 cleanroom conditions (Grade A/B, Former Class 10)
•	 Filtered at 0.2 microns
•   20 wipes per pack, 10 bags per case 
•   Cut using FocusEdge heat cutting technology
•   Completely lot traceable
•   Tested according to current USP Compendium
•   Individually labeled with lot number and expiration date
•   Gamma irradiated at 10-6 SAL

Features and Benefits*

•   Available in ABCD Cleanroom Introduction SystemTM

•   Formulated with WFI
•   Validated for sterility and shelf life
•   Available in our patented USP IPA 70% WFI Formula 
•   100% synthetic filament constructed in a continuous knit that minimizes fiber and 
     particulate release
•   Ready-to-use
•   Re-sealable packaging
•   12”x12” in size
•   Delivered with lot specific documentation
•   ISO 4 (Class 10) Cleanliness
•   Reduced VOC’s
•	 Ideal for product spills

Order Number		  Description						      Qty/Cs
VEL12-12X12-3022          	  Process2Wipe IPA70, 20 wipers/pack 10 bags/case, Non-Sterile	 200
VEL12-12X12-S-3023       	  Process2Wipe IPA70, 20 wipers/pack 10 bags/case, Sterile 	 200

VEL12-12X12-S-3023

VEL12-12X12-3022

*All points do not apply to Non-Sterile products 

Other Technical Data Available Upon Request
Product Technical Data Report • Validation Report • Specific Test Reports (Consult VAI) • MSDS/SDS

http://sterile.com/product-category/wipers/process2wipe/process2wipe-details/


www.sterile.com 41

WIPES

Sterile C
hem

ical M
anufacturing D

ivision

HYPO-CHLOR® WIPE   
Sodium Hypochlorite And Water For Injection Wipe

VAI’s HYPO-CHLOR® Wipes saturated at 0.25%, 0.52%, or 5.25% are saturated and ready-to-use 
Sodium Hypochlorite wipes. These wipes can be used in both aseptic and non-aseptic wipe 
downs of filling and packaging machinery, stainless steel, lexan, polycarbonate, glass, and any 
critical surface that requires cleaning.

 HYPO-CHLOR wipes are available in a standard 12”x12” size. Our wipes are constructed of 
a 100% continuous filament polyester designed to be exceptionally clean and absorbent. 
After manufacture, they are saturated with a ready-to-use 0.25%, 0.52% or 5.25% solution, 
formulated with Water for Injection (WFI). Individual lots are sterility tested according to 
the USP compendium with lot specific Certificates of Analysis, Certificates of Sterility, and 
Certificates of Conformance available upon delivery. 

 Quality and Manufacturing*
•   Laundered in ISO 4 cleanroom conditions (Grade A/B, Former Class 10)
•	 Filtered at 0.2 microns
•   20 wipes per pack or individually packed and folded for easy removal
•   Cut using FocusEdge heat cutting technology
•   Completely lot traceable
•   Individually labeled with lot number and expiration date
•   Aseptically filled through our patented Asepti-Fill system into sterile components 
    via gamma irradiation

Features and Benefits*
•   Available in ABCD Cleanroom Introduction System TM

•   Formulated with WFI
•   Validated for sterility and shelf life
•   Available in three different percentage solutions of Sodium Hypochlorite at 0.25%, 0.52%, or    
    5.25% to fit your specific needs
•   100% synthetic filament constructed in a continuous knit that minimizes fiber and 
    particulate release
•   Ready-to-use
•   Re-sealable packaging
•   12”x12” size
•   ISO 4 (Class 10) Cleanliness
•   Delivered with lot specific documentation

VEL9-12X12-S-3020

VEL9-12X12-S-3018

VEL9-12X12-S-3025

Order Number	 Description	 Qty/Cs
VEL9-12X12-3021	 HYPO-CHLOR 0.25% Wipe, 20 wipes/pack, 10 packs/case, Non-Sterile	 200
VEL9-12X12-S-3020	 HYPO-CHLOR 0.25% Wipe, 20 wipes/pack, 10 packs/case, Sterile	 200
VEL9-12X12-3019	 HYPO-CHLOR 0.52% Wipe, 20 wipes/pack, 10 packs/case, Non-Sterile	 200
VEL9-12X12-S-3018	 HYPO-CHLOR 0.52% Wipe, 20 wipes/pack, 10 packs/case, Sterile	 200
VEL9-12X12-S-3025	 HYPO-CHLOR 5.25% Wipe, 20 wipes/pack, 10 packs/case, Sterile	 200
VEL9-12X12-S-3026	 HYPO-CHLOR 0.52% Wipe, Individually packaged, Sterile	 100

*All points do not apply to Non-Sterile products 

Other Technical Data Available Upon Request
Product Technical Data Report • Validation Report • Specific Test Reports (Consult VAI) • MSDS/SDS

http://sterile.com/product-category/wipers/hypo-chlor-wipe/hypo-chlor-wipe-details/
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DECON-CLEAN® WIPE   
Cleaning Agent/Residue Remover Saturated Wipe

DECON-CLEAN® Wipes are saturated and ready-to-use wipes designed to remove residue left 
behind from disinfecting agents. The wipes can be used in both aseptic and non-aseptic wipe 
downs of filling and packaging machinery, stainless steel, Lexan, polycarbonate, glass, and 
any other critical surface required to be cleaned. DECON-Clean® wipes are used for areas that 
require the assurance of a surface that is free from cleaning agents and product residues. 

DECON-CLEAN wipes are available sterile and non-sterile in a standard 12” X 12” size. Terminal 
Sterilization is assured through gamma irradiation at 10-6 SAL. Shipments are delivered with lot 
specific documentation including Certificate of Analysis, Certificate of Irradiation, Certificate of 
Sterility, and Certificate of Conformance.

 Quality and Manufacturing*
•   Laundered in ISO 4 cleanroom conditions (Grade A/B, Former Class 10)
•	 Filtered
•   20 wipes per pack, 10 bags per case 
•   Cut using FocusEdge heat cutting technology
•   Completely lot traceable
•   Tested according to current USP Compendium
•   Individually labeled with lot number and expiration date
•   Gamma irradiated at 10-6 SAL

Features and Benefits*
•   Available in ABCD Cleanroom Introduction SystemTM

•   Removes residues from disinfecting agents 
•   Validated for sterility and shelf life 
•   100% synthetic filament constructed in a continuous knit that minimizes fiber and 
     particulate release
•   Ready-to-use
•   Re-sealable packaging
•   12”x12” size
•   ISO 4 (Class 10) Cleanliness
•   Delivered with lot specific documentation

Order Number	 Description	 Qty/Cs
VEL14-12X12-S-4002	 DECON-CLEAN Wipe, 20 wipes/pack, 10 packs/case, Sterile	 200
VEL14-12X12-4003	 DECON-CLEAN Wipe, 20 wipes/pack, 10 packs/case, Non-Sterile	 200

VEL14-12X12-S-4002

VEL14-12X12-4003

*All points do not apply to Non-Sterile products 

Other Technical Data Available Upon Request
Product Technical Data Report • Validation Report • Specific Test Reports (Consult VAI) • MSDS/SDS

http://sterile.com/product-category/wipers/decon-clean-wipe/decon-clean-wipe-details/
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STERI-PEROX® WIPE   
Hydrogen Peroxide And Water For Injection

STERI-PEROX 3% or 6% wipes are saturated and ready-to-use Hydrogen Peroxide wipes. 
These wipes can be used in both aseptic and non-aseptic wipe downs of filling and 
packaging machinery, stainless steel surfaces, Lexan, polycarbonate, glass, and any critical 
surface that requires cleaning.

STERI-PEROX wipes are available in a standard 12”x12” size and packaged in VAI’s unique 
and patented Asepti-Fill System. After manufacture, they are saturated with a ready-to-
use 3% or 6% Hydrogen Peroxide solution formulated with WFI. Sterile and Non-Sterile 
versions are available, with sterility assured through Asepti-Fill into sterile components. 
Individual lots are sterility tested according to the USP compendium with lot specific 
Certificates of Analysis, Certificates of Sterility, and Certificates of Conformance available 
upon delivery.

Quality and Manufacturing*
•   Laundered in ISO 4 cleanroom conditions (Grade A/B, Former Class 10)
•	 Filtered at 0.2 microns
•   20 wipes per pack, folded for easy removal
•   Cut using FocusEdge heat cutting technology
•   Completely lot traceable
•   Individually labeled with lot number and expiration date
•   Aseptically filled through our patented Asepti-Fill system into sterile components via  
    gamma irraditiation

Features and Benefits*
•   Available in ABCD Cleanroom Introduction SystemTM

•   Formulated with WFI
•   Validated for sterility and shelf life
•   Available in two different percentage solutions of Hydrogen Peroxide at 3% or 6% to fit    
    your specific needs
•   100% synthetic filament constructed in a continuous knit that minimizes fiber and 
    particulate release
•   Ready-to-use
•   Resalable packaging
•   12”x12” size
•   Delivered with lot specific documentation
•   ISO 4 (Class 10) Cleanliness

VEL10-12X12-S-3014

VEL10-12X12-3017

Order Number	 Description	 Qty/Cs
VEL10-12X12-S-3014	 STERI-PEROX 3% Wipe, 20 wipes/pack, 10 packs/case, Sterile	 200
VEL10-12X12-3015          	STERI-PEROX 3% Wipe, 20 wipes/pack, 10 packs/case, Non-Sterile	 200
VEL10-12X12-S-3016	 STERI-PEROX 6% Wipe, 20 wipes/pack, 10 packs/case, Sterile	 200
VEL10-12X12-3017	 STERI-PEROX 6% Wipe, 20 wipes/pack, 10 packs/case, Non-Sterile  	 200

*All points do not apply to Non-Sterile products 

Other Technical Data Available Upon Request
Product Technical Data Report • Validation Report • Specific Test Reports (Consult VAI) • MSDS/SDS

http://sterile.com/product-category/wipers/steri-perox-wipe/steri-perox-wipe-details/
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ALCOH-WIPE®

Individually Packaged USP Isopropyl Alcohol and Water for Injection Formulations

ALCOH-WIPE is the saturated wipe that is individually packaged, available in a variety of 
sizes, and either sterile or non-sterile. The wipe is saturated with a choice of 70% or 91% 
USP Isopropyl Alcohol and formulated with Water for Injection (WFI). It is then filtered at 
0.2 microns and the entire wiper package is then terminally sterilized by gamma irradiation 
at 10-6 SAL to ensure quality. 

ALCOH-WIPE are available in 6” x 6”, 12” x 12” and 18” x 18” sizes. The products are delivered 
with lot specific documentation including Certificate of Irradiation, Certificate of Analysis, 
Certificate of Sterility, and Certificate of Conformance.

Quality and Manufacturing*
•   Laundered in ISO 4 cleanroom conditions (Grade A/B, Former Class 10)
•	 Filtered at 0.2 microns
•   Individually packed and folded for easy removal
•   Cut using FocusEdge heat cutting technology
•   Completely lot traceable
•   Tested according to current USP Compendium
•   Individually labeled with lot number and expiration date
•   Gamma irradiated at 10-6 SAL

Features and Benefits*
•   Available in ABCD Cleanroom Introduction SystemTM

•   Formulated with WFI
•   Validated for sterility and shelf life
•   The wipe is available in two different percentage solutions of IPA with WFI, 70% and 91%
•   100% synthetic filament constructed in a continuous knit that minimizes fiber and 
    particulate release
•   Ready-to-use
•   The wipe comes in multiple sizes, 6”x6”, 12”x12”, and 18”x18”
•   Delivered with lot specific documentation
•   ISO 4 (Class 10) Cleanliness
•   Ideal for product spills

VEL6-12X12-S-2302

Order Number	 Description	 Qty/Cs
VEL6-6x6-S-2307	 ALCOH-WIPE, DECON-AHOL 70% WFI Formula, 6”x6”, Sterile 	 100
VEL6-6x6-2305	 ALCOH-WIPE, DECON-AHOL 70% WFI Formula, 6”x6”, Non-Sterile	 100
VEL6-12x12-S-2302	 ALCOH-WIPE, DECON-AHOL 70% WFI Formula, 12”x12”, Sterile	 100
VEL6-18x18-S-2304	 ALCOH-WIPE, DECON-AHOL 70% WFI Formula, 18”x18”, Sterile	 100

*All points do not apply to Non-Sterile products 

Other Technical Data Available Upon Request
Product Technical Data Report • Validation Report • Specific Test Reports (Consult VAI) • MSDS/SDS

http://sterile.com/product-category/wipers/alcoh-wipe/alcoh-wipe-details/
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Order Number		  Description					     Qty/Cs
AG-04-70%-9053	              	 ALCOH-GLOVE, DECON-AHOL 70% WFI Formula, Sterile	 100

ALCOH-GLOVE®

Individually Packaged 70% USP Isopropyl Alcohol And Water for Injection 

ALCOH-GLOVE is a remarkable innovation that resembles the shape of a dust mitten. The 
glove is saturated with 70% USP Isopropyl Alcohol and Water for Injection (WFI). The product 
utilizes a non-linting, non-shedding, polyester tube that is sewn at one end and then turned 
inside out. This contoured product provides 100% coverage of the hand saturated with a 70% 
USP IPA solution while the wiper is being used.  With the ability to assure pinpoint cleaning, 
this wiper places an additional assurance level to cleaning operations. The product is delivered 
with lot specific documentation including Certificate of Irradiation, Certificate of Analysis, and 
Certificate of Sterility.

Quality and Manufacturing
•   Laundered in ISO 4 cleanroom conditions (Grade A/B, Former Class 10)
•	 Filtered at 0.2 microns
•   Individually packed and folded for easy removal
•   Completely lot traceable
•   Tested according to current USP Compendium
•   Individually labeled with lot number and expiration date
•   Gamma irradiated at 10-6 SAL

Features and Benefits
•   Available in ABCD Cleanroom Introduction SystemTM

•   Formulated with WFI
•   Validated for sterility and shelf life
•   100% synthetic filament constructed in a continuous knit that minimizes fiber and 
    particulate release
•   Ready-to-use
•   Glove is in a convenient shape, like a dust mitten 
•   Delivered with lot specific documentation
•   ISO 4 (Class 10) Cleanliness

AG-04-70%-9053

Other Technical Data Available Upon Request
Product Technical Data Report • Validation Report • Specific Test Reports (Consult VAI) • MSDS/SDS

http://sterile.com/product-category/wipers/alcoh-glove/alcoh-glove-details/
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Other Technical Data Available Upon Request
Product Technical Data Report • Validation Report • Specific Test Reports (Consult VAI) • MSDS/SDS

DAS-WIPE® 100
DAS-WIPE 100 Sterile is designed to replace silicone on turntables, process lines, and as a 
general lubricant to assure bottles do not stick during movement towards the critical fill 
sites. DAS-Wipes are also an excellent choice for cleaning metals, including stainless steel, in 
cleanroom operations due to its excellent cleaning capabilities and low remaining residue 
that can be removed with an IPA wipe down. 

DAS-Wipe 100 Sterile is an individually packaged 12”x12” saturated wipe.  The wiper is 
saturated with DAS Stainless Steel cleaner and lubricant that is filtered at 0.2 microns. 
The entire wiper package is then terminally sterilized and each order is delivered with 
Certificate of Irradiation, Certificate of Analysis, Certificate of Sterility, and Certificate of 
Conformance.

Quality and Manufacturing
•   Laundered in ISO 4 cleanroom conditions (Grade A/B, Former Class 10)
•	 Filtered at 0.2 microns
•   Individually packed and folded for easy removal
•   Cut using FocusEdge heat cutting technology
•   Completely lot traceable
•   Individually labeled with lot number and expiration date
•   Gamma irradiated at 10-6 SAL

Features and Benefits
•   Available in ABCD Cleanroom Introduction SystemTM

•   Formulated with WFI
•   Validated for sterility and shelf life
•   100% synthetic filament constructed in a continuous knit that minimizes fiber and 
    particulate release
•   Ready-to-use
•   Delivered with lot specific documentation
•   ISO 4 (Class 10) Cleanliness
•   12”x12” size

Order Number		  Description					                Qty/Cs
DW100-12X12-S-2319       	 DAS-Wipe 100 Wipe, 12”x12” Individually Packaged, Sterile           100

Stainless Steel Cleaner And Lubricant

DW100-12X12-S-2319

http://sterile.com/product-category/wipers/das-wipe-100/das-wipe-100-details/
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STEEL-BRIGHT® WIPE
Stainless Steel Cleaner
STEEL-BRIGHT Wipes are an excellent choice for cleaning metals including stainless steel in 
cleanroom operations due to their excellent cleaning capabilities and low remaining residue.  
This can be removed with an IPA wipe down. 

STEEL-BRIGHT Wipe Sterile is an individually packaged 12” x 12” saturated wipe.  The wiper is 
saturated with STEEL-BRIGHT Stainless Steel cleaner that is filtered at 0.2 microns. The entire  
wiper package is then terminally sterilized and each order is delivered with the lot specific 
Certificate of Irradiation, Certificate of Conformance, and the Certificate of Sterility. 

Quality and Manufacturing
•   Laundered in ISO 4 cleanroom conditions (Grade A/B, Former Class 10)
•   Filtered at 0.2µm 
•   Individually packed and folded for easy removal
•   Cut using FocusEdge heat cutting technology
•   Completely lot traceable
•   Sterility tested to current USP Compendium
•   Individually labeled with lot number and expiration date
•   Gamma irradiated at 10-6 SAL

Features and Benefits
•   Available in ABCD Cleanroom Introduction SystemTM

•   Formulated with WFI
•   Validated for sterility and shelf life
•   100% synthetic filament constructed in a continuous knit that minimizes fiber and 
    particulate release
•   Ready-to-use
•   Delivered with lot specific documentation
•   ISO 4 (Class 10) Cleanliness
•   12”x12” size

Order Number		  Description					                      Qty/Cs
SBW-12X12-S-2315           	 STEEL-BRIGHT Wipe, 12”x12” Individually Packaged, Sterile                100

SBW-12X12-S-2315

Other Technical Data Available Upon Request
Product Technical Data Report • Validation Report • Specific Test Reports (Consult VAI) • MSDS/SDS

http://sterile.com/product-category/wipers/steel-bright-wipe/steel-bright-wipe-details/
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STER-AHOL® WIPE
Denatured Ethanol and Water for Injection

STER-AHOL wipes are saturated and ready-to-use Denatured Ethanol wipes. These 
wipes can be used in both aseptic and non-aseptic wipe downs of filling and packaging 
machinery, stainless steel surfaces, Lexan, polycarbonate, glass, and any critical surface that 
requires cleaning. STERI-AHOL wipes are available in a standard 12”x12” size, individual 
packaging, and sterile.

The STER-AHOL wipes are saturated with a ready-to-use Denatured Ethanol solution 
formulated with WFI. Terminal sterilization is assured through gamma irradiation at 10-6 
SAL. Individual lots are sterility tested according to the USP compendium with lot specific 
Certificates of Analysis, Certificate of Irradiation, Certificate of Sterility, and Certificate of 
Conformance available upon delivery.

Quality and Manufacturing
•   Laundered in ISO 4 cleanroom conditions (Grade A/B, Former Class 10) 
• 	 Individually packaged, 100 individually packaged wipes per case 
• 	 Cut using FocusEdge heat cutting technology 
• 	 Completely lot traceable 
• 	 Individually labeled with lot number and expiration date 
• 	 Gamma irradiated at 10-6 SAL 

Features and Benefits
•	 Delivered with lot specific documentation 
•	 Validated for sterility and shelf life 
•	 12”x12” in size 
•	 Ideal for product spills 
•	 100% synthetic filament constructed in a continuous knit that minimizes fiber and 

particulate release 
•   ISO 4 (Class 10) Cleanliness 
•   Individually packaged 

Order Number		  Description					                      Qty/Cs
VEL6-12X12-S-2320            	 STER-AHOL Wipe, 12”x12”, Individually Packaged, Sterile	                 100

VEL6-12X12-S-2320 

Other Technical Data Available Upon Request
Product Technical Data Report • Validation Report • Specific Test Reports (Consult VAI) • MSDS/SDS

http://sterile.com/product-category/wipers/ster-ahol-wipe/ster-ahol-wipe-details/
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Welcome to PROCESS2CLEAN®

Each manufacturing process represents a unique cleaning challenge. VAI offers you a thoughtfully 
executed program that addresses your site specific challenges. A VAI cleaning program will earn 
regulatory approval and ensure the safety, efficacy, and quality of your branded products. 

Process2Clean products have been specifically designed for critical process cleaning applications. Our 
wide selection of GMP manufactured detergents are proven to remove the most tenacious process 
soils encountered in drug manufacturing facilities from virtually all substrates encountered. All of VAI’s 
products are made with Water For Injection and formulated under the highest quality standards in Veltek 
Associates, Inc.’s GMP manufacturing facility. 

The ability to remove the cleaning agent is critical to your program and VAI’s line of detergents meet that 
challenge providing extremely free rinsing product formulations. In addition, we address the lowering 
of contamination by offering all of our Process2Clean products in both sterile and non-sterile versions. 
The sterile version is filtered at 0.2 microns in a GMP ISO 5 (former Class 100) manufacturing area into 
pre-sterilized containers. Each lot is tested for sterility via current USP compendium. The sterile version 
eliminates the concern for unwanted particles, microorganisms, and pyrogens that may be introduced 
through the process cleaning agent. Sterile cleaning products eliminate the need to post filter the 
incoming detergents for use in your facility.

52	 PROCESS2CLEAN® 1 - Alkaline Detergent 
53	 PROCESS2CLEAN® 2 - Acid Detergent
54	 PROCESS2CLEAN® 3 - Hydroxyacetic Acid Detergent
55	 PROCESS2CLEAN® 4 - General Purpose Detergent 
56	 PROCESS2CLEAN® 5 - Neutral pH Cleaning Additive / Detergent
57	 PROCESS2CLEAN® 6 - Chlorinated Alkaline Detergent 

http://sterile.com/product-category/process-cleaning-detergents/
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Every Process2Clean product is shipped with a complete lot certification and 
documentation package to ensure product consistency, integrity, and traceability.  
All lots are traced through the master batch records.

Features
•	 Designed for the pharmaceutical, biotechnology, cosmetic, medical device, animal 

research, and food and beverage industries
•	 Enhanced cleaning properties with very free rinsing capabilities
•	 Highly concentrated formulas provides low cost per use
•	 Use dilutions range from .5% to 5% dependent upon the soil load and application
•	 Most product sizes are available in sterile or non-sterile formulas
•	 Available in 1, 5, 30, 55, and 275 gallon containers 
•	 Recycling options offered for 30, 55, and 275 gallon containers
•	 Contains chelating agents for hard water tolerance
•	 Contains premium surfactants for great wetting ability and optimal penetration
•	 Optimal formulation eliminates the need for hazardous organic solvents
•	 Phosphate free formulas are ecologically safe 
•	 Low and non-foaming formulas are ideal for optimal automated cleaning 
•	 Excellent detergency
•	 Complete solubility
•	 Biodegradable

Lot Specific Documentation Package
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Testing and Validation

Customize an optimal cleaning program to meet your specific process 
needs with VAI’s comprehensive validation support packages and 
customized testing program.  Validation support packages include last-
to-rinse studies and specific and non-specific analytical product residue 
detection methods.  VAI’s CORE® (Critical Ongoing Residue Evaluation) 
Laboratory program will assist with customized soil testing to meet your 
specific needs.  Contact your VAI sales representative for more information.

Safety

For cautionary and first aid information, consult the material safety data 
sheet or product label. Please contact your VAI sales representative for 
further safety and or use recommendations.

Other Technical Data Available Upon Request

A comprehensive support package specific to each individual product is 
available to assist with your cleaning validation plans. Documents include 
but are not limited to:

•	 Product Validation Report 
•	 Product Sterility Validation Report 
•	 Technical Product PDF File
•	 Material Safety Data Sheet
•	 Last-to-Rinse reports
•	 Specific and Non-Specific Analytical Test Methods for Residue Detection 
•	 Toxicological studies
•	 Product compatibility studies
•	 Product formulation disclosure
•	 On-site technical assistance  

Process2C
lean (C

IP) C
lean In Place D

etergents

CIP
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Process2Clean 1 Alkaline Detergent is an alkaline detergent formulated with multiple 
wetting agents. P2C 1 is VAI’s most effective broad spectrum cleaning agent.  It is capable 
of removing a wide array of residues. Ideal for most all organic soil loads.

Lot Specific Documentation Package
All product is lot traceable and delivered each time with the lot specific certification. 
All lots are traced through the master batch records.

Order Number	 Description	 Qty/Cs
PC-1-1G-01 	 Process2Clean 1, 1 Gallon, Non-Sterile 	 4
PC-1-1G-02	 Process2Clean 1, 1 Gallon, Sterile	 4
PC-1-5G-01 	 Process2Clean 1, 5 Gallon Drum, Non-Sterile	 1
PC-1-5G-02 	 Process2Clean 1, 5 Gallon Drum, Sterile	 1
PC-1-30G-01	 Process2Clean 1, 30 Gallon Drum, Non-Sterile	 1
PC-1-30G-02	 Process2Clean 1, 30 Gallon Drum, Sterile	 1
PC-1-55G-01 	 Process2Clean 1, 55 Gallon Drum, Non-Sterile	 1
PC-1-55G-02 	 Process2Clean 1, 55 Gallon Drum, Sterile	 1
PC-1-275G-01 	 Process2Clean 1, 275 Gallon Drum, Non-Sterile	 1

Process2Clean 1 Alkaline Detergent Specifications

Characteristic Alkaline

Application Mechanical – CIP/COP Manual w/proper PPE

Liquid Appearance Colorless Clear

Odor Slight Chemical

Specific Gravity 1.35

pH @ 1% Solution (normal) 12.5

Foaming Minimal to none

Storage Recommendation 40°F – 90°F 

Conductivity (1% @ 21°C) 8.3 mS/cm

Phosphate Free Yes

P Content 0.00%

CI2 Content 0.00%

N Content 0.00%

Process2Clean 1 Material Compatibility At Recommended Use Dilutions

Stainless Steel, Glass, Plastics, Enamel, Elastomers

Process2Clean 1 Cleaning Residue Specialties

Proteins, Excipients, Fine chemicals, Silicones, Polymers, Most types of organics, Oils,  
Petrolatum, Ointments, Creams, Waxes, Greases, Emulsions

*All points do not apply to Non-Sterile products

http://sterile.com/product-category/process-cleaning-detergents/process2clean-1/process2clean-1-details/
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Process2Clean 2 Acid Detergent is a phosphoric acid cleaning detergent formulated with 
multiple wetting agents. P2C 2 is VAI’s most effective acid cleaning agent. Ideal for most all 
inorganic soil loads. Routine use of this product reduces corrosion, pitting, and rusting.

Lot Specific Documentation Package
All product is lot traceable and delivered each time with the lot specific certification. 
All lots are traced through the master batch records.

Order Number	 Description	 Qty/Cs
PC-2-1G-01 	 Process2Clean 2, 1 Gallon, Non-Sterile	 4
PC-2-1G-02 	 Process2Clean 2, 1 Gallon, Sterile 	 4
PC-2-5G-01 	 Process2Clean 2, 5 Gallon Drum, Non-Sterile	 1
PC-2-5G-02 	 Process2Clean 2, 5 Gallon Drum, Sterile	 1
PC-2-30G-01	 Process2Clean 2, 30 Gallon Drum, Non-Sterile	 1
PC-2-30G-02	 Process2Clean 2, 30 Gallon Drum, Sterile	 1
PC-2-55G-01 	 Process2Clean 2, 55 Gallon Drum, Non-Sterile	 1
PC-2-55G-02 	 Process2Clean 2, 55 Gallon Drum, Sterile	 1
PC-2-275G-01 	 Process2Clean 2, 275 Gallon Drum, Non-Sterile 	 1

Process2Clean 2 Acid Detergent Specifications

Characteristic Acid

Application Mechanical – CIP/COP Manual w/proper PPE

Liquid Appearance Colorless Clear

Odor Slight Chemical

Specific Gravity 1.27

pH @ 1% Solution (normal) 2.0

Foaming Minimal to none

Storage Recommendation 32°F – 90°F

Conductivity (1% @ 21°C) 9.1 mS/cm

Phosphate Free No

P Content 29.7%

CI2 Content 0.00%

N Content 0.00%

Process2Clean 2 Material Compatibility At Recommended Use Dilutions

Stainless Steel, Glass, Plastics

Process2Clean 2 Cleaning Residue Specialties

Excipients, Fine chemicals, Polymers, Most types of organics, Inorganic salts, Scales, 
Particulate carbon

*All points do not apply to Non-Sterile products 

http://sterile.com/product-category/process-cleaning-detergents/process2clean-2/process2clean-2-details/
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Process2Clean 3 Hydroxyacetic Acid Detergent is a hydroxyacetic acid detergent/
de-scaler formulated with multiple wetting agents. P2C 3 is an environmentally friendly 
cleaner/de-scaler that is extremely effective in removing residues,  including a wide array 
of inorganic soils. Routine use of this product is helpful in removal of free metals and  
reduces corrosion, pitting, and rusting.

Lot Specific Documentation Package
All product is lot traceable and delivered each time with the lot specific certification. 
All lots are traced through the master batch records.

Order Number	 Description	       Qty/Cs
PC-3-1G-01 	               	 Process2Clean 3, 1 Gallon, Non-Sterile 				   4
PC-3-1G-02 	               	 Process2Clean 3, 1 Gallon, Sterile  				    4
PC-3-5G-01 	               	 Process2Clean 3, 5 Gallon Drum, Non-Sterile  			   1
PC-3-5G-02 	               	 Process2Clean 3, 5 Gallon Drum, Sterile 	  		  1
PC-3-30G-01	               	 Process2Clean 3, 30 Gallon Drum, Non-Sterile			   1
PC-3-30G-02	               	 Process2Clean 3, 30 Gallon Drum, Sterile			   1
PC-3-55G-01 	               	 Process2Clean 3, 55 Gallon Drum, Non-Sterile 			   1
PC-3-55G-02 	               	 Process2Clean 3, 55 Gallon Drum, Sterile 	    		  1
PC-3-275G-01 	               	 Process2Clean 3, 275 Gallon Drum, Non-Sterile 			   1

Process2Clean 3 Hydroxyacetic Acid Detergent Specifications

Characteristic Hydroxyacetic Acid

Application Mechanical – CIP/COP Manual w/proper PPE

Liquid Appearance Colorless Clear

Odor Slight Chemical

Specific Gravity 1.12

pH @ 1% Solution (normal) 2.8

Foaming Minimal to none

Storage Recommendation 32°F – 90°F

Conductivity (1% @ 21°C) 1.1 mS/cm

Phosphate Free Yes

P Content 0.00%

CI2 Content 0.00%

N Content 0.00%

Process2Clean 3 Material Compatibility At Recommended Use Dilutions

Stainless Steel, Glass, Plastics, Soft Metals

Process2Clean 3 Cleaning Residue Specialties

Excipients, Fine chemicals, Polymers, Most types of organics, Inorganic salts, Scales,  
Particulate carbon

*All points do not apply to Non-Sterile products 

http://sterile.com/product-category/process-cleaning-detergents/process2clean-3/process2clean-3-details/


www.sterile.com 55

CIP

Process2C
lean (C

IP) C
lean In Place D

etergents

Process2Clean 4 General Purpose  Detergent is a neutral pH general purpose cleaning 
detergent with elevated levels of wetting agents. It can be used as a stand-alone cleaner 
or as an additive to alkaline cleaners in order to enhance their cleaning capabilities. P2C 4 
is extremely effective in cleaning ointments, creams, oils, waxes, greases, emulsions, and 
petrolatum-based products. P2C 4 is ideal for manual cleaning applications. 

Lot Specific Documentation Package
All product is lot traceable and delivered each time with the lot specific certification. 
All lots are traced through the master batch records.

Order Number	 Description	     Qty/Cs
PC-4-1G-01 	               	 Process2Clean 4, 1 Gallon, Non-Sterile 		  		  4
PC-4-1G-02 	               	 Process2Clean 4, 1 Gallon, Sterile 		   		  4
PC-4-5G-01 	               	 Process2Clean 4, 5 Gallon Drum, Non-Sterile 	  		  1
PC-4-5G-02 	               	 Process2Clean 4, 5 Gallon Drum, Sterile 			   1
PC-4-30G-01	               	 Process2Clean 4, 30 Gallon Drum, Non-Sterile			   1
PC-4-30G-02	               	 Process2Clean 4, 30 Gallon Drum, Sterile			   1
PC-4-55G-01 	               	 Process2Clean 4, 55 Gallon Drum, Non-Sterile 			   1
PC-4-55G-02 	               	 Process2Clean 4, 55 Gallon Drum, Sterile 	   		  1
PC-4-275G-01 	               	 Process2Clean 4 , 275 Gallon Drum, Non-Sterile 			   1

Process2Clean 4 General Purpose Detergent Specifications

Characteristic General Purpose Neutral pH

Application Low agitation Manual – soak/spray

Liquid Appearance Yellow

Odor Slight Chemical

Specific Gravity 1.09

pH @ 1% Solution (normal) 8.5

Foaming Moderate to High 

Storage Recommendation 32°F – 90°F

Conductivity (1% @ 21°C) 1.5 mS/cm

Phosphate Free Yes

P Content 0.00%

CI2 Content 0.00%

N Content 0.00%

Process2Clean 4 Material Compatibility At Recommended Use Dilutions

Stainless Steel, Glass, Plastics, Enamel, Elastomers, Soft Metals

Process2Clean 4 Cleaning Residue Specialties

Fine chemicals, Silicones, Polymers, Oils, Petrolatum, Ointments, Creams, Waxes, Greases

*All points do not apply to Non-Sterile products 

http://sterile.com/product-category/process-cleaning-detergents/process2clean-4/process2clean-4-details/
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Process2Clean 5 Neutral pH Cleaning Additive/Detergent is a highly built neutral pH 
cleaning agent that can be used as a stand-alone detergent or as an additive to improve 
the cleaning performance of all VAI cleaning agents.  P2C 5 is versatile enough to be used 
in both high and low energy mechanical equipment (CIP), as well as soak, spray, and manu-
al applications. This product is extremely effective in removing oils, emulsions, ointments, 
waxes, grease and petroleum.

Process2Clean 5 Neutral pH Cleaning Additive/Detergent Specifications

Characteristic Cleaning Additive Neutral pH

Application Mechanical – CIP/COP Manual – soak/spray

Liquid Appearance Pale Yellow

Odor Slight Chemical

Specific Gravity 1.01

pH @ 1% Solution (normal) 8.4

Foaming Low foaming based on application. Cloud point @ 120° F

Storage Recommendation 32°F – 90°F

Conductivity (1% @ 21°C) 0.1 mS/cm

Phosphate Free Yes

P Content 0.00%

CI2 Content 0.00%

N Content 0.00%

Process2Clean 5 Material Compatibility At Recommended Use Dilutions

Stainless Steel, Glass, Plastics, Enamel, Elastomers, Soft Metals

Process2Clean 5 Cleaning Residue Specialties

Excipients, Fine chemicals, Silicones, Polymers, Most types of organics, Oils ,Petrolatum, 
Ointments, Creams, Waxes, Greases

Lot Specific Documentation Package
All product is lot traceable and delivered each time with the lot specific certification. 
All lots are traced through the master batch records.

Order Number	 Description	 Qty/Cs
PC-5-1G-01 	               	 Process2Clean 5, 1 Gallon, 5 Non-Sterile 			   4
PC-5-1G-02 	               	 Process2Clean 5, 1 Gallon, 5 Sterile 				    4
PC-5-5G-01 	               	 Process2Clean 5, 5 Gallon Drum, Non-Sterile 			   1
PC-5-5G-02 	               	 Process2Clean 5, 5 Gallon Drum, Sterile 			   1
PC-5-30G-01	               	 Process2Clean 5, 30 Gallon Drum, Non-Sterile			   1
PC-5-30G-02	               	 Process2Clean 5, 30 Gallon Drum, Sterile			   1
PC-5-55G-01 	               	 Process2Clean 5, 55 Gallon Drum, Non-Sterile 			   1
PC-5-55G-02 	               	 Process2Clean 5, 55 Gallon Drum, Sterile 	   		  1
PC-5-275G-01 	               	 Process2Clean 5, 275 Gallon Drum, Non-Sterile 			   1

http://sterile.com/product-category/process-cleaning-detergents/process2clean-5/process2clean-5-details/
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Process2Clean 6 Chlorinated Alkaline Detergent  is a built chlorinated alkaline cleaning 
detergent with elevated levels of wetting agents. P2C 6 is extremely effective in cleaning 
ointments, creams, oils, waxes, greases and petrolatum-based products. 

Process2Clean 6 Chlorinated Alkaline Detergent Specifications

Characteristic Chlorinated Alkaline

Application Mechanical – CIP/COP Manual w/proper PPE – soak/spray

Liquid Appearance Colorless Clear 

Odor Chlorine

Specific Gravity 1.2

pH @ 1% Solution (normal) 12.6

Foaming Minimal to none

Storage Recommendation 32°F – 80°F

Conductivity (1% @ 21°C) 7.5 mS/cm 

Phosphate Free Yes

P Content 0.00%

CI2 Content <5%

N Content 0.00%

Process2Clean 6 Material Compatibility At Recommended Use Dilutions

Stainless Steel, Glass, Plastics, Enamel, Elastomers

Process2Clean 6 Cleaning Residue Specialties

Proteins, Polymers, Most types of organics, Oils, Creams, Waxes, Greases

Lot Specific Documentation Package
All product is lot traceable and delivered each time with the lot specific certification. 
All lots are traced through the master batch records.

Order Number	 Description	 Qty/Cs
PC-6-1G-01 	 Process2Clean 6, 1 Gallon, Non-Sterile	 4
PC-6-1G-02 	 Process2Clean 6, 1 Gallon, Sterile	 4
PC-6-5G-01 	 Process2Clean 6, 5 Gallon Drum, Non-Sterile 	 1
PC-6-5G-02 	 Process2Clean 6, 5 Gallon Drum, Sterile 	 1
PC-6-30G-01	 Process2Clean 6, 30 Gallon Drum, Non-Sterile	 1
PC-6-30G-02	 Process2Clean 6, 30 Gallon Drum, Sterile	 1
PC-6-55G-01 	 Process2Clean 6, 55 Gallon Drum, Non-Sterile 	 1
PC-6-55G-02 	 Process2Clean 6, 55 Gallon Drum, Sterile	 1
PC-6-275G-01 	 Process2Clean 6, 275 Gallon Drum, Non-Sterile 	 1

http://sterile.com/product-category/process-cleaning-detergents/process2clean-6/process2clean-6-details/
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Critical Ongoing Residue Evaluation 
What is the CORE® Program?

While years have gone by and technology has changed, many GMP firms have not re-evaluated the 
effectiveness of their process cleaning detergents.  At the same time, the industry grows and new 
operations manufacturing new products blossom each day.  In both scenarios, the need for routine 
evaluations to be conducted is essential to achieve overall site optimization.  In the competitive world, 
cleaning down time costs firms enormous amounts of overhead, time, and money.  Normally these 
costs can be dramatically reduced by the use of more efficient and state-of-the-art detergents that 
work specifically against residues in current times.  At the same time, firms also find that combination 
cleaning, not in present scopes, reduce the amount of cleaning time, cleaning chemicals used, and the 
level of personnel required to clean critical surfaces.

The proper selection of optimal detergents can also positively affect: substrate integrity, effluent 
concerns, overall chemical usage, storage, and inventory issues. The CORE (Critical Ongoing Residue 
Evaluation) program is a service offered within the VAI® Laboratories division of VAI.  The focus of the 
division is to provide our clients with a specialized laboratory service that can assist them in performing 
product contact cleaning evaluation studies as an external service.  This department utilizes user 
product residues on Stainless Steel coupons in our unique CORE Analysis Chamber to determine the 
level of cleaning achieved by detergents that are utilized in operations.

The CORE program provides an excellent means to define where present systems are and where they 
want to be in the future.  May it be older operations or a new operation, the CORE program provides 
the requirements necessary to meet both internal requirements and external regulatory expectations 
by providing you, the end user, sound scientific rationale in your detergent selection process. VAI’s 
comprehensive pharma-biotech cleaning program also provides analytical methods of detection 
specific to VAI’s process cleaners as well as compatibility, TOC curves, conductivity curves, toxicological 
reports, and other controlled documents to help support your cleaning validation plans.

CORE

CORE

http://sterile.com/product-category/vai-labs-and-core-labs/


Welcome to CAGE2WASH®

Cage2Wash products have been specifically designed to clean the toughest soils and scale deposits from 
typical animal research facilities.  The adequate removal of bio-waste and bio-burden is critical to protect 
research integrity.  Cage2Wash products rinse freely from surfaces to help maintain optimal integrity 
of the housing, cage accessory components, equipment, and environment. Cage2Wash products are 
effective in automated, manual, soak, and high pressure cleaning applications. Typical soils include urine, 
water scales, animal fats, oils, organics, uric scale, and other related animal by-product residues.

All of VAI’s products are made with Water For Injection and formulated under the highest quality standards 
in Veltek Associate’s, Inc.’s GMP manufacturing facility.  Product packaging ranges from convenient 1 gallon 
containers up to 275 gallon bulk totes. 

Veltek’s comprehensive Lab Animal Research program includes but is not limited to; water analysis, 
program verification (through ATP technology), chemical distribution and proportioning equipment, 
consultative services, routine PM visits, and so much more.  Contact your VAI Sales Representative to learn 
more about our comprehensive LAR program.

62	 CAGE2WASH® 1 - Alkaline Detergent
63	 CAGE2WASH® 2 - Mild Alkaline Detergent
64	 CAGE2WASH® 3 - Acid Based Detergent
65	 CAGE2WASH® 4 - Hydroxyacetic Acid Detergent
66	 CAGE2WASH® 5 - Citric Acid Detergent
67	 CAGE2WASH® N - Alkaline Based Neutralizing Agent
68	 DECON-QUAT® 200V - Veterinary Disinfectant

1-888-4-STERILE 1-888-478-374560
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http://sterile.com/product-category/biomedical-research-detergents/
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Every Cage2Wash product is shipped with a complete lot certification 
and documentation package to ensure product consistency, integrity, 
and traceability. All lots are traced through the master batch records.

Features
•	 Enhanced cleaning properties with free rinsing capabilities
•	 Highly concentrated formula provides low cost per use
•	 Contains chelating agents for hard water tolerance
•	 Contains premium surfactants for excellent wetting ability and 

optimal penetration
•	 Optimal formulation eliminates the need for hazardous organic 

solvents
•	 Phosphate free formulas are ecologically safe
•	 Low and non-foaming formulas are ideal for optimal automated 

cleaning
•	 Complete solubility
•	 Biodegradable
•	 Available in 1, 5, 30, 55, and 275 gallon containers.
•	 Recycling options offered for 30, 55, and 275 gallon containers

Other Technical Data Available Upon Request
•    Sample Lot Specific Certification
•    Technical Product PDF File
•    Material Safety Data Sheet
•    Compatibility Reports

Lot Specific Documentation Package
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Lot Specific Documentation Package
All product is lot traceable and delivered each time with the lot specific certification.  
All lots are traced through the master batch records.

Cage2Wash 1 Alkaline Detergent is a highly built alkaline cleaning agent designed 
specifically for Lab Animal Research Facilities. Cage2Wash 1 is VAI’s most effective 
broad spectrum cleaning agent. It is formulated with potassium hydroxide, surfactants, 
chelating agents, and other critically essential cleaning ingredients. 

Cage2Wash 1 Alkaline Detergent Specifications

Characteristic Alkaline

Detergency Excellent

Application Mechanical, soak, and manual

Liquid Appearance Colorless Clear 

Odor Slight Chemical

Specific Gravity 1.35 

pH @ 1% Solution (normal) 12.5

Foaming Minimal to none

Storage Recommendation 32°F – 90°F

Conductivity (1% @ 21°C) 12.2 mS/cm 

Phosphate Free Yes

P Content 0.00%

N Content 0.00%

Use dilution .2% to 2% Dependent upon soil load to be cleaned

Cage2Wash 1 Material Compatibility At Recommended Use Dilutions

Stainless Steel, Glass, Polycarbonate, Polysulfone, Polyetherimide, Plexiglass, Galvanized 
Steel, Soft Metals

Cage2Wash 1 Cleaning Residue Specialties

Proteins, Oils, Animal Fats, Most types of organics

Cage2Wash 1 Application Guide

C&R Washer, Soak, Manual, Tunnel Washer, Hi-Pressure

Order Number	 Description	 Qty/Cs
C-1-1G-01	              	 Cage2Wash 1, 1 Gallon, Non-Sterile 			   4
C-1-5G-01	               	 Cage2Wash 1, 5 Gallon Drum, Non-Sterile 		  1
C-1-30G-01	               	 Cage2Wash 1, 30 Gallon Drum, Non-Sterile 	  	 1
C-1-55G-01 	               	 Cage2Wash 1, 55 Gallon Drum, Non-Sterile 		  1
C-1-275G-01 	              	 Cage2Wash 1, 275 Gallon Drum, Non-Sterile 		  1

http://sterile.com/product-category/biomedical-research-detergents/cage2wash-1/cage2wash-1-details/
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Lot Specific Documentation Package
All product is lot traceable and delivered each time with the lot specific certification.  
All lots are traced through the master batch records.

Cage2Wash 2 Mild Alkaline Detergent is an enhanced alkaline cleaning agent.  It is 
formulated with a premium surfactant system, chelating agents, and other critically 
essential cleaning ingredients. The high levels of chelating agent make this product an 
ideal detergent in all water conditions. 

Cage2Wash 2 Mild Alkaline Detergent Specifications

Characteristic Mildly Alkaline

Detergency Excellent

Application Mechanical, soak, and manual

Liquid Appearance Amber Clear 

Odor Slight Chemical

Specific Gravity 1.10 

pH @ 1% Solution (normal) 10.9

Foaming Minimal to none

Storage Recommendation 32°F – 90°F

Conductivity (1% @ 21°C) 0.91 mS/cm 

Phosphate Free Yes

P Content 0.00%

N Content 0.00%

Use dilution .2% to 2% Dependent upon soil load to be cleaned

Cage2Wash 2 Material Compatibility At Recommended Use Dilutions

Stainless Steel, Glass, Polycarbonate, Polysulfone, Polyetherimide, Plexiglass,  
Aluminum, Galvanized Steel, Soft Metals

Cage2Wash 2 Cleaning Residue Specialties

Proteins, Oils, Animal Fats, Most types of organics

Cage2Wash 2 Application Guide

C&R Washer, Soak, Manual, Tunnel Washer, Hi-Pressure, Green

Order Number	 Description	 Qty/Cs
C-2-1G-01	              	 Cage2Wash 2, 1 Gallon, Non-Sterile 			   4
C-2-5G-01	               	 Cage2Wash 2, 5 Gallon Drum, Non-Sterile 		  1
C-2-30G-01	               	 Cage2Wash 2, 30 Gallon Drum, Non-Sterile 		  1
C-2-55G-01 	               	 Cage2Wash 2, 55 Gallon Drum, Non-Sterile 		  1
C-2-275G-01 	              	 Cage2Wash 2, 275 Gallon Drum, Non-Sterile 		  1

http://sterile.com/product-category/biomedical-research-detergents/cage2wash-2/cage2wash-2-details/
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Lot Specific Documentation Package
All product is lot traceable and delivered each time with the lot specific certification. 
All lots are traced through the master batch records.

Cage2Wash 3 Acid Based Detergent is a phosphoric acid cleaning agent designed 
specifically for Lab Animal Facilities. Routine use of this product reduces corrosion,  
pitting, and rusting.  

Cage2Wash 3 Acid Based Detergent Specifications 

Characteristic Phosphoric Acid

Detergency Excellent

Application Mechanical and soak

Liquid Appearance Colorless Clear 

Odor Slight Chemical

Specific Gravity 1.27

pH @ 1% Solution (normal) 2.0

Foaming Minimal to none

Storage Recommendation 32°F – 90°F

Conductivity (1% @ 21°C) 7.9 mS/cm 

Phosphate Free No

P Content 29.7%

N Content 0.00%

Use dilution .2% to 2% Dependent upon soil load to be cleaned

Cage2Wash 3 Material Compatibility At Recommended Use Dilutions

Stainless Steel, Glass, Polycarbonate, Polysulfone, Polyetherimide, Plexiglass, Aluminum

Cage2Wash 3 Cleaning Residue Specialties

Water Scales, Urine Scales, Inorganic salts

Cage2Wash 3 Application Guide

C&R Washer, Soak

Order Number	 Description	 Qty/Cs
C-3-1G-01	 Cage2Wash 3, 1 Gallon, Non-Sterile 			 4
C-3-5G-01	 Cage2Wash 3, 5 Gallon Drum, Non-Sterile 		 1
C-3-30G-01	 Cage2Wash 3, 30 Gallon Drum, Non-Sterile 		 1
C-3-55G-01 	 Cage2Wash 3, 55 Gallon Drum, Non-Sterile 		 1
C-3-275G-01 	 Cage2Wash 3, 275 Gallon Drum, Non-Sterile 		 1

http://sterile.com/product-category/biomedical-research-detergents/cage2wash-3/cage2wash-3-details/
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Lot Specific Documentation Package
All product is lot traceable and delivered each time with the lot specific certification.  
All lots are traced through the master batch records.

Cage2Wash 4 Hydroxyacetic Acid Detergent is a hydroxyacetic acid cleaner/de-scaler  
cleaning agent designed specifically for Lab Animal Research Facilities. Routine use 
of this product is helpful in removal of free metals and reduces corrosion, pitting, and 
rusting.  

Cage2Wash 4 Hydroxyacetic Acid Detergent Specifications

Characteristic Hydroxyacetic Acid

Detergency Excellent

Application Mechanical and soak

Liquid Appearance Pale Yellow

Odor Slight Chemical

Specific Gravity 1.15

pH @ 1% Solution (normal) 2.8

Foaming Minimal to none

Storage Recommendation 32°F – 90°F

Conductivity (1% @ 21°C) 1.12 mS/cm 

Phosphate Free Yes

P Content 0.00%

N Content 0.00%

Use dilution .2% to 2%  Dependent upon soil load to be cleaned

Cage2Wash 4 Material Compatibility At Recommended Use Dilutions

Stainless Steel, Glass, Polycarbonate, Polysulfone, Polyetherimide, Plexiglass,  
Aluminum

Cage2Wash 4 Cleaning Residue Specialties

Water Scales, Urine Scales, Inorganic salts

Cage2Wash 4 Application Guide

C&R Washer, Soak

Order Number	 Description	 Qty/Cs
C-4-1G-01	              	 Cage2Wash 4, 1 Gallon, Non-Sterile 			   4
C-4-5G-01	               	 Cage2Wash 4, 5 Gallon Drum, Non-Sterile 		  1
C-4-30G-01	               	 Cage2Wash 4, 30 Gallon Drum, Non-Sterile 	  	 1
C-4-55G-01 	               	 Cage2Wash 4, 55 Gallon Drum, Non-Sterile 		  1
C-4-275G-01 	              	 Cage2Wash 4, 275 Gallon Drum, Non-Sterile 		  1

http://sterile.com/product-category/biomedical-research-detergents/cage2wash-4/cage2wash-4-details/
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Lot Specific Documentation Package
All product is lot traceable and delivered each time with the lot specific certification. 
All lots are traced through the master batch records.

Cage2Wash 5 Citric Acid Detergent/De-Scaler is a highly built citric acid cleaner/ 
de-scaling agent. It is formulated with citric acid, with a unique dual surfactic system  
cleaning agent, chelating agents, and other critically essential cleaning ingredients. It  
is an excellent choice for use in tunnel wash; cage and rack wash machines to control  
elevated water hardness; and pre-cleaning of animal cages. It may be used in all water  
conditions and is highly effective in the removal of tough uric stone build-up.

Cage2Wash 5 Citric Acid Descaler/Detergent Specifications

Characteristic Citric Acid Cleaner/De-Scaler

Detergency Excellent

Application Mechanical, spray, manual, and soak

Liquid Appearance Yellow

Odor Slight Chemical

Specific Gravity 1.16

pH @ 1% Solution (normal) 2.95

Foaming Minimal

Storage Recommendation 32°F – 90°F

Conductivity (1% @ 21°C) 0.85 mS/cm 

Phosphate Free Yes

P Content 0.00%

N Content 0.00%

Use dilution .2% to 5% Dependent upon soil load to be cleaned

Cage2Wash 5 Material Compatibility At Recommended Use Dilutions

Stainless Steel, Glass, Polycarbonate, Polysulfone, Polyetherimide, Plexiglass, Aluminum, 
Galvanized Steel, Soft Metals

Cage2Wash 5 Cleaning Residue Specialties

Animal Fats, Most types of organics, Water Scales, Urine Scales, Inorganic salts

Cage2Wash 5 Application Guide

C&R Washer, Soak, Manual, Tunnel Washer, Hi-Pressure

Order Number	 Description	 Qty/Cs
C-5-1G-01	 Cage2Wash 5, 1 Gallon, Non-Sterile 			 4
C-5-5G-01	 Cage2Wash 5, 5 Gallon Drum, Non-Sterile 		 1
C-5-30G-01	 Cage2Wash 5, 30 Gallon Drum, Non-Sterile 	 1
C-5-55G-01 	 Cage2Wash 5, 55 Gallon Drum, Non-Sterile 		 1
C-5-275G-01 	 Cage2Wash 5, 275 Gallon Drum, Non-Sterile 		 1

http://sterile.com/product-category/biomedical-research-detergents/cage2wash-5/cage2wash-5-details/
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Lot Specific Documentation Package
All product is lot traceable and delivered each time with the lot specific certification.  
All lots are traced through the master batch records.

Cage2Wash N Alkaline Based Neutralizer is used to adjust solution pH. It is used to 
neutralize acidic solutions and allow for permissible effluent compliance where local 
municipal pH ranges are established.  

Cage2Wash N Alkaline Based Neutralizer Specifications

Characteristic Alkaline Based Neutralizing Agent

Detergency Low-Moderate

Application Effluent treatment

Liquid Appearance Clear to Opaque 

Odor Odorless 

Specific Gravity 1.53

pH @ 1% Solution (normal) 13.7

Foaming None

Storage Recommendation 32°F – 90°F

Conductivity (1% @ 21°C) -

Phosphate Free Yes

P Content 0.00%

N Content 0.00%

Use dilution Conditional on the pH desired

Cage2Wash N Cleaning Residue Specialties

Proteins, Oils, Animal Fats, Most types of organics

Cage2Wash N Application Guide

Effulent pH Balancing

Order Number	 Description	 Qty/Cs
C-N-1G-01	              	 Cage2Wash N, 1 Gallon, Non-Sterile 			   4
C-N-5G-01	               	 Cage2Wash N, 5 Gallon Drum, Non-Sterile 		  1
C-N-30G-01	               	 Cage2Wash N, 30 Gallon Drum, Non-Sterile 	  	 1
C-N-55G-01 	               	 Cage2Wash N, 55 Gallon Drum, Non-Sterile 		  1
C-N-275G-01 	              	 Cage2Wash N, 275 Gallon Drum, Non-Sterile 		  1

http://sterile.com/product-category/biomedical-research-detergents/cage2wash-n/cage2wash-n-details/
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Lot Specific Documentation Package
All product is lot traceable and delivered each time with the lot specific certification. 
All lots are traced through the master batch records.

DECON-QUAT 200V is an EPA registered disinfectant, virucide, and fungicide that is prov-
en to be effective against a wide array of organisms when used as directed. The verified 
results provide an added level of quality assurance to your overall cleaning and disinfec-
tion program.  DECON-QUAT 200V is manufactured and tested from beginning to end in 
an EPA registered manufacturing facility, and meets the highest standards in manufac-
turing and processing. This assures the highest level of quality and integrity of the final 
product. Lot specific analysis is available and the product is fully traceable.

Disinfectant - Virucide - Sanitizer - Germicidal Detergent - Deodorant - Fungicide

DECON-QUAT 200V is a neutral 5th generation pH quaternary ammonium solution. It is 
non-corrosive to most all substrates at recommended use dilution. Pitting and corrosion 
is often the result of other aggressive decontamination agents. That corrosion may lead 
to harborage of organisms that may adversely affect your overall cleaning program.  

The highly concentrated formula has a very low cost per use. Actual use dilution is de-
pendent upon the decontamination requirements of the specific organisms present. For 
example, efficacy can be achieved as low as 660 ppm or 1/2 ounce per gallon of water for 
most broad spectrum claims, animal virucidal claims, and fungicidal claims. Two ounces 
per gallon of water is required for Parvo virus and Rabies claims.

DECON-QUAT 200V can be used in the life science and research and development indus-
tries as well as the following applications: veterinary, dairy, equine, poultry plants, poul-
try/turkey farms, hospitals, nursing homes, restaurants, food handling, food processing, 
households, hotels, motels, food service, commercial, institutional, and industrial use.  

DECON-QUAT 200V Nuetreal pH Quaternary Ammonium Disinfectant/Cleaner

Liquid Appearance Clear to Opaque 

Specific Gravity 1.01

pH @ 1% Solution (normal) 6.0 to 8.0

Foaming Moderate

Rinsing Excellent

Viscosity @ 25°C >100 (13.6 mm 2/s)

Order Number	 Description	 Qty/Cs
DQ200V-1G-01	 DECON-QUAT 200V, 1 Gallon, Non-Sterile		 4
DQ200V-5G-01	 DECON-QUAT 200V, 5 Gallon Drum, Non-Sterile		 1
DQ200V-30G-01	 DECON-QUAT 200V, 30 Gallon Drum, Non-Sterile 	 1
DQ200V-55G-01 	 DECON-QUAT 200V, 55 Gallon Drum, Non-Sterile	 1

DECON-QUAT® 200V
Veterinary Quaternary Ammonium Solution

http://sterile.com/product-category/biomedical-research-detergents/decon-quat-200v/decon-quat-200v-details/
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Welcome to ECMD
Environmental Control Monitoring Division

70-71	 SMA Atrium®
72	 SMA® Remote Atrium
73-74	 SMA OneTouch ICS®
75	 SMA MicroPortable™ Air Samplers
76	 SMA® Compressed Air/Gas Sampler
77	 SMA® Compressed Air/Gas Atriums

78	 SMA® Digital Display Control Centers (DDC)
79	 SMA® DDC For Isolators 
80 	 SMA OneTouch™ Control Panels
80	 SMA® Tubing
81	 H-Y Tumble Drum™

VAI’s Environmental Control Monitoring Division (ECMD) addresses the needs of the pharmaceutical, biotechnology, 
semiconductor, and electronics industries with a complete range of Environmental Monitoring Equipment. 

VAI’s Viable Air Monitoring Equipment is designed to sample a quantifiable amount of air for viable contamination 
using our patented Sterilizable Microbial Atrium (SMA®) and a standard media plate. A SMA Atrium® is a 316L 
Stainless Steel capture device that is connected to a controlled vacuum source, such as the SMA OneTouch® ICS.  
Air is directed from the environment to impact onto a media plate contained inside of the Atrium.  The media plate 
is then incubated and tested to determine the number of viable organisms per cubic foot or liter of air.  The SMA 
Atrium is compatible with the following equipment:

• 	 SMA OneTouch® ICS – Computerized air monitoring system featuring a touchscreen interface

• 	 SMA MicroPortable® Air Sampler – Battery powered, lightweight, and portable air monitoring system

• 	 SMA® Compressed Air/Gas Sampler – Battery powered sampler for compressed air and gas

• 	 SMA OneTouch® Command Systems – Features SMA® Digital Display Control Centers (DDC) and SMA 
OneTouch®  Control Panels

The SMA OneTouch ICS and SMA OneTouch Command Systems are available in Isolator configurations which allow 
you to manage different aspects of the sample cycle from within a controlled environment while locating the flow 
center and vacuum pump in a non-controlled environment.

ECMD also offers the H-Y Tumble Drum®.  The purpose of the H-Y Tumble Drum is to test garments, wipers, gloves, 
and other cleanroom ready products to determine the amount of particulates and shedding. The H-Y Tumble Drum 
provides effective measurement of quality levels to ensure facilities are meeting the required standards.

http://sterile.com/product-category/environmental-monitoring/
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SMA Atrium® 
SMA Atriums® are stainless steel collection devices that connect to the SMA OneTouch® 
Integrated Command System (ICS), SMA® Digital Display Control Center (DDC), or SMA 
MicroPortable® Air Sampler.  When partnered with one of these viable monitoring 
instruments the SMA Atriums direct air from the environment to impact onto a media plate.  
The media plate is then evaluated to determine the amount of viable contamination in the 
environment.

SMA Atriums are the preferred test method of pharmaceutical, biotechnology, 
semiconductor, and electronics organizations around the world for determining the level 
of viable contamination in their facilities. 

SMA Atriums are available in multiple configurations, including a wall mountable 
configuration with a specifically designed bracket and Atrium base. The SMA Atrium 
Easy Grip top has a concave edge designed to make the Atrium easy to handle.

Features and Benefits
• Easily connected to SMA Viable Monitoring Equipment
• Constructed of 316L Stainless Steel
• Completely sterilized by steam, heat, or ethylene oxide (ETO)
• Used with standard media plates (90 or 100 mm) with 18, 25, or 32 mL fill levels
• Available with 1/4 or 1/2 inch sieve diameters
• Requires a vacuum source to operate
• Operate at an air flow of 1 CFM  (28.3 LPM)
• Compact size allows the SMA Atriums to be located near critical filling processes where

space is limited
• Non-turbulent design causes no disruption in unidirectional air flow, which allows

placement in the most critical areas (e.g. RABS)
• Concave, easy to grip design

Selecting an SMA Atrium
It is critical to determine the desired sample time and plate exposure period. Extended 
periods of active sampling can cause desiccation and dehydration of the media plate, 
resulting in poor or no growth of microorganisms that may have been present in the air 
sample.  The SMA Atrium allows for continuous, active sampling for up to 3 hours (or more), 
depending on the media plate fill level and selected Atrium top.

Use the following table to determine the correct SMA Atrium for your facility.  

Exposure 
Time*

Plate Fill 
Level

Sieve  
Diameter

Air Flow Assembly

50  Minutes 18 mL 1/2 inch 1 CFM SMA-EG-18-1/2

90 Minutes 25 mL 1/2 inch 1 CFM SMA-EG-25-1/2

180 Minutes 32 mL 1/2 inch 1 CFM SMA-EG-32-1/2

50 Minutes 18 mL 1/4 inch 1 CFM SMA-EG-18-1/4

90 Minutes 25 mL 1/4 inch 1 CFM SMA-EG-25-1/4

120 Minutes 32 mL 1/4 inch 1 CFM SMA-EG-32-1/4

Sieve diameter is the size of the holes in the top of the Atrium.  The sieve 
diameter affects the velocity of the air flow into the media plate.  VAI offers 1/4 
and 1/2 inch sieve diameters. The smaller, 1/4 inch, sieve diameter increases the 
speed at which the media plate desiccates.  The larger, 1/2 inch, sieve diameter 
allows for a longer sampling period and offers the capacity of implementing a 
more continuous monitoring effort.

* Exposure time is based on VAI’s internal validation studies (available upon
request) as well as customer based validation efforts.

Identification 
grooves underneath 

the Atrium Top

http://sterile.com/product-category/environmental-monitoring/sma-atriums/sma-atriums-details/


www.sterile.com 71

ECMD

Environm
ental C

ontrol M
onitoring D

ivision

SMA Atrium® Ordering Information
Complete Assemblies
Order Number Description

SMA-EG-18-1/2 SMA Atrium Assembly with Easy Grip top and 1/2'' diameter sieves for use with 18 mL filled media plates

SMA-EG-25-1/2 SMA Atrium Assembly with Easy Grip top and 1/2’’ diameter sieves for use with 25 mL filled media plates

SMA-EG-32-1/2 SMA Atrium Assembly with Easy Grip top and 1/2’’ diameter sieves for use with 32 mL filled media plates  

SMA-EG-18-1/4 SMA Atrium Assembly with Easy Grip top and 1/4’’ diameter sieves for use with 18 mL filled media plates  

SMA-EG-25-1/4 SMA Atrium Assembly with Easy Grip top and 1/4’’ diameter sieves for use with 25 mL filled media plates

SMA-EG-32-1/4 SMA Atrium Assembly with Easy Grip top and 1/4’’ diameter sieves for use with 32 mL filled media plates

SMA-EG-18-1/2-WATR* SMA Wall Atrium Assembly with Easy Grip top and 1/2’’ diameter sieves for use with 18 mL filled media plates 

SMA-EG-25-1/2-WATR* SMA Wall Atrium Assembly with Easy Grip top and 1/2’’ diameter sieves for use with 25 mL filled media plates

SMA-EG-32-1/2-WATR* SMA Wall Atrium Assembly with Easy Grip top and 1/2’’ diameter sieves for use with 32 mL filled media plates

SMA-EG-18-1/4-WATR* SMA Wall Atrium Assembly with Easy Grip top and 1/4’’ diameter sieves for use with 18 mL filled media plates

SMA-EG-25-1/4-WATR* SMA Wall Atrium Assembly with Easy Grip top and 1/4’’ diameter sieves for use with 25 mL filled media plates

SMA-EG-32-1/4-WATR* SMA Wall Atrium Assembly with Easy Grip top and 1/4’’ diameter sieves for use with 32 mL filled media plates

SMA-EG-25-D50 SMA D50 Atrium Assembly with Easy Grip top and .015’’ diameter sieves for use with 25 mL filled media 
plates. Designed for higher impaction and smaller particle size collection, D50 value.  

SMA-EG-32-1/2-BO SMA Atrium Assembly with Easy Grip top and 1/2’’ diameter sieves for use with 32 mL filled media plates.  
Vacuum connection centrally located on the bottom of the base.

SMA-EG-32-1/2-LO SMA Atrium Assembly with Easy Grip top and 1/2’’ diameter sieves for use with 32 mL filled media plates.  
Limiting vacuum connection located on the side of the base.

SMA-EG-32-1/2-LO-BO SMA Atrium Assembly with Easy Grip top and 1/2’’ diameter sieves for use with 32 mL filled media plates.  
Limiting vacuum connection centrally located on the bottom of the base.

Bottom/Base Only 
Order Number Description

SMA-316-B-SNTRY150 SMA Atrium Bottom/Base Only, 316L Stainless Steel, Vacuum connection centrally located on the bottom of 
the base, Includes an integrated 1½” sanitary flange fitting.

SMA-316-B-SNTRY75 SMA Atrium Bottom/Base Only, 316L Stainless Steel, Vacuum connection centrally located on the bottom of 
the base, Includes an integrated .75” sanitary flange fitting.

SMA-316-B-SNTRY-D15 SMA Atrium Bottom/Base Only, 316L Stainless Steel, Vacuum connection centrally located on the bottom of 
the base, Includes an integrated metric (DIN15) sanitary flange fitting.

Accessories 
Order Number Description

SMA-WALLATR SMA Atrium Wall Bracket, Wall Mountable, Removable, Includes Quick Disconnect fitting and mate, Valve 
seals automatically when disconnected, 316L Stainless Steel

SMA-316-ORIFICE-STD Non-limiting vacuum connection for use with the base SMA-316-BOTTOM and 1/4” ID flexible tubing

SMA-LID SMA Atrium Cover, 316L Stainless Steel, Not to be used with Remote Atriums

Tops Only 
Order Number Description

SMA-EG-T-18-1/2 SMA Atrium Top with Easy Grip feature and 1/2’’ diameter sieves for use with 18 mL filled media plates

SMA-EG-T-25-1/2 SMA Atrium Top with Easy Grip feature and 1/2’’ diameter sieves for use with 25 mL filled media plates

SMA-EG-T-32-1/2 SMA Atrium Top with Easy Grip feature and 1/2’’ diameter sieves for use with 32 mL filled media plates

SMA-EG-T-18-1/4 SMA Atrium Top with Easy Grip feature and 1/4’’ diameter sieves for use with 18 mL filled media plates

SMA-EG-T-25-1/4 SMA Atrium Top with Easy Grip feature and 1/4’’ diameter sieves for use with 25 mL filled media plates

SMA-EG-T-32-1/4 SMA Atrium Top with Easy Grip feature and 1/4’’ diameter sieves for use with 32 mL filled media plates

*Base is drilled and tapped for the wall bracket which is sold separately (SMA-WALLATR)



1-888-4-STERILE 1-888-478-374572

ECMD

En
vi

ro
nm

en
ta

l C
on

tro
l M

on
ito

rin
g 

D
iv

is
io

n

SMA® Remote Atrium 
SMA® Remote Atriums are designed to sample in places where the use of the standard SMA 
Atrium® is either impractical due to size and space limitations, or the actual procedure of replac-
ing the media plate would interfere with the manufacturing process.  The SMA Remote Atrium 
extension tube attaches to ¼ inch Hytrel® tubing.

SMA Remote Atriums can be used with VAI’s Isokinetic Probe which provides a secure attachment 
point near the point of sample and improves air flow efficiency.  The Isokinetic Probe and tubing 
can be located near critical filling processes where space is limited.

Features and Benefits
•   Easily connected to SMA Viable Monitoring Equipment
•   Constructed of 316L stainless steel
•   Completely sterilized by steam, heat, or ethylene oxide (ETO)
•   Used with standard media plates (90 or 100 mm) with 18, 25, or 32 mL fill levels
•   Requires a vacuum source to operate
•   Operate at an air flow of 1 CFM (28.3 LPM)

Complete Assemblies
Order Number Description

SMA-316-RE-18 SMA Remote Atrium, 316L Stainless Steel, Use With 18 mL Filled Media Plates 
(Complete Assembly)

SMA-316-RE-25 SMA Remote Atrium, 316L Stainless Steel, Use With 25 mL Filled Media Plates 
(Complete Assembly)

SMA-316-RE-32 SMA Remote Atrium, 316L Stainless Steel, Use With 32 mL Filled Media Plates
(Complete Assembly)

Accessories
Order Number Description

SMA-ISO-PROBE-1/4 Isokinetic Probe, 316L Stainless Steel, With 1/4” Hose Connection

Top Only
Order Number Description

SMA-316-RE-TO-18 SMA Remote Atrium, 316L Stainless Steel, Use With 18 mL Filled Media Plates (Top Only)

SMA-316-RE-TO-25 SMA Remote Atrium, 316L Stainless Steel, Use With 25 mL Filled Media Plates (Top Only)

SMA-316-RE-TO-32 SMA Remote Atrium, 316L Stainless Steel, Use With 32 mL Filled Media Plates (Top Only)

http://sterile.com/product-category/environmental-monitoring/sma-atriums/sma-atriums-details/
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SMA OneTouch® ICS 
The SMA OneTouch® Integrated Control System (ICS) is a 
computerized, automated viable air monitoring system that 
controls calibrated, precise air sampling through individual 
or multiple SMA Atriums®.  SMA Atriums are stainless steel 
collection devices that direct air from the environment to 
impact onto a media plate.  The media plate is then evaluated to 
determine the amount of viable contamination in the air sample.

The SMA OneTouch ICS strictly regulates the air flow rate 
throughout a sample cycle.  The system automatically alarms 
the operator visually and audibly if the sample becomes 
compromised or is aborted.  In addition, the SMA OneTouch ICS 
continuously monitors the air flow rate while sampling and will 
alert the operator if the flow rate deviates from the established  
1 Cubic Feet per Minute (CFM) flow rate.

The SMA OneTouch ICS has a touchscreen interface that incorporates facility floor plans and 
SMA Atrium locations for sample monitoring.  User accounts have access levels which limit 
their access to specific functionality.

VAI also offers the SMA OneTouch ICS for Isolators.  This SMA OneTouch ICS configuration 
includes all the aforementioned benefits and provides secure sampling inside the isolator 
environment.

Product Uses
• Program, start, abort, and monitor all sampling through integrated SMA Atriums
• Monitors all sample parameters (e.g. sample volume, sample duration, and vacuum pump

status)
• Provides visual indication of all activity throughout the sampling process
• Immediate audible and visual alarms will sound if the sample is compromised or aborted

Features and Benefits
• Installation requires minimal tubing and wiring which simplifies installation into new and

existing facilities
• Integrated with existing facility monitoring and data collection systems using industry

standard networking
• Provides system-wide viable monitoring capabilities from a single interface
• Remotely monitored using a variety of handheld, tablet, and computer-based devices

SMA OneTouch ICS Components
The SMA OneTouch ICS comes as a complete assembly that includes: Interface, Flow Center, 
Controller, and  Vacuum components (if ordering SMA OneTouch ICS for isolators, an Isolator 
Flow Center).

The SMA OneTouch ICS Interface is a touch screen that is used to monitor and control the 
SMA OneTouch ICS and all integrated SMA Atriums.

The SMA OneTouch ICS Controller is a computerized system which incorporates a 
Programmable Logic Controller (PLC) and powers the Interface and Flow Center.  It 
automates all system monitoring, sampling, and alarming functions.

The SMA OneTouch ICS Flow Center contains a series of high accuracy mass-flow controllers 
(1.0 CFM ± 2%) that automatically regulate the air flow on each sampling line.  

VAI offers on-site calibration and repair services. Please contact us for details. 

http://sterile.com/product-category/environmental-monitoring/sma-onetouch-ics/sma-onetouch-ics-details/
http://sterile.com/resources/?type=videos
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SMA OneTouch® ICS

Order Number		 Description			

SMA-ICS-1-A		 SMA OneTouch ICS, 1 Sampling Location, 6.5” Interface, Complete Assembly 
SMA-ICS-1I-A		 SMA OneTouch ICS for Isolators, 1 Sampling Location, 6.5” Interface, Complete Assembly 
SMA-ICS-2-A		 SMA OneTouch ICS, 2 Sampling Locations, 6.5” Interface, Complete Assembly
SMA-ICS-2I-A		 SMA OneTouch ICS for Isolators, 2 Sampling Locations, 6.5” Interface, Complete Assembly 
SMA-ICS-4-A		 SMA OneTouch ICS, 4 Sampling Locations, 10” Interface, Complete Assembly
SMA-ICS-4I-A		 SMA OneTouch ICS for Isolators, 4 Sampling Locations, 10” Interface, Complete Assembly
SMA-ICS-6-A		 SMA OneTouch ICS, 6 Sampling Locations, 10” Interface, Complete Assembly
SMA-ICS-6I-A		 SMA OneTouch ICS for Isolators, 6 Sampling Locations, 10” Interface, Complete Assembly
SMA-ICS-8-A		 SMA OneTouch ICS, 8 Sampling Locations, 15” Interface, Complete Assembly
SMA-ICS-8I-A		 SMA OneTouch ICS for Isolators, 8 Sampling Locations, 15” Interface, Complete Assembly
SMA-ICS-10-A		 SMA OneTouch ICS, 10 Sampling Locations, 15” Interface, Complete Assembly
SMA-ICS-10I-A		 SMA OneTouch ICS for Isolators, 10 Sampling Locations, 15”Interface, Complete Assembly

*Available in local voltage requirements

SMA OneTouch ICS Ordering Information
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SMA MicroPortable® Air Samplers

SMA MicroPortable® Air Samplers are used for the automated collection of 
microorganisms in the air.  These viable air samplers are battery powered, compact, and 
lightweight which allows them to be easily moved to desired air sampling points.  They 
also make it easy to start and cancel a sample cycle. 

SMA MicroPortable Air Samplers incorporate the same multi-orifice sampling methods as 
the standard SMA Atrium which allows continuous viable air sampling.  Furthermore, they 
allow you to program, save, recall, and view two sample volume amounts and view air flow 
in Cubic Feet per Minute (CFM) or Liters Per Minute (LPM).

Product Uses
•  Program, save, recall, and view two sample volume amounts
•  Start and cancel a sample cycle
•  Provide visual notification
	 -  When the sample cycle is in progress
	 -  Which preset sample volume is selected
	 -  Which air flow rate is selected, 1 CFM or 5 CFM
	 -  When the battery requires charging
•  Provide audible and visual alarms when the sample cycle is complete

Features and Benefits
•  Constructed with 316L Stainless Steel
•  Disinfected using select VAI products
•  SMA Atriums can be completely sterilized by steam, heat, or ethylene oxide (ETO)
•  Battery powered and can operate for 8 hours before requiring a 45 minute recharge
•  Meets North American (ETL) and European Community (CE) safety standards
•  Includes a battery, battery charger, cover, SMA Atrium top (1/4” 25 mL), and lid

VAI offers on-site calibration and repair services.  Please contact us for details.

SMA-P300-03

Order Number	 Description				          
SMA-P201-03	 SMA MicroPortable Air Sampler, 316L Stainless Steel Housing, 1 and 5 CFM Selectable Flow Rates

SMA-P191-03	 SMA MicroPortable Air Sampler (Lightweight Version), Delrin® Top & Bottom, 1 and 5 CFM Selectable Flow Rates

SMA-P300-03	 SMA MicroPortable Air Sampler ( “Explosion Proof” Version), 316L Stainless Steel Housing, 1 and 5 CFM  
	 Selectable Flow Rates, For Use In Hazardous Environments

SMA-PXXX-BATTERY	 Additional NiMH Battery For SMA-P191, SMA-P201, and SMA-P300 SMA MicroPortable Air Samplers

SMA-PXXX-BC-01	 Additional Battery Charger For SMA-P191, SMA-P201, and SMA-P300 SMA MicroPortable Air Samplers  
	 (North America Only)

SMA-PXXX-BC-02	 Additional Battery Charger for SMA-P191, SMA-P201, and SMA-P300 SMA MicroPortable Air Samplers  
	 (International)

SMA-HARDCASE	 Air Transport Association (ATA) Style Transportation Case for SMA MicroPortable Air Samplers

SMA-PXXX-CALKIT	 Calibration Kit For SMA MicroPortable Air Samplers

SMA-P191-03

http://sterile.com/product-category/environmental-monitoring/sma-microportable-air-sampler/sma-microportable-air-sampler-details/
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The SMA® Compressed Air/Gas Sampler is used for the automated collection of microorganisms 
in compressed air and gas lines.  It monitors and regulates air flow, has a programmable timer, 
and can sample compressed air/gas lines up to 100 psi at 1 Cubic Feet per Minute (CFM). The 
instrument can sample compressed air, nitrogen, carbon dioxide, and argon.  Contact VAI before 
sampling any other gases (e.g. oxygen).

The SMA Compressed Air/Gas Sampler incorporates the same multi-orifice sampling methods 
as the standard SMA Atrium that allows continuous monitoring of compressed air/gas lines. The 
instrument has a safety mechanism that releases pressure when incoming gas pressure exceeds 
100 psi.  Furthermore, it allows you to view air flow in CFM or Liters Per Minute (LPM).

Product Uses
• Program and view a sample time
• Start and cancel a sample cycle
• Monitor and control air flow
• Release pressure before opening the sampling head
• Provide visual notification when the

-Sample cycle is in progress
-Sampling head is under pressure
-Sample complete audible alarm is enabled
-Battery requires charging

• Provide audible and visual alarms when
-The sample cycle is complete
-There is a 1 CFM error during a sample cycle

Features and Benefits
• Sampling head and hose can be completely sterilized by steam, heat, or ethylene oxide (ETO)
• Disinfected using select VAI® products
• Meets North American (ETL) and European Community (CE) safety standards
• Includes a battery, battery charger, Gasket, Stainless Steel pressure hose, and 0.2 micron filter

VAI offers on-site calibration and repair services.  Please contact us for details.

SMA® Compressed Air/Gas Sampler

SMA-CA201

SMA-CA2XX-GASKET-B

SMA-CA2XX-PHOSE

SMA-CA201-BC-01

Order Number		 Description				
SMA-CA201	 SMA Compressed Air/Gas Sampler, Automated, Digital Display
SMA-CA201-BATTERY	 Additional Battery, NiMH, 24V, For SMA Compressed Air/Gas Sampler,  

SMA-CA201
SMA-CA201-BC-01	 Additional Battery Charger, For SMA Compressed Air/Gas Sampler,  

SMA-CA201 (North America)
SMA-CA201-BC-02	 Additional Battery Charger, For SMA Compressed Air/Gas Sampler,  

SMA-CA201 (International)
SMA-CA2XX-PHOSE	 Additional Braided Stainless Steel Pressure Hose, For SMA  

Compressed Air/Gas Samplers, SMA-CA200 and SMA- CA201
SMA-CA2XX-GASKET-B	 Replacement Gasket, For SMA Compressed Air/Gas Samplers,  

SMA-CA200 and SMA-CA201 (Buna-N)
SMA-CA2XX-GASKET-V	 Replacement Gasket, For SMA Compressed Air/Gas Samplers,  

SMA-CA200 and SMA-CA201 (Viton)

http://sterile.com/product-category/environmental-monitoring/sma-compressed-air-sampler/sma-compressed-air-sampler-details/
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SMA® Compressed Air/Gas Atriums
SMA® Compressed Air/Gas Atriums are used for the manual collection of microorganisms 
in compressed air/gas lines. Air flow calibration and timing must be performed manually 
using separate instruments. To regulate air flow, install a pressure regulator valve at the 
point of sample or use our SMA-ROT-SS-60C rotameter.

Features and Benefits
•  	Easily connected to sample points with sterile 1/4 inch Hytrel® tubing
•  	Constructed of 316L Stainless Steel
•  	Completely sterilized by steam, heat, or ethylene oxide (ETO)
•  	Used with standard media plates (90 or 100 mm) with 18, 25, or 32 mL fill levels, at a flow 

rate of 1-1.5 CFM
•  	Does not require a vacuum source to operate
•  	Vacuum connection air is released from underneath the Atrium without affecting the 

sample in progress
•  	Compact size allows them to be located near filling processes where space is limited
•  	Available as a complete top and bottom assembly
•  	Vents from the bottom which eliminates the need for additional vacuum connection 

ports or tubing

Order Number		  Description				          
SMA-316-CA-18		  SMA Compressed Air/Gas Atrium, 316L Stainless Steel, Use With 18 mL   
			   Filled Media Plates (Complete Assembly)
SMA-316-CA-25		  SMA Compressed Air/Gas Atrium, 316L Stainless Steel, Use With 25 mL   
			   Filled Media Plates (Complete Assembly)
SMA-316-CA-32		  SMA Compressed Air/Gas Atrium, 316L Stainless Steel, Use With 32 mL   
			   Filled Media Plates (Complete Assembly)
SMA-ROT-SS-60C		  Matheson FM-1000 Series Flowmeter (J860), 0-90 SCFH (0 - 1.5 CFM),  
			   For Use With Compressed Air/Gas Atriums (SMA-316-CA-XX)

SMA-316-CA-18

SMA-ROT-SS-60C
(pictured with optional stand)

http://sterile.com/product-category/environmental-monitoring/sma-atriums/sma-atriums-details/


1-888-4-STERILE 1-888-478-374578

ECMD

En
vi

ro
nm

en
ta

l C
on

tro
l M

on
ito

rin
g 

D
iv

is
io

n

SMA® Digital Display Control Centers (DDC) 
SMA Digital Display Control Centers (DDC) are used to control calibrated and timed vacuum 
sequences to individual or multiple SMA Atriums®.  In addition, the DDC provides strict 
regulation of air flow (1 CFM) and will visually and audibly alarm the operator if the proper 
air flow is not maintained.

SMA DDCs can be used in conjunction with SMA OneTouch® Control Panels. These devices 
allow you to manage different aspects of the sample cycle from within a controlled 
environment while locating the DDC and vacuum pump in a non-controlled environment.

Product Uses
• Program and view a sample time
• Start and cancel a sample cycle
• Monitor and control air flow
• Provide visual notification when the sample cycle is in progress
• Provide audible and visual alarms when

- The sample cycle is complete
- There is a 1 CFM error

Features and Benefits
• Easily connected to SMA OneTouch Control Panels, SMA In-Line Flow Switches, and

SMA Atriums
• Cabinets are constructed of 304 Stainless Steel
• Disinfected using select VAI products
• Connected to an external facility control system (e.g. SCADA)
• Connect to PLC or FMS
• Meets North American (ETL) and European Community (CE) safety standards
• Available with 1, 2, 3, 5, or 10 sampling ports

VAI offers on-site calibration and repair services.  Please contact us for details.

SMA-DDC-1

SMA-DDC-2

SMA-DDC-3

SMA-DDC-5-5

SMA-DDC-10

Order Number Description

SMA-DDC-1 SMA Digital Display Control Center, One Location, Includes Pump (Internal)

SMA-DDC-2 SMA Digital Display Control Center, Two Locations, Includes Pump (External)

SMA-DDC-3 SMA Digital Display Control Center, Three Locations, Includes  Pump (External)

SMA-DDC-5-5 SMA Digital Display Control Center, Five Locations, Includes Pump (External)

SMA-DDC-10 SMA Digital Display Control Center, Ten Locations, Includes Pump (External)

*Available in local voltage requirements

http://sterile.com/product-category/environmental-monitoring/sma-onetouch-command/sma-onetouch-command-details/
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SMA® Digital Display Control Centers (DDC) 
For Isolators
SMA Digital Display Control Centers (DDC) for Isolators are used to control calibrated and 
timed vacuum sequences to individual or multiple SMA Atriums within an isolator system. In 
addition, the DDCs for Isolators provide strict regulation of airflow (1 Cubic Feet per Meter) 
and will visually and audibly alarm the operator if the proper air flow is not maintained.  DDCs 
for Isolators assure the non-aspiration or return of possible contaminates from the exterior 
environment to the isolator system by providing connections for a purge pump.

DDCs for Isolators can be used in conjunction with SMA OneTouch® Control Panels.  These 
devices allow you to manage different aspects of the sample cycle from within a controlled 
environment while locating the DDC and vacuum pump in a non-controlled environment.

Product Uses
• Program and view a sample time
• Start and cancel a sample cycle
• Monitor and control airflow
• Provide visual notification when the sample cycle is in progress
• Provide audible and visual alarms when

- The sample cycle is complete
- A 1 CFM error

Features and Benefits
• Easily connected to SMA OneTouch Control Panels and SMA Atriums
• Cabinets are constructed of 304 Stainless Steel
• Disinfect using select VAI® products
• Connected to an external facility control system (e.g. SCADA)
• Connect to PLC or FMS
• Meets North American (ETL) and European Community (CE) safety standards
• Available with 1, 2, 3, 5, or 10 sampling ports

VAI offers on-site calibration and repair services.  Please contact us for details.

Order Number	 Description				
SMA-DDC-1I	 SMA Digital Display Control Center For Isolators, One Location,  

Includes Pump (Internal)
SMA-DDC-2I	 SMA Digital Display Control Center For isolators, Two Locations,  

Includes Pump (External)
SMA-DDC-3I	 SMA Digital Display Control Center For Isolators, Three Locations,  

Includes Pump (External)
SMA-DDC-5-5I	 SMA Digital Display Control Center For Isolators, Five Locations,  

Includes Pump (External)
SMA-DDC-10I	 SMA Digital Display Control Center For Isolators, Ten Locations,  

Includes Pump (External)

SMA-DDC-1I

SMA-DDC-2I

SMA-DDC-3I

SMA-DDC-5-5I

*Available in local voltage requirements

http://sterile.com/product-category/environmental-monitoring/sma-onetouch-command/sma-onetouch-command-details/
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SMA OneTouch® Control Panels
SMA OneTouch Control Panels are used in conjunction with SMA Digital Display Control 
Centers and SMA Atriums. SMA OneTouch Control Panels allow you to start, stop, and 
monitor the sample cycle from with a controlled environment while locating the SMA 
Digital Display Control Center and vacuum pump in a non-controlled environment.

Product Uses
• Program and view a sample time
• Start and cancel a sample cycle
• Provide visual notification when the

-  Sample cycle is in progress
-  Vacuum is present and functioning correctly
-  Sample complete and 1 CFM audible alarms are enabled

• Provide audible and visual alarms when
-  The sample cycle is complete
-  No vacuum present
-  A 1 CFM error

Features and Benefits
• Easily connected to a SMA Digital Display Control Center
• Constructed with a Stainless Steel bezel and clear PVC laminate face that are completely

sealed for disinfection purposes
• Disinfected using select VAI® products
• Allows sampling from multiple Atriums simultaneously or independently
• Available with controls for 1, 2, 3, or 5 Atrium sampling sites
• Meets North American (ETL) and European Community (CE) safety standards
• Available with controls for 1, 2, 3, or 5 Atrium sampling sites

VAI offers on-site calibration and repair services.  Please contact us for details.

Order Number	 Description				
SMA-OT-04-101	 SMA OneTouch Control Panel, One Location, Flush Mount
SMA-OT-04-102	 SMA OneTouch Control Panel, Two Locations, Flush Mount 
SMA-OT-04-103	 SMA OneTouch Control Panel, Three Locations, Flush Mount 
SMA-OT-04-105	 SMA OneTouch Control Panel, Five Locations, Flush Mount

SMA-OT-04-101

SMA-OT-04-102

SMA-OT-04-105

SMA-OT-04-103

SMA® Tubing VAI® offers Vardex® and Hytrel® tubing and connectors.  Hytrel tubing is 
used for straight runs and Vardex is used for angles.  Both are available in 
1 foot sections or 100 foot rolls.

Order Number		 Description			
SMA-VH-1/4		 Hytrel Tubing, 1/4” ID, 1’ Length
SMA-VH-1/4-ROLL		 Hytrel Tubing, 1/4” ID, 100’ Roll
SMA-VH-3/8		 Hytrel Tubing, 3/8” ID, 1’ Length
SMA-VH-3/8-ROLL		 Hytrel Tubing, 3/8” ID, 100’ Roll
SMA-VAR-3/8		 Vardex Tubing, 3/8” ID, 1’ Length
SMA-VAR-3/8-ROLL	 Vardex Tubing, 3/8” ID, 100’ Roll
SMA-VARVH		 Connector For Hytrel To Vardex Tubing

http://sterile.com/product-category/environmental-monitoring/sma-onetouch-command/sma-onetouch-command-details/
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H-Y Tumble Drum®

VAI’s Environmental Control Monitoring Division (ECMD) has addressed the needs of 
cleanroom laundries, and the pharmaceutical, biotechnology, semiconductor, and 
electronics industries with the Helmke-Yeich (H-Y) Tumble Drum.

The purpose of the H-Y Tumble Drum® is to test garments, wipers, gloves, and other 
cleanroom ready products to determine the amount of particulates and shedding. The 
H-Y Tumble Drum provides effective measurement of quality levels to ensure facilities are 
meeting the required standards.

In the Institute of Environmental Sciences and Technology document, “Garment System 
Considerations for Cleanrooms and Other Controlled Environments IEST-RP-CC003.2” 
the H-Y Tumble Drum is recommended for testing garments, wipers, gloves, and other 
cleanroom ready products. 

The H-Y Tumble Drum tumbles items in a rotating drum to release particles from the 
surface of the item. It is designed to be connected to an automatic particle counter in 
order to sample the air within the drum to determine the average particle concentration 
of the air. Results depict the level of contamination the product will emit to the cleanroom 
environment per minute.

Features and Benefits
•	 Easily connected to a particle counter
•	 Is designed to be used with a laminar flow hood
•	 Designed to be used in a clean controlled area, i.e. laminar flow hood or contained area 

under HEPA filters
•	 Compact enough to fit under a laminar flow hood
•	 Durable and requires little maintenance
•	 Constructed of mirror finished stainless steel
•	 Removable baffles for easy cleaning
•	 Sealed direct drive motor assembly assures no particulates are generated from the 

motor or assembly that may affect testing
•	 Variable speed control and digital readout 
•	 Entire platform can be rotated 90 degrees
•	 Mobile stand is counter weighted for stabilization
•	 IEC IP65 rated for front panel wash down
•	 Meets North American (ETL) safety standards

Order Number  		  Description				          
HYEDR-100		  H-Y Tumble Drum With Dial Control, Variable Speed
HYE-101			   H-Y Drum Only

HYEDR-100

HYE-101

Other Technical Data Available Upon Request
H-Y Tumble Drum Tester Manual • Technical Data File

http://sterile.com/product-category/environmental-monitoring/h-y-tumble-drum/h-y-tumble-drum-details/
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C2C
SPRAY • MOP • FOG

For The Application Of Disinfectant Agents In Controlled Areas

The adequate application of the disinfectant or sporicide to the surface is the final and most important step in 
assuring the demise of existent viable contaminants in controlled environments. Once we leave the validation study 
scenario, we are confronted with the complex situation of implementing what we have proven as acceptable into the 
real-life scope of our operations.

Maintaining a system that is meaningful, manageable, and defendable becomes complex in production areas as we 
encounter a multitude of variables. The Core2Clean Plus Systems are designed to address the application of cleaning 
and disinfecting agents to the surface in a meaningful and manageable methodology. Specifically designed for 
pharmaceutical, biotechnology, and healthcare facilities, the Core2Clean Plus System simplifies application within 
controlled areas.

The Core2Clean Plus® systems were created by Veltek Associates, Inc., to provide specialized cleaning equipment for 
use in controlled environments.  They are specifically designed to:

• Be repeatedly and consistently sterilized
• Use one system to spray, mop, or fog
• Allow operators to maximize disinfectant effectiveness

All the components of the Core2Clean Plus can be autoclaved or connected to a steam source for sterilization.  The 
ability to sterilize the C2C by steam helps to prevent the introduction of viable contamination into the controlled 
environment.

Core2Clean Plus systems can be configured to operate as three different systems: a sprayer, a wet mop, or a fogger.  
When configured as a spray or mop system, the operator dispenses disinfectant through a trigger-controlled wand, 
providing a continuous flow of clean solution through the device and on to the surface.  Giving this real-time control 
to the operator can increase the dwell time and thus, the performance of the disinfectant.  When configured as 
a fogging system, the disinfectant is dispensed through a stainless steel fogger that is directly controlled by the 
Core2Clean Plus unit.

The design of the Core2Clean Plus system allows for repeatability between operators and areas, making it easier for 
companies to write SOP’s for different class areas.  To aid in operator instruction, VAI provides an Operator’s Manual 
with instructions for all three system uses, and videos of select processes.  The manual is available in hard copy and 
electronic formats.

Welcome to

http://sterile.com/product-category/cleaning-equipment/core2clean-plus/core2clean-plus-details/
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Features And Benefits
• Easily connected to a trigger activated dispensing mop, trigger activated spray nozzle, or fogger
• Constructed of 316L stainless steel
• Completely sterilized using an autoclave or steam
• Operate using compressed air, simply charge and go
• Reduce cleaning time and user effort
• Simplify cleaning and disinfecting procedures
• Two and five gallon tank sizes
• Easy to remove tank
• Stainless steel ergonomic cart with accessory trays and equipment holder
• Four swivel casters provide easy movement throughout the facility
• Allows the operator to control the amount of time the disinfectant spends on the surface which

increases the effectiveness of the disinfectant

Spray Gun

Output Pressure Hose

Input Pressure Hose

Input Regulator Assembly

Output Regulator Assembly

Manual Relief Valve Assembly

Automatic Relief Valve Assembly

5 Gallon Tank Capacity

Other Technical Data Available Upon Request
Core2Clean Plus Manual • Core2Clean Plus Product Validation • Technical Data File

http://sterile.com/resources/?type=videos
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Complete Systems

Note: For original Core2Clean spare parts, please contact VAI® at 1-888-478-3745.  Allow 6-8 weeks for delivery. 

C2C-102-P

C2C-105-P

Order Number	 Description     

C2C-102-P	 Core2Clean Plus System, 2 Gallon, Stainless Steel

C2C-105-P	 Core2Clean Plus System, 5 Gallon, Stainless Steel

Spray Guns and Accessories

Mop Frames and Mop Heads

Order Number	 Description     
C2C-100-1	 Replacement spray gun, with nozzle, clamp, integrated 36 inch barrel.

Nozzle is 316L stainless steel and has a 45° spray pattern of 0.52 GPM  
at 30 psi.

C2C-100-1	 Replacement spray wand, with nozzle, clamp, and integrated 36 inch  
barrel. Wand is 316L stainless steel with Swagelok fittings and thumb  
control.  Nozzle is 316L stainless steel and has a 45° spray pattern of  
0.52 GPM at 30 psi.

C2C-100-22	 Spray nozzle, Standard, 0.52 GPM, stainless steel 
C2C-100-22-03 	 Spray nozzle, Optional, 0.26 GPM, stainless steel
C2C-100-18-36	 Extension wand with clamp, bayonet, and Swagelok fittings, 36”
C2C100-2-CL	 Replacement clamp for use with extension wand or mop frame

Order Number	 Description     	 Qty

C2C-100-2-7	 7” Mop Frame, stainless steel	 1

C2C-100-2-12	 12” Mop Frame, stainless steel	 1

C2C-100-7	 7” Mophead Sponge, Polyester and Foam, Non-Sterile	 12

C2C-100-8	 7” Mophead Sponge, Polyester and Foam, Sterile	 48

C2C-100-9	 12” Mophead Sponge, Polyester and Foam, Non-Sterile	 32

C2C-100-10	 12” Mophead Sponge, Polyester and Foam, Sterile	 32

C2C-100-11	 7” Mophead Cover, Bouffant Style, Non-Sterile	 32

C2C-100-12	 7” Mophead Cover, Bouffant Style, Sterile	 48

C2C-100-13	 12” Mophead Cover, Bouffant Style, Non-Sterile	 120

C2C-100-14	 12” Mophead Cover, Bouffant Style, Sterile	 32
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Quick Disconnect Mop

7 or 12 inch Mop Heads

Quick Disconnect Sprayer

Quick Disconnect Fogger

Fogger
Order Number	 Description     

C2C-100-03	 Fogger, fogger-tee, and fogger hose

ZC2C-FOGGER-TEE	 Fogger-tee only

C2C-100-4C-S	 Fogger hose only

Replacement Parts
Order Number	 Description     

C2C-100-4A-S	 Input hose replacement with Swagelok fittings, 8’

C2C-100-4B-S	 Output hose replacement with Swagelok fittings, 8’

C2C-100-4C-S	 Hose Extension with Swagelok fittings, 8’

C2C-100-4C-S-15	 Output hose extension with Swagelok fittings, 15’

C2C-100-25	 Replacement swivel caster assembly with standard wheel, white,  

	 Stainless Steel frame, stud, axle, and bearings

C2C-100-35	 Replacement swivel caster assembly with Heateater wheel, brown,  

	 Stainless Steel frame, stud, axle, and bearings

C2C-WHEEL-STD	 Replacement standard wheel, white

C2C-WHEEL-NYL	 Replacement Heateater wheel, brown

C2C-200-1	 Replacement input regulator, Stainless Steel

C2C-200-2	 Replacement output regulator, Stainless Steel

C2C-200-3	 Manual relief valve, Stainless Steel

C2C-200-4	 Automatic relief valve, Stainless Steel

C2C-GAUGE-OUTPUTREG	 Output pressure gauge, 0-60 psi scale, 316L Stainless Steel bezel,  

	 glass window

C2C-GAUGE-TANK	 Tank pressure gauge, 0-160 psi scale, 316L Stainless Steel bezel,  

	 glass window

C2C-100-20	 Stainless Steel cart



VAI’s Disposable Products Manufacturing Division (DPMD) addresses the needs of the pharmaceutical, biotechnology, 
medical device, and healthcare industries with a complete range of disposable products. These products include 
coveralls, hoods, shoe/boot covers, frocks, protective sleeves, face masks, headbands, and bouffant hats. The packaging, 
materials, and manufacturing process ensure that DPMD products meet or exceed industry cleanroom requirements.

Packaging - VAI’s patented Easy2Gown® System offers disposable garments that minimize the potential for contact, 
packaged in an innovative, patented fold. This folding method allows the gown to be donned with minor operator 
contact to the outside of the gown. The Easy2Gown System is easy to use and improves productivity by reducing 
potential contamination and gowning time. 

Material - VAI, in their garments, uses all high quality material blends with excellent barrier filtration capabilities into 
clean, durable, and comfortable products. The types of DPMD material blends include 1700 Garments, 1600 Garments, 
and PF-2. 

Manufacturing - All DPMD’s products are manufactured in a cleanroom facility under strict control. All products are 
manufactured in lot sequence, completely traceable, and tested for cleanliness to meet established industry standards.  
All sterile DPMD products are gamma irradiated through a validated process. All systems are validated and appropriate 
lot specific documentation is delivered with the product.

87-91	 Easy2Gown System
88-89	 1600 Garments
90-91	 1700 Garments
92	 1700 Garment Series Boots
93	 Boot Covers and Shoe Covers
93	 Face Masks
94	 Sweat-less Headbands
94	 Bouffant Hats
95	 UCAN Packaging Nylon

Welcome to DPMD
Disposable Products Manufacturing Division

1-888-4-STERILE 1-888-478-374586
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DPMD

http://sterile.com/product-category/disposable-garments/
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The easiest, least complicated way of gowning is the best!

Our sterile garments are packaged in VAI’s, patented, Easy2Gown fold system. The Easy2Gown design is a fold that 
makes a proper aseptic gowning procedure an easy process instead of a routine challenge. This allows operators 
to have fewer manipulations while donning these garments, therefore, reducing cross-contamination. Overall, 
Easy2Gown, is easy to use and improves productivity by reducing potential contamination and gowning time. 

Easy2Gown is available in the following material blends: 1700 garments and 1600 garments. 

Our 1700 garments are a micro-porous, non-woven, high quality material. They are extremely tough, fluid resistant, 
and breathable for user comfort all while having excellent particulate performance in its segment. 

Our 1600 garments are a high quality SMS nonwoven PP fabric at 60gm/m2. This fabric type has high strength and 
outstanding moisture vapor transmission, which translates to overall increased operator comfort, all while having 
minimal to moderate splash protection.

Easy2Gown is available in our boots, coveralls, and hoods.

• Minimal operator contact to the outside of the gown
• Easy to use
• Improves productivity
• Reduces potential contamination
• Reduces gowning time
• Hands-on training available
• Helpful with gowning qualification and re-qualifications
• Sewn in thumb loops to eliminate cumbersome shifting
• Athletic and active styling fits all body types

Features and Benefits

http://sterile.com/easy2gown/
http://sterile.com/resources/?type=videos
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The 1600 garment fabric is the highest quality SMS nonwoven PP fabric at 60gm/m2. 
This fabric type has high strength and outstanding moisture vapor transmission, 
which translates to overall increased operator comfort, all while having minimal to 
moderate splash protection.

The 1600 line of disposable garments has truly met the needs of gowning in aseptic 
operations. We have included more flexibility, spaciousness, elastic thumb loops to 
reduce shifting, tunnelized elastic wrists and ankles, and a double layer front flap 
over the zipper all while keeping an active, and sleek style in mind for optimal user 
comfort. These garments have a zero chance of cross contamination and provide a 
100% sterility assurance.

Quality and Manufacturing*
• Gamma irradiated at 10-6 SAL
• Individually labeled with lot number and expiration date
• All garments individually packaged
• Built by fully automated, robotic, CAD cutting and seaming equipment
• Pre-folded in our Easy2Gown system to enhance proper aseptic gowning
• Manufactured using high quality non-woven SMS fabric
• High strength and outstanding moisture vapor transmission
• Completely lot traceable, delivered with Certificate of Sterility and Certificate of

Irradiation

Features and Benefits*
• 5 year validated closed bag sterility
• Elasticized thumb loops to reduce shifting
• Tunnelized elastic wrists and ankles
• Athletic garment design that fits all body types
• Highly breathable fabric that releases heat while maintaining protection
• Easy2Gown reduces gowning time
• Reduces the chance of cross contamination
• Minimal to moderate splash protection
• Complete user comfort
• AAMI standard sizing
• 100% bound seem construction
• Available in a variety of sizes

* Non-sterile garments available upon request only

* Not all points apply to non-sterile garments

1600 Garments 
Coveralls, Frocks, and Hoods

http://sterile.com/product-category/disposable-garments/sterile-garments/sterile-garments-details/
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1600 Garment Series Ordering Information

Order Number		  Description 							       Qty/Cs	
1600-LC-S-1643		  1600 Frock, Elastic Wrists, Zipper Closure, Individually Packaged, White, 	 30
			   SM, Sterile
1600-LC-S-1644		  1600 Frock, Elastic Wrists, Zipper Closure, Individually Packaged, White, 	 30
			   M, Sterile
1600-LC-S-1645		  1600 Frock, Elastic Wrists, Zipper Closure, Individually Packaged, White, 	 30
			   L, Sterile
1600-LC-S-1646		  1600 Frock, Elastic Wrists, Zipper Closure, Individually Packaged, White, 	 30
			   XL, Sterile
1600-LC-S-1647		  1600 Frock, Elastic Wrists, Zipper Closure, Individually Packaged, White, 	 30
			   2XL, Sterile
1600-LC-S-1648		  1600 Frock, Elastic Wrists, Zipper Closure, Individually Packaged, White, 	 30
			   3XL, Sterile

1600 Coveralls
Order Number		  Description							       Qty/Cs	
1600-E-S-1607 		  1600 Coverall, Easy2Gown, Elastic Wrists and Ankles, Zipper Closure,	 25 
			   Individually Packaged, White, SM, Sterile
1600-E-S-1608		  1600 Coverall, Easy2Gown, Elastic Wrists and Ankles, Zipper Closure, 	 25		
			   Individually Packaged, White, M , Sterile
1600-E-S-1609		  1600 Coverall, Easy2Gown, Elastic Wrists and Ankles, Zipper Closure, 	 25
			   Individually Packaged, White, L , Sterile
1600-E-S-1610		  1600 Coverall, Easy2Gown, Elastic Wrists and Ankles, Zipper Closure, 	 25
			   Individually Packaged, White, XL , Sterile
1600-E-S-1611		  1600 Coverall, Easy2Gown, Elastic Wrists and Ankles, Zipper Closure, 	 25
			   Individually Packaged, White, 2XL , Sterile
1600-E-S-1612		  1600 Coverall, Easy2Gown, Elastic Wrists and Ankles, Zipper Closure, 	 25
			   Individually Packaged, White, 3XL , Sterile				  
1600-E-S-1687		  1600 Coverall, Easy2Gown, Elastic Wrists and Ankles, Zipper Closure, 	 25
			   Individually Packaged, White, 4XL , Sterile
1600-E-S-1697		  1600 Coverall, Easy2Gown, Elastic Wrists and Ankles, Zipper Closure, 	 25
			   Individually Packaged, White, 6XL , Sterile

1600 Frocks

1600 Hoods
Order Number		  Description							       Qty/Cs	
1600H-UC-S-1660		  1600 Hood, Easy2Gown, Open Face, Individually Packaged, White,		  100 
			   S/M, Sterile
1600H-UC-S-1661		  1600 Hood, Easy2Gown, Open Face, Individually Packaged, White,		  100 
			   L/XL, Sterile,
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The 1700 garment fabric is a heavy weight, non-woven, high quality microporous, 
coated material.  The 1700 disposable garments are extremely tough, fluid resistant 
and breathable for user comfort all while having the best particulate performance 
in its segment. In addition, this material blend is an excellent option for a personal 
protection garment as it has exceptional chemical resistance to liquids according to: 

• ASTM F903-96, Liquid Resistance Test
• ASTM F1407-96, Resistance to Liquid Penetration Test
• SATRA, Surface Water Absorption Test

The 1700 line of disposable garments has truly met the needs of gowning in aseptic 
cleanroom operations. We have included more flexibility, space inside, elastic thumb 
loops to reduce shifting, elastic wrists and ankles, and a double layer front flap 
over the zipper all while keeping an active and sleek style in mind for optimal user 
comfort. These garments have a zero chance of cross contamination and provide a 
100% sterility assurance.

Quality and Manufacturing
• Gamma irradiated at 10-6 SAL
• Individually labeled with lot number and expiration date
• All garments individually packaged
• Built by fully automated, robotic, CAD cutting and seaming equipment
• Manufactured using heavy weight non-woven high quality fabric
• Pre-folded in our Easy2Gown system to enhance proper aseptic gowning
• High strength and outstanding moisture vapor transmission
• Completely lot traceable
• Delivered with Certificates of Sterility and Certificates of Irradiation

Features and Benefits
• 5 year validated closed bag sterility
• Elasticized thumb loops to reduce shifting
• Tunnelized elastic wrists and ankles
• Athletic garment design that fits all body types
• Highly breathable fabric that releases heat while maintaining protection
• Easy2Gown reduces gowning time
• Reduces the chance of cross contamination
• Minimal to moderate splash protection
• Complete user comfort
• AAMI standard sizing
• 100% bound seem construction
• Available in a variety of sizes
• Elastic wrists and ankles
• Excellent liquid resistance
• Provides protection to low level splashes and sprays

*Non-sterile garments available upon request only

* Not all points apply to non-sterile garments

1700 Garments 
Coveralls, Hoods, Frocks, and Sleeves

http://sterile.com/product-category/disposable-garments/sterile-garments/sterile-garments-details/
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1700 Garment Series Ordering Information

Order Number		  Description 							       Qty/Cs	
1700-LC-S-1720		  1700 Frock, Elastic Wrists, Zipper Closure, Individually Packaged, White, 	 30
			   S, Sterile
1700-LC-S-1721		  1700 Frock, Elastic Wrists, Zipper Closure, Individually Packaged, White, 	 30
			   M, Sterile
1700-LC-S-1722		  1700 Frock, Elastic Wrists, Zipper Closure, Individually Packaged, White, 	 30
			   L, Sterile
1700-LC-S-1723		  1700 Frock, Elastic Wrists, Zipper Closure, Individually Packaged, White, 	 30
			   XL, Sterile
1700-LC-S-1724		  1700 Frock, Elastic Wrists, Zipper Closure, Individually Packaged, White, 	 30
			   2XL, Sterile
1700-LC-S-1725		  1700 Frock, Elastic Wrists, Zipper Closure, Individually Packaged, White, 	 30
			   3XL, Sterile
1700-LC-S-1792		  1700 Protective Sleeve, Easy2Gown, One Size, Sterile			   100

1700 Coveralls
Order Number		  Description							       Qty/Cs	
1700P-E-S-17000 		  1700 Coverall, Easy2Gown, Elastic Wrists and Ankles, Zipper Closure,	 25
			    Individually Packaged, White, SM, Sterile
1700P-E-S-17001 		  1700 Coverall, Easy2Gown, Elastic Wrists and Ankles, Zipper Closure,	 25
			    Individually Packaged, White, M, Sterile
1700P-E-S-17002 		  1700 Coverall, Easy2Gown, Elastic Wrists and Ankles, Zipper Closure,	 25
			    Individually Packaged, White, L, Sterile
1700P-E-S-17003 		  1700 Coverall, Easy2Gown, Elastic Wrists and Ankles, Zipper Closure,	 25
			    Individually Packaged, White, XL, Sterile
1700P-E-S-17004 		  1700 Coverall, Easy2Gown, Elastic Wrists and Ankles, Zipper Closure,	 25
			    Individually Packaged, White, 2XL, Sterile
1700P-E-S-17005 		  1700 Coverall, Easy2Gown, Elastic Wrists and Ankles, Zipper Closure,	 25
			    Individually Packaged, White, 3XL, Sterile				  
1700P-E-S-17006		  1700 Coverall, Easy2Gown, Elastic Wrists and Ankles, Zipper Closure,	 25
			    Individually Packaged, White, 4XL, Sterile
1700P-E-S-17007 		  1700 Coverall, Easy2Gown, Elastic Wrists and Ankles, Zipper Closure,	 25
			    Individually Packaged, White, 6XL, Sterile

1700 Frocks & Sleeves

1700 Hoods
Order Number		  Description							       Qty/Cs	
1700P-H-UC-17017		 1700 Hood, Easy2Gown, Open Face, Individually Packaged, White,		  100
			    S/M, Sterile
1700P-H-UC-17035		 1700 Hood, Easy2Gown, Open Face, Individually Packaged, White,		  100
			    L/XL, Sterile
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Order Number	 Description	 Qty/Cs
1700P-MC-NS-S-17018	 1700 Boot, Easy2Gown, 18”  Tall, SM/M, Sterile 	 100
1700P-MC-NS-S-17019	 1700 Boot, Easy2Gown, 18”  Tall, L/XL, Sterile	 100
1700P-MC-NS-S-17020	 1700 Boot, Easy2Gown, 18”  Tall, 2XL/3XL, Sterile	 100

1700 Garment Series Boots
Cleanroom Boots

VAI has redesigned our cleanroom boot to address and improve upon the issues with 
the typical aseptic boot design. Our boot uses a high-grip, non-skid boot cover, with 
the top portion being constructed of our fluid resistant 1700 fabric. The boot uses a 
grip material and is completely seamless up to the ankle. This design helps eliminate 
walking off of the sole of the shoe cover, tearing the seams located near the sole of the 
shoe cover, or wearing through the side of the boot. 

VAI’s 1700 Easy2Gown cleanroom boot has a sturdy seam that connects the high-grip 
bottom with the 1700 material top.  Therefore, the boot is easier to get on without any 
damage. The boot also has comfortable tunnelized elastic seams at the top and around 
the ankle. Furthermore, the boot has ties at the top which the operator can tie for add-
ed security or tuck in the sides. Overall, a completely innovative cleanroom garment. 

http://sterile.com/product-category/disposable-garments/sterile-garments/sterile-garments-details/
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Cleanroom Boot Covers are latex and lint free, with a seamless bottom, suitable for use in 
a clean environment. The boot covers are manufactured from a blend of polyolefin coated 
polypropylene then uniquely constructed to create an impervious sole and side with an elastic 
ankle. This combination offers extraordinary traction and skid resistance. Furthermore, the covers 
are extremely durable, and resistant to liquids.

VAI’s Shoe Covers are latex and lint free, with a surged bottom seam that is made to be suitable 
for the use in clean environments. These shoe covers are a special polyolefin blend laminated to 
a polypropylene substrate. Due to this special blend, these shoe covers offer the best traction 
properties and skid resistance currently available in any shoe cover. Furthermore, the covers are 
extremely durable, resistant to liquids, and have an elasticized top opening.  

Features and Benefits
•   Individually inspected for size, stitching, and workmanship
•   Neatly stacked and cleanroom packaged
•   100 pieces per inner polybag, 2 polybags per sealed bag

Boot Covers and Shoe Covers

Order Number		  Description - Non-Sterile					     Qty/Cs 	
150-SC-NS-1520		  Boot Covers, Gray, Non-Skid,  7.75”  Tall, Large, Non-Sterile		 100 pairs
150-SC-NS-1521		  Boot Covers, Gray, Non-Skid,  7.75”  Tall, XL, Non-Sterile		  100 pairs
150-SC-NS-1522		  Shoe Covers, Blue, Non-Skid, 16”  Long, Large, Non-Sterile		  100 pairs
150-SC-NS-1523		  Shoe Covers, Blue, Non-Skid, 18”  Long, XL, Non-Sterile		  100 pairs

Face Masks
The PF-2 Face Masks have been innovatively designed for use in the pharmaceutical, 
biotechnology, and medical device industries; in any cleanroom operation. VAI’s PF-2 Face Masks 
are made of 100% rayon laminated with an acrylic binder. Overall, the PF-2 Face Masks allows for 
excellent breathability, comfort, and protection, while being offered in multiple varieties. Our 
Face Masks are low in particulate and shedding characteristics and offer a barrier between the 
environment and the user.

All sterile Face Masks are delivered with a Certificate of Irradiation, Certificate of Sterility, 
Certificate of Conformance, and are completely lot traceable. Sterility is assured through gamma 
irradiation and all sterile masks carry a five year validated closed packaged expiration date 
through high quality packaging for airtight seals.

Features and Benefits
•	 Sterile Face Masks are available individually packaged
•	 Bulk packaging available
•	 Sterile masks are processed in a Grade B manufacturing area
•	 Sterile masks are gamma irradiated 
•	 Soft, comfortable, and breathable 
•	 Low particulate and shedding characteristics 
•	 Filtration efficiency improves over longer use
•	 Goggle fogging is virtually eliminated due to absorption efficiency

Order Number	    Description				                     			   Qty/Cs
PF-2SM-T-4-S-2020	   PF-2 Face Mask, 4 Ties, One Size, Non-Sterile			                  	 500
PF-2SM-T-4-S-2021	   PF-2 Face Mask, 4 Ties, Individually Packaged, One Size, Sterile		  500
PF-2SM-2-S-2027	    PF-2 Face Mask, 2 Elastic Straps, One Size, Non-Sterile			   500
PF-2SM-2-S-2026	    PF-2 Face Mask, 2 Elastic Straps, Individually Packaged, 			   500 
		     Inner Bags of 50, One Size, Sterile	

http://sterile.com/product-category/disposable-garments/cleanroom-apparel/cleanroom-apparel-details/
http://sterile.com/product-category/disposable-garments/face-masks/face-masks-details/
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Sweat-less Headbands

Bouffant Hats

VAI offers a protective and comfortable sweat-less headband for use under a bouffant hat in 
a clean environment. The headbands were designed specifically for the comfort of the end 
user.  Made of 100% nylon tubular fabric, the sweat-less headbands are soft, comfortable, 
and absorbent.  The intended function is to provide a mechanism to absorb perspiration in 
an easy to use, disposable, and clean product.  Overall, this product will eliminate a potential 
contamination risk and the need for an employee to use products from outside the operation.  

Features and Benefits
• Put on before the bouffant hat for added protection
• Available in multiple sizes
• Fabric is 100% nylon for user comfort and perspiration absorption
• Soft, cool, and comfortable
• Fabric has slight stretch for a secure fit
• Bagged and boxed in 200 per case
• All headbands are white in color

VAI’s bouffant bats are low in lint and full coverage, for use in a cleanroom setting. They are 
manufactured with 100% virgin spunbonded polypropylene and have a unique, pleated and 
expandable design, therefore, making them lightweight, cool, and breathable. Furthermore, 
the band is elastic, latex free, and encapsulated by polyester threading for added comfort.  

Features and Benefits
• Individually inspected for size, stitching, and workmanship
• Neatly stacked and cleanroom packaged
• 100 pieces per inner polybag, 10 polybags per sealed master bag
• Material Weight: 12 gm/m²
• Collapsed size: 1x9”
• ISO Class: 6, IEST Reference Document: IEST-RP-CC033.3
• Flammability: Class 1, Reference Document: CPSC 1610
• Extremely low bio-burden

Order Number	 Description Qty/Cs
SL-01-S		 Sweat-less Headband, White, Small, Non-Sterile		 200
SL-01-M		 Sweat-less Headband, White, Medium, Non-Sterile	 200
SL-01-L		 Sweat-less Headband, White, Large, Non-Sterile		 200
SL-02-XL		 Sweat-less Headband, White, XL, Non-Sterile		 200

Order Number Description Qty/Cs
150-BF-NS-1530		 Bouffant Hat, Blue, 21” in Diameter		 1000
150-BF-NS-1531		 Bouffant Hat, Blue, 23” in Diameter		 1000

Sweatless Headbands

Bouffant Hats

http://sterile.com/product-category/disposable-garments/cleanroom-apparel/cleanroom-apparel-details/
http://sterile.com/product-category/disposable-garments/cleanroom-apparel/cleanroom-apparel-details/
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UCAN™ Packaging Nylon
Sterilization And Clean Packaging Material

UCAN sterilization packaging material is an excellent choice for autoclaving and packaging 
clean materials that need to enter a classified area. UCAN is made of a nylon material that 
can withstand temperatures up to 3250 F (162.70 C) for up to six hours.

Features and Benefits
•   All bags have a single seal at the bottom
•   Easily sealed using any high impact heat sealer
•   Tested in accordance with ASTM standard for cleanliness
•   Available in sterile and non-sterile
•   Multiple sizes
•   Custom sizes and packaging to meet any needs
•   5 year expiration 

Product Uses
•   Component parts
•   Porous and non-porous items
•   Bowls
•   Aseptic connections
•   Sanitary fittings
•   Sampling tubes
•   Stainless and aluminum parts
•   HDPE
•   Other items requiring a clean bag and seal system prior to entry into classified areas

Custom sizes and packaging options are available.  Please contact VAI® Customer Service for details.

Other Technical Data Available Upon Request
UCAN Technical Data File

Order Number		  Description					     Qty/Cs
UCAN-2x6		  UCAN Nylon Bags, 2” x 6”, Non-Sterile	             		  3,000
UCAN-2x6-S		  UCAN Nylon Bags, 2” x 6”, Sterile	         	             	 3,000
UCAN-5x10		  UCAN Nylon Bags, 5” x 10”, Non-Sterile	             		  3,000
UCAN-5x10-S		  UCAN Nylon Bags, 5” x 10”, Sterile		               	 3,000
UCAN-15x20		  UCAN Nylon Bags, 15” x 20”, Non-Sterile          		  500
UCAN-15x20-S		  UCAN Nylon Bags, 15” x 20”, Sterile	             		  500
UCAN-20x30		  UCAN Nylon Bags, 20” x 30”, Non-Sterile           		  250
UCAN-20x30-S		  UCAN Nylon Bags, 20” x 30”, Sterile	             		  250

http://sterile.com/product-category/cleanroom-documentation/ucan/ucan-details/
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Welcome To Cleanroom Documentation
Custom Cleanroom Paper & Supplies • Printing Technology

VAI’s CleanPrint 10 writing substrate, Core2Write custom documentation, and Core2Print printing systems 
have been developed to address documentation materials that shed fibers or particulates in aseptic GMP 
operations. Airborne fibers and particulates can come to reside on surfaces throughout the cleanroom that 
may include product contact surfaces. The newly patented CleanPrint 10, Core2Write, and Core2Print address 
and solve questions surrounding particulate and fiber shedding in cleanroom documentation systems. 

CleanPrint 10 is a patented synthetic substrate that is used as the base for all Core2Write products and used 
as the printing medium in the Core2Print.  CleanPrint 10 is exceptionally durable, comprised of adhesive 
bonds that are as much as 10 times more durable than other synthetic substrates.  CleanPrint 10 is pliable, 
resistant to abrasion, chemicals, and ink smearing.  In addition, this substrate is cellulose free and extremely 
low in particle shedding.        

Core2Write is a product line developed by VAI that revolutionizes documentation methods in GMP 
operations, with custom designed logbooks, labels, forms, and tags printed on CleanPrint 10 synthetic 
writing substrate.  Core2Write products are designed and packaged according to customer specifications, 
and incorporate customer specific documentation requirements.  Each product is available in a variety of 
sizes, colors, thicknesses, and configurations. To mitigate the risk of losing critical documentation, Core2Write 
products have the option of adding a barcode or patented Radio Frequency Identification (RFID) technology.

Core2Print is a patent pending technology that modernizes the method for printing required sterile 
documentation within aseptic manufacturing environments.  The Core2Print is constructed of a 316 stainless 
steel cabinet and lexan windows for durability and a clear view of the printer operation.  The cabinet is 
also equipped with HEPA filtration, positive pressure to the cabinet is equally filtered to the controlled 
environment.  The CP10 printer is housed in the cabinet, and wirelessly prints onto VAI’s pre-sterilized  
CleanPrint 10 synthetic writing substrate.                

97		 CleanPrint 10®
98		  Core2Write®
99		  Core2Print®

http://sterile.com/product-category/cleanroom-documentation/
http://sterile.com/resources/?type=videos
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Other Technical Data Available Upon Request
Product Technical Data Report • Specific Test Reports (Consult VAI)

CleanPrint 10®

Synthetic Writing Substrate CLEANPRINT 100

Sample Particles/ft3 1sq. Ft. down 
stream >0.3 micron

# Particles/ft3 1sq. Ft. down 
stream >0.5 micron

Particles/ft3 1sq. Ft. down 
stream <0.3 micron

Particles/ft3 1sq. Ft. down 
stream <0.5 micron

CleanPrint 10 120 88 11953 8760

Tyvek 1073 133 109 132293 10902

Xerox 4024 D 20# 55552 41863 5560000 4190000

Sub-Micron Particles Released by CleanPrint 10 Paper
Among the Lowest of Typical Cleanroom Substrates

Order Number	 Description 	 Qty/Cs 	
CLP10-8.5x11-01 	  CleanPrint 10 Synthetic Paper, 100 sheets per ream, 	 10 reams 
	 10 reams per case, 1000 total sheets, 8.5”x11”, Non-Sterile  
CLP10-8.5x11-02	 CleanPrint 10 Synthetic Paper, 100 sheets per ream, 	 10 reams 
	 10 reams per case, 1000 total sheets, 8.5”x11”, Sterile  

CleanPrint 10 was designed for ultraclean manufacturing environments and is void 
of any cellulose in its construction.  The synthetic substrate is manufactured using 
patented technologies to assure strength, very low particulate generation, non-
shedding characteristics, the inability for ink smearing, chemically resistant and has 
the ability for lamination.  CleanPrint 10 is used as the base material for all Core2Write 
custom documentation products and the Core2Print cleanroom printing system.   

Features and Benefits
•   Packaged in reams that are quadruple bagged in VAI’s ABCD Cleanroom 

Introduction system
•	 Easy tear bags 
•	 Available sterile gamma irradiated 10-6 SAL
•	 Extremely durable, abrasion and tear resistant
•	 Smear resistant, inks adhere and dry immediately  
•	 Chemical and water resistant
•	 Pliable in extreme temperatures, -70˚C to 180˚C
•	 Cellulose and latex free
•	 Excellent ability to write 
•	 Low ESD for reduced risk of electrostatic damage
•	 Substrate recycles as a plastic 
 

Product Uses
•   Opposed to regular paper 
•	 Batch record retention 
•	 Recording data note taking
•	 Equipment manuals
•	 Work instructions or procedures

http://sterile.com/product-category/cleanroom-documentation/cleanprint-10/cleanprint-10-details/
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RFID Embedded ü ü ü ü

Barcoding ü ü ü ü

Lamination (full or partial) ü ü ü

Tear Apart/Perforation ü ü

Unique numbering ü ü ü ü

Sterile Packaging ü ü ü ü

Hole Punch ü ü

Page Numbering ü ü

Custom Printing ü ü ü ü

Custom Colors ü ü ü ü

Validation packages ü ü ü ü

Stair Step Edge Separation ü

Thickness (single/double) ü

Specification 	      Logbooks         ID Tags 	         Labels                 Forms

Core2Write®

Core2Write products are for use in aseptic operations to simplify 
GMP documentation practices with customized logbooks, form, dual 
tags (tear apart), individual tags, and labels.  Core2Write products 
incorporate customer documents and print them exact to required 
specifications.  All Core2Write products are made from CleanPrint 10 
synthetic substrate which is durable and eliminates contamination 
concerns causes by airborne fibers and particles.  

Features and Benefits
• Custom printed to exact customer requirements
• Radio-Frequency Identification (RFID) technology incorporated
• Barcoding and unique numbering available
• Full or partial lamination
• Individually numbered in sequential order
• Spiral bound logbooks
• Stair step edging to easily identify a missing page
• Sterile validation packages available
• Packaged to customer requirements
• Constructed of CleanPrint 10 synthetic substrate

Product Uses
• Labeling
• Identify transfer containers
• Record cleaning
• Record equipment usage and maintenance
• Document operations

Other Technical Data Available Upon Request
Product Technical Data Report • Specific Test Reports (Consult VAI)

Custom Documentation 

Order Number	 Description 	 Qty/Cs 	
Call your VAI® sales representative for custom ordering information

http://sterile.com/product-category/cleanroom-documentation/core2write/core2write-details/
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Core2Print was designed to provide the capability to print clean, low 
particulate, and sterile documents within an aseptic manufacturing 
environment.  This is a patent pending technology that revolutionizes the 
method of documenting GMP operations.  The Core2Print is constructed of 
316L stainless steel and lexan windows for durability and to view the printing 
operation. HEPA filtration to the cabinet is a mandatory feature, while positive 
pressure is to the cabinet is equally filtered to the controlled environment. 
The CP10 printer which is housed in the cabinet wirelessly prints onto VAI’s 
presterilized CleanPrint 10 synthetic writing substrate.  

Features and Benefits
•	 Printing capability within a controlled environment 
•	 Cabinets can be completely disinfected with VAI’s sterile chemicals
•	 HEPA filtered, sealed cabinet whereby contamination cannot exit into the 

controlled environment
•	 Wireless printing capabilities 
•	 CP10 printer is sheet fed with digital printing quality
•	 CP10 printer prints in high resolution, up to 1600x1600 dpi
•	 CP10 printer is high speed, prints 12inches/second (~60 pages per minute) 
•	 For use CleanPrint 10 pre-sterilized writing substrate 
•	 Prints with chemically resistant ink

Product Uses
•   Batch Records in filling operations
•	 Forms for document aseptic operations

Cleanroom Printing System 

Core2Print®

Other Technical Data Available Upon Request
Product Technical Data Report • Specific Test Reports (Consult VAI)

CORE       PRINT

Order Number	 Description 	 Qty/Cs 	
C2P-100   	 Core2Print Cleanroom printing system (complete unit) 	 1 

http://sterile.com/product-category/cleanroom-documentation/core2print-cleanroom-printer/core2print-cleanroom-printer-details/

